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Abstract:  Feature matching is of significance in the field of computer vision. In this paper, a trifoc-

al tensor based feature matching algorithm is proposed for three views, including a trinocular vis-

ion system.  Initial  matching  point-pairs  can  be  determined  according  to  generic  matching   al-

gorithms,  on  which  an  initial  trifocal  tensor  of  three  views  can  be  confirmed.  Then  the  initial

matching point-pairs should be re-selected. Meanwhile, the trifocal tensor will be recomputed. Iter-

atively, the optimized trifocal tensor can be obtained. Compatible fundamental matrix of every two

views can be determined. Furthermore, in the trinocular vision sensor, the trifocal tensor can be cal-

culated based on the intrinsic parameter matrix of each camera. With the strict constraint provided

by the trifocal tensor, feature matching results will be optimized. Experiments show that our pro-

posed algorithm has the characteristics of feasibility and precision.
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Feature matching is important and complex

in  computer  vision.  It  is  utilized  in  many  tasks

such  as  three  dimensional(3D)  reconstruction,

object  recognition,  image  mosaicking,  object

tracking  and  so  on[1−5].  Feature  extraction  is  the

basis of feature matching. For example, scale in-

variant  feature  transform(SIFT)  is  very  robust

in many  kinds  of  transformations  such  as   rota-

tion, shifting, scaling, affine, perspective and illu-

mination changes[6]. In this case, the SIFT detect-

or with other affine invariant feature detectors[7−8]

has seen  maturity  in  real  applications.  For   fea-

ture matching, algorithms such as RANSAC and

alignment  methods[9−10]  normally have  an   iterat-

ive form aimed to optimize a well-defined object-

ive function. As the constraint is weak, the mis-

match problem  is  inevitable.  In  3D   reconstruc-

tion,  such  as  stereo  vision  model,  fundamental

matrix  is  used  to  provide  another  constraint[11].

In  this  case,  feature  matching  is  improved  but

still not with a strict enough constraint, particu-

lar for a series of images.

In  this  paper,  a  feature  matching  algorithm

is  proposed for  a series  of  images,  which gives  a

strict  constraint.  We  use  a  trifocal  tensor  to

provide  a  strict  constraint  like  the  one  provided

by a fundamental matrix in a stereo vision mod-

el.

1    Trifocal Tensor

For  three  image  pairs,  the  relationship  of

these  corresponding  image  points  according  to

the trifocal tensor is[12−13]

P i

1P
j

2P
k

3 εjquεkrvT
qr
i = 0uv （1）

P1 P2 P3

T qr
i

εijk

where  ,   and   are the projections of a spa-

tial  point on three image planes respectively, 

is the trifocal tensor,   is defined as

εijk =


1, (i, j, k) is even permutation
−1, (i, j, k) is odd permutation
0, others

（2）
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Indices in Eq.(2) repeated in the contravari-

ant  and  covariant  positions  imply  summation

over the range (1, 2, 3) of the index. When im-

age projections of feature points are obtained, the

trifocal  tensor  of  three  views  can  be  determined

easily based  on  the  algebraic  minimization   al-

gorithm.

When the tensor is determined, the compat-

ible  fundamental  matrix  of  every  two  views,

which  satisfies  the  constraint  of  tensor,  can  be

deduced as {
F21 = [e′]× [T1,T2,T3] e

′′

F31 = [e′′]× [T T
1 ,T

T
2 ,T

T
3 ] e

′ （3）

e′

e′′

e′

e′′

where F is the fundamental matrix;   is the pole
of second view with respect to the first view; 

is the pole of third view with respect to the first

view. The pole   is perpendicular to the left null-

space of each Ti while   is perpendicular to the

right null-space of each Ti. Then the pole can be

deduced from the following equations:{
e′T[u1, u2, u3] = 0T

e′′T[v1, v2, v3] = 0T （4）

where   ui  and  vi  are  the  left  and  right  null-vec-

tors respectively of Ti.

And the corresponding essential matrix E of
every two views can also be confirmed{

E21 = KT
2F21K1

E31 = KT
3F31K1

（5）

Kn  in Eq. (5) denote the intrinsic paramet-

er matrix of camera n.

E =

Udiag(σ1, σ2, 0)V
T σ1 =

σ2 = σ

When  the  singular  value  decomposition

(SVD)  of  matrix  E  is  computed  by 
, the singular values satisfy 

,  namely  the  matrix E  have  two  identical
singular  values  and  a  zero  singular  value.  Then

external parameters matrices, including the rota-

tion  matrix  and  the  translation  matrix  which

need  a  scale  factor,  can  be  deduced  from  the

SVD of matrix E.  Four possible solutions of the
rotation  matrix  and  the  translation  matrix  are

obtained.  As  feature  points  must  locate  in  the

front of each camera, unique solution can be con-

firmed  based  on  the  approach  described  in Ref.

[12].

Heretofore,  there  are  many  approaches  to

calculate  the trifocal  tensor,  a  typical  one is  the

algebraic  minimization  algorithm.  In  practice,

sphere target  or  planar target  can be utilized to

determine  the  trifocal  tensor.  Relationship

between  spherical  features  on  the  sphere  target

and  the  trifocal  tensor  can  be  obtained from

Ref. [14], while feature points on the planar tar-

get can be expressed as Eq. (1). Then the trifoc-

al tensor of three views can be determined easily.

2    Feature Matching Algorithm

2.1    Feature  matching  algorithm  for  images
(more than three) only
For any pair of matching points (x and x′)

in two images, the relationship can be expressed

by the fundamental matrix F

x′Fx = 0 （6）

When  we  get  enough  candidate  matching

points by a related feature extraction algorithm,

matching point-pair can be confirmed by the con-

straint expressed in Eq. (6).

For  a  series  of  images  (more than  two   im-

ages),  every two images are treated as an image

pair traditionally. Fundamental matrices of every

two views  can  be  confirmed  separately  but   in-

compatibly.  Mismatching  points  are  inevitable.

In this case, the trifocal tensor can give a stricter

constraint  than the  fundamental  matrix.  Take a

series of  images  including  three  images  for   ex-

ample.  When  we  get  plenty  of  feature  points  in

three  images,  we  can  get  the  initial  matching

point-pair  based  on  generic  algorithms  such  as

multi-scale edge matching algorithm, shape based

matching  algorithm  and  so  on[15].  Then  we  can

deduce  the  initial  trifocal  tensor  from  Eq. (1)

when we get enough matching point-pairs.

Based on the initial  trifocal tensor, spurious

matching  point-pairs  will  be  removed.  Then  we

can get a new trifocal tensor from the reselected

matching  point-pairs.  Finally,  we  can  obtain  an
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optimized trifocal  tensor  with  loop iterations.  In

this  step,  a  minimized  cost  function  is  given  as

according to Eq. (1)

f(P1,2,3) =

3∑
i,j,k=1

P i

1P
j

2P
k

3 εjquεkrvT
qr
i （7）

When the  cost  function  is  less  than  an   em-

pirical  value  (e.g.  10–5),  the  loop  iterations  can

be  stopped.  In  this  case,  the  obtained  trifocal

tensor  can  be  treated  as  the  optimal  solution.

Fundamental matrix of every two views, which is

compatible with  the  trifocal  tensor,  can  be   de-

duced  according  to  Eq.  (3).  Then  more  feature

matching  point-pairs  satisfied  the  constraint  of

trifocal  tensor can be determined.  The matching

algorithm  (Algorithm  1)  is summarized  as   fol-

lows:

{
(P 1

i , P
2
j , P

3
k )
}

(i)  Get  feature  points  in  three  views  (im-

ages)  based on  a  related  feature  extraction   al-

gorithm.  These  feature  points  are  treated  as  a

candidate point set  ;

{xi, x
′
i, x

′′
i }

{
(P 1

i , P
2
j , P

3
k )
}

(ii)  Initial  matching  point-pairs 

are  obtained  from  the  candidate  point  set

  based on  generic  matching   al-

gorithms;

T qr
i

{xi, x
′
i, x

′′
i }

(iii) Initial trifocal tensor   can be determ-

ined from these point-pairs  ;

T qr
i

{x̂i, x̂
′
i, x̂

′′
i }

(iv) Based  on  the  initial  trifocal  tensor  ,

matching  point-pairs  will  be  re-selected  as

;

T̂ qr
i

{x̂i, x̂
′
i, x̂

′′
i }

(v)  New  trifocal  tensor    will be   recom-

puted  based  on  matching  point-pairs  set

;

T̃ qr
i

(vi) Iteration: Iterate on the last two steps,

an optimized solution of  trifocal  tensor   using

an algebraic  minimization  algorithm,  can  be   ob-

tained.

T̃ qr
i

(vii) More feature matching point-pairs sat-

isfied  the  constraint  of  trifocal  tensor    can be

determined.

2.2    Feature matching algorithm for images cap-
tured in trinocular vision sensor
In  trinocular  vision  sensor,  relationship

P = [I| 0] P ′ = [ai
j] P ′′ = [bij]

T jk
i

between  every  two  cameras  is  fixed.  Internal

parameters matrix of each camera can be determ-

ined  based  on  Zhang’s  calibration  method[16].

When  we  define  the  canonical  3×4  camera

matrices as  ,  ,  , trifocal

tensor   can be computed by

T jk

i = aj

ib
k

4 − aj

4b
k

i （8）

T jk
i

The compatible  fundamental  matrix of  each

two views can be determined from   as F31, F32
and  F21.  Related  feature  matching  algorithm  is

similar as the algorithm for images only.

3    Experiments and Discussions

Any  three  views  (images)  with an   overlap-

ping region can be selected to verify  our feature

matching algorithm. We built a trinocular vision

sensor. Each camera is calibrated by Zhang’s cal-

ibration  method[16].  The  intrinsic  parameter

matrices are

K1 =

[
5 091.69 0 850.11

0 5 091.54 616.60
0 0 1.00

]
（9）

K2 =

[
5 098.55 0 856.72

0 5 098.93 597.17
0 0 1.00

]
（10）

K3 =

[
5 074.44 0 794.61

0 5 074.60 577.57
0 0 1.00

]
（11）

The  obtained  optimal  tensor  according  to

Algorithm 1 and the trifocal tensor deduced from

Eq.(8)  (Algorithm  2)  are  listed  in  Tab.1.  Two

solutions  of  the  trifocal  tensor  are  nearly  the

same.
As listed in Tab. 1, two solutions of the tri-

focal  tensor  are  nearly  the  same.  Features  in
three images  are  light  stripes  which  are   projec-
ted by  laser  projectors.  Light  stripes  are   extrac-
ted  based  on  Steger’s  extraction  algorithm[17].
Feature matching results are illustrated in Fig. 1.
The  results  illustrated  in  Fig. 1a  are results   us-
ing the  trifocal  tensor  obtained according  to  Al-
gorithm 1,  while  results  in Fig. 1b are  using the
trifocal  tensor  determined  according  to  Algori-
thm 2.
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Tab. 1    Trifocal tensor deduced according to different algorithms
 

Notations Algorithm 1 Algorithm 2

T 1,1∼3
1 (57.41, –12.70, 1.65×10–3) (57.21, –12.65, 1.63×10–3)

T 2,1∼3
1 (–2.21, 0.37, –9.95×10–4) (–2.22, 0.37, –9.97×10–4)

T 3,1∼3
1 (4.17×10–3, –9.75×10–4, –0.00) (4.16×10–3, –9.72×10–4, –0.00)

T 1,1∼3
2 (–18.14, –60.37, –4.34×10–4) (–18.07, –60.18, –4.29×10–4)

T 2,1∼3
2 (98.02, –28.34, 0.01) (97.90, –28.26, 0.01)

T 3,1∼3
2 (–2.20×10–3, –8.71×10–3, –0.00) (–2.21×10–3, –8.80×10–3, –0.00)

T 1,1∼3
3 (2.70×104, –1.28×104, –56.25) (2.69×104, –1.28×104, –56.07)

T 2,1∼3
3 (1.06×104, –3.08×103, –5.97) (1.05×104, –3.07×103, –5.97)

T 3,1∼3
3 (119.21, –25.92, 0.01) (118.91, –25.88, 0.01)

 
 
 

(a) Images of the target in three views

(b) Images of another target in three views

Fig. 1    Feature matching results based on trifocal tensor

F̂12

F̂32

For comparison, we use a traditional match-

ing algorithm based on a fundamental matrix to

give a  constraint  for  feature  matching.  The  fun-

damental matrix from view 1 to view 2 is defined

as  , while the fundamental matrix from view 3

to view 2 is defined as  .

F̂12 =

[
1.00 −17.46 1.57× 104

5.04 −0.50 −1.38× 105

−1.11× 104 1.20× 105 8.70× 106

]
（12）

F̂32 =

[
1.00 6.12 1.04× 104

4.45 −1.48 4.63× 104

−5.48× 102 −4.97× 104 −5.54× 106

]
（13）

F̂12

F̂32

Matching  points  obtained  from  feature

points  in  view  1  based  on    coincide  with

matching points which are obtained from feature

points  in  view  3  based  on  (Fig. 2c).  Con-

versely, matching points are coincident when tri-

focal  tensor  is  used  to  give  the  strict  constraint

for matching (Fig. 2a and Fig. 2b).

Matching  points  in  image  3  are  determined

({P i
2})

({
P̃ i

2

})
{P i

2}{
P̃ i

2

}

from feature points in image 1. Then we get the

matching  point  set    between  image  1  and

image  2.  Similarly,  the  matching  point  set

 between image 3 and image 2 can also be

obtained.  As  illustrated  in  Fig. 2c,    and

  are not  coincident.  The  quantitative   res-

ults are listed in Tab. 2.
 
 

(a) Algorithm 1 (b) Algorithm 2 (c) Fundamental matrix

Fig. 2    Matching results based on trifocal tensor

 
 

Tab. 2    Matching  results  according  to  fundamental  matrix

(pixels)
 

No.
{
P i
2

} {
P̃ i
2

}
Error

1 (929.31, 84.02) (929.39, 84.10) (0.08, 0.09)

2 (929.20, 86.01) (929.21, 86.10) (0.01, 0.09)

3 (928.92, 89.99) (928.98, 90.00) (0.06, 0.01)

4 (928.84, 90.99) (928.87, 91.04) (0.03, 0.06)

5 (928.69, 92.97) (928.77, 93.07) (0.10, 0.10)

6 (928.50, 95.04) (928.51, 95.14) (0.02, 0.10)

7 (928.24, 98.02) (928.34, 98.07) (0.10, 0.05)

8 (928.16, 99.01) (928.24, 99.03) (0.08, 0.01)

9 (928.09, 100.01) (928.13, 100.10) (0.04, 0.09)

10 (927.95, 102.00) (928.03, 102.09) (0.08, 0.10)

RMS --------------------- (0.07, 0.08)
 

As listed in Tab. 2, feature matching results

based  on the  traditional  matching  algorithm are

not precise enough. The root meansquare (RMS)

error of matching points is (0.07, 0.08) pixels. By
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contrast,  feature  matching  results  based  on  the

trifocal tensor are precise.

4    Conclusion

In conclusion, a trifocal tensor based feature

matching  algorithm  for  three  views  is  proposed.

Compared  with  the  generic  matching  algorithm,

the trifocal tensor can provide a strict constraint.

In this case, the matching precision is improved.

Experiments are conducted to verify the feasibil-

ity and precision of our proposed algorithm. The

algorithm is  significant  for  any three  views with

an overlapping region,  especially for a trinocular

vision sensor.

References：
 Shao M W. Calibration methods for a camera with

a tilted lens and a three-dimensional  laser scanner

in  the  Scheimpflug  condition  [J].  J  Opt  Soc  Am

A-Opt Image Sci Vis, 2020, 37(7): 1076−1082.

[1]

 Wei  Z  Z,  Liu  X  K.  Vanishing  feature  constraints

calibration method for binocular vision sensor [J].

Opt Express, 2015, 23(15): 18897−18914.

[2]

 Guan B L,  Shang Y,  Yu Q F.  Planar  self-calibra-

tion  for  stereo  cameras  with  radial  distortion [J].

Appl Opt, 2017, 56(33): 9257−9267.

[3]

 Wei Z Z, Cao L J, Zhang G J. A novel 1D target-

based calibration  method  with  unknown   orienta-

tion  for  structured  light  vision  sensor  [J].  Opt

Laser Technol, 2010, 42(4): 570−574.

[4]

 Shao M W, Hu M J. Parallel feature based calibra-

tion method for a trinocular vision sensor [J]. Opt

Express, 2020, 28(14): 20573−20586.

[5]

 Almohamad H A, Duffuaa S O. A linear program-

ming  approach  for  the  weighted  graph  matching

[6]

problem [J].  IEEE Trans  Pattern  Anal  Mach   In-

tell, 1993, 15: 522−525.

 Lowe  D  G.  Distinctive  image  features  from  scale-

invariant  keypoints  [J].  International  Journal  of

Computer Vision, 2004, 60(2): 91−110.

[7]

 Ferrari  V,  Tuytelaars  T,  Van  Gool  L.  Wide

baseline  multiple  view  correspondence[C]//  IEEE

Conference on  Computer  Vision  and  Pattern   Re-

cognition, 2003: 718-725.

[8]

 Peng  J  C,  Shao  Y  J,  Sang  N,  et  al.  Joint  image

deblurring and matching with feature-based sparse

representation prior[J]. Pattern Recognition, 2020,

103: 107300.

[9]

 Pritchett  P,  Zisserman  A.  Wide  baseline  stereo

matching[C]// International  Conference  on  Com-

puter Vision, Bombay, 1998: 754-760.

[10]

 Li Y J, Zhang J W, Zhong Y Z, et al. An efficient

stereo  matching  based  on  fragment  matching [J].

Visual Comput, 2019, 35(2): 257−269.

[11]

 Hartley R.  An  investigation  of  the  essential   mat-

rix[R]. Schenectady, NY, USA: GE CRD, 1993.

[12]

 Hartley R, Zisserman A. Multiple view geometry in

computer  vision[M]. 2nd  ed.  Cambridge:   Cam-

bridge University, 2003.

[13]

 Lu R,  Shao  M W.  Sphere-based  calibration  meth-

od for trinocular vision sensor [J]. Opt Lasers Eng,

2017, 90: 119−127.

[14]

 Zhou  Y  Y,  Shi  J,  Yang  X  Q,  et  al.  Deep  multi-

scale  recurrent  network  for  synthetic  aperture

radar  images  despeckling [J].  Remote  Sens,  2019,

11(21): 2462.

[15]

 Zhang  Z  Y.  A  flexible  new  technique  for  camera

calibration  [J].  IEEE  Trans  Pattern  Anal  Mach

Intell, 2000, 22(11): 1330−1334.

[16]

 Steger C.  Unbiased  extraction  of  lines  with   para-

bolic  and  Gaussian  profiles  [J].  Comput Vis   Im-

age Underst, 2013, 117: 97−112.

[17]

Journal of Beijing Institute of Technology，2020，Vol. 29，No. 4

—  488  —

https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/OE.23.018897
https://doi.org/10.1364/AO.56.009257
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1364/OE.393012
https://doi.org/10.1364/OE.393012
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1007/s00371-018-1491-0
https://doi.org/10.1016/j.optlaseng.2016.10.004
https://doi.org/10.1109/34.888718
https://doi.org/10.1109/34.888718
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/OE.23.018897
https://doi.org/10.1364/AO.56.009257
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1364/OE.393012
https://doi.org/10.1364/OE.393012
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1007/s00371-018-1491-0
https://doi.org/10.1016/j.optlaseng.2016.10.004
https://doi.org/10.1109/34.888718
https://doi.org/10.1109/34.888718
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/OE.23.018897
https://doi.org/10.1364/AO.56.009257
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1364/OE.393012
https://doi.org/10.1364/OE.393012
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/JOSAA.391906
https://doi.org/10.1364/OE.23.018897
https://doi.org/10.1364/AO.56.009257
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1016/j.optlastec.2009.10.005
https://doi.org/10.1364/OE.393012
https://doi.org/10.1364/OE.393012
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1007/s00371-018-1491-0
https://doi.org/10.1016/j.optlaseng.2016.10.004
https://doi.org/10.1109/34.888718
https://doi.org/10.1109/34.888718
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1109/34.211474
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1023/B:VISI.0000029664.99615.94
https://doi.org/10.1007/s00371-018-1491-0
https://doi.org/10.1016/j.optlaseng.2016.10.004
https://doi.org/10.1109/34.888718
https://doi.org/10.1109/34.888718
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007
https://doi.org/10.1016/j.cviu.2012.08.007

