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The promotion of deep decarbonization in the cement industry is crucial for mitigating global climate
change, a key component of which is carbon capture, utilization, and storage (CCUS) technology.
Despite its importance, there is a lack of empirical assessments of early opportunities for CCUS
implementation in the cement sector. In this study, a comprehensive onshore and offshore source–sink
matching optimization assessment framework for CCUS retrofitting in the cement industry, called the
SSM-Cement framework, is proposed. The framework comprises four main modules: the cement plant
suitability screening module, the storage site assessment module, the source–sink matching optimization
model module, and the economic assessment module. By applying this framework to China, 919 candi-
dates are initially screened from 1132 existing cement plants. Further, 603 CCUS-ready cement plants are
identified, and are found to achieve a cumulative emission reduction of 18.5 Gt CO2 from 2030 to 2060 by
meeting the CCUS feasibility conditions for constructing both onshore and offshore CO2 transportation
routes. The levelized cost of cement (LCOC) is found to range from 30 to 96 (mean 73) USD�(t cement)�1,
while the levelized carbon avoidance cost (LCAC) ranges from �5 to 140 (mean 88) USD�(t CO2)�1. The
northeastern and northwestern regions of China are considered priority areas for CCUS implementation,
with the LCAC concentrated in the range of 35 to 70 USD�(t CO2)�1. In addition to onshore storage of 15.8
Gt CO2 from 2030 to 2060, offshore storage would contribute 2.7 Gt of decarbonization for coastal cement
plants, with comparable LCACs around 90 USD�(t CO2)�1.

� 2024 THE AUTHORS. Published by Elsevier LTD on behalf of Chinese Academy of Engineering and
Higher Education Press Limited Company. This is an open access article under the CC BY-NC-ND license

(http://creativecommons.org/licenses/by-nc-nd/4.0/).
1. Introduction

The cement industry has high carbon and energy intensity, and
significantly contributes to global greenhouse gas emissions [1,2].
In 2021, this sector globally emitted nearly 2.5 billion tons of CO2

[3], accounting for approximately 7% of total energy-related emis-
sions [4,5]. The European Union’s introduction of the Carbon Border
Adjustment Mechanism (CBAM), a carbon tariff targeting carbon
emissions from imported cement [6], underscores the urgency of
exploring low-carbon and sustainable alternatives. The Interna-
tional Energy Agency (IEA) proposed emissions thresholds ranging
from 40 to 125 kg CO2 equivalence (CO2-eq)�(t cement)�1 by 2050,
compared to today’s 375–925 kg CO2-eq�(t cement)�1 [7].
The achievement of such significant reductions by 2050 is a
tremendous challenge [8], necessitating the exploration of tech-
nological solutions [9]. First, global cement demand is projected
to rise from 4.2 billion tons in 2020 to 4.7 billion tons in 2030
[10,11], particularly in emerging economies like India, China,
and other Asian and African countries; thus, demand reduction
alone is impractical. Second, about 60% of the industry’s emissions
stem from mineral decomposition [12]. While enhancements like
transitioning from wet kilns to dry kilns, improving material
efficiency, and substituting raw materials can mitigate process-
related emissions, the overall potential for emission reduction is
limited even under optimal conditions [4,13]. Third, the remain-
ing emissions are mostly caused by fuel combustion [13–15].
While measures like the adoption of low-emission fuels, the
improvement of energy efficiency, and electrification can offer
partial solutions, they fall short of achieving net- or near-zero
emissions [4,16,17].
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Carbon capture, utilization, and storage (CCUS) has emerged as
a promising technology for deep decarbonization in the cement
sector [18–20]. Unlike traditional methods, CCUS allows for the
capture of CO2 emissions from industrial processes and fuel com-
bustion via the same flue gas duct, thus enhancing the overall
abatement efficiency [1]. Several major cement companies have
already initiated CCUS demonstration projects for research and
development (R&D) purposes. For instance, Heidelberg Cement’s
Norcem Breviwk Plant in Norway operates a 0.4 Mt�a�1 capture
facility using post-combustion technologies [21]. While current
CCUS costs are relatively high, reaching up to about 100–150
USD�(t CO2)�1 [22], ongoing technological advancements and
large-scale project deployments suggest significant cost reductions
in the near future [23].

Previous research in the cement sector has primarily focused on
developing energy technology models to simulate low-carbon
transition pathways and CCUS mitigation strategies. For example,
Zhang et al. [24] developed the National Energy Technology
(NET)-Cement model, a bottom-up approach that projects a nearly
200 Mt CO2 abatement by 2050 if 30% of clinker production lines
are equipped with CCUS technology. Xu et al. [25] and Zhou et al.
[26] explored the impact of CCUS technology on CO2 reduction
strategies in China’s cement industry, providing insights into the
macro-level decarbonization potential of CCUS in this sector. How-
ever, these studies often lack detailed plant-level designs and full-
chain CCUS analyses. To address this gap, several bottom-up
source–sink matching models have been used to evaluate the
plant-scale techno-economics of CCUS retrofits, focusing on speci-
fic regions or industries. For instance, Hasan et al. [27] designed a
low-cost CCUS supply chain network including 444 multi-sectoral
CO2 sources, 96 of which were cement plants, and 16 were deemed
profitable by enhanced oil recovery (EOR) within the United States
National CCUS network. Garg et al. [28] coupled the MARKet ALlo-
cation (MARKAL) model with a source–sink mapping model to
assess 1345 carbon-intensive sources in India, and identified 108
and 156 cement sources with carbon avoidance costs respectively
83–109 and 84–95 USD�(t CO2)�1. Wang et al. [29] developed a
source–sink matching model aimed at establishing optimal
deployment strategies for China’s cement industry. CCUS-based
reductions of China’s industrial emissions by 20%, 40%, and 60%
were found to be characterized by respective economic costs of
333.4, 352.5, and 376.9 CNY�(t CO2)�1. Furthermore, the relatively
dispersed locations of cement plants distinguish this sector from
other carbon sources in terms of source–sink matching. It is thus
crucial to explore specific layouts that are conducive to CCUS retro-
fitting in this industry.

Considering the widespread distribution of cement plants along
coastal areas, offshore storage is becoming a viable option to sup-
port CCUS deployment due to its vast storage capacity. Zhang et al.
[30] assessed the feasibility of offshore CCUS deployment along
China’s southeastern coast; 39 cement plants were matched to
China’s offshore sequestration sites with a transport range of
50–350 km with total CO2 emissions of 90.74 Mt�a�1. However,
extensive offshore sequestration databases and land–sea trans-
portation routes have yet to be incorporated into CCUS source–sink
matching analysis. Recognizing the deterrent effect of high costs on
corporate initiatives [31], scholars have emphasized the impor-
tance of incentive policies to promote the CCUS retrofitting of
plants, mostly in the power sector [32]. However, the effectiveness
of such policies in facilitating CCUS project adoption in the cement
industry has received less attention. Therefore, addressing these
challenges by developing a dedicated CCUS layout that includes
both onshore and offshore storage is crucial for identifying early
opportunities and quantifying the potential of CCUS retrofitting
in the cement industry.
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Herein, a comprehensive onshore and offshore source–sink
matching optimization assessment framework (SSM-Cement
framework) is developed, and is specifically designed for the
cement industry. It integrates plant-level CO2 sources, onshore
and offshore storage sites, pipeline networks, geological utilization,
full-chain technology costs, and incentive policies into a unified
framework. As the world’s largest producer and consumer of
cement, the potential and economics of CCUS technology for retro-
fitting China’s massive existing cement facilities are evaluated [33–
35]. This model proposes several cost-effective CCUS source–sink
matching layouts that incorporate onshore and offshore integrated
pipeline networks enhanced by the 45Q tax credit and carbon pric-
ing incentives. A detailed plant-level analysis reveals spatial
heterogeneity in carbon abatement costs, as indicated by the leve-
lized cost of cement (LCOC), the levelized additional cost of cement
(LACOC), and the levelized carbon avoidance cost (LCAC). Consider-
ing the impacts of different CCUS incentive policies, the findings
further reveal priority opportunities for low-cost retrofitting at
both the plant and provincial levels.
2. Methods and data

2.1. Systematic evaluation framework

The comprehensive SSM-Cement framework consists of four
main modules, as depicted in Fig. 1. In the first module, a compre-
hensive database of CO2 emissions is constructed; it covers 1132
existing cement plants (equivalent to 1550 clinker production
lines) in China, which are combined with different industry-
related and fuel-related emissions and plant-level production char-
acteristics (e.g., size, lifetime, and capacity). After evaluating the
plant-level clinker production scale and residual lifetime, 919
cement plants are identified as potential candidates for CCUS retro-
fitting. In the second module, a national database of CO2 storage
sites (with a resolution of 40 km � 40 km) is constructed based
on their storage potential and injection capacity (reference was
made to Fan et al. [36] for the assessment methods); it contains
1063 onshore deep saline aquifer (DSA) storage sites, 535 onshore
EOR storage sites, 257 offshore DSA storage sites, and 114 offshore
EOR storage sites. In the third module, a source–sink matching
model with an optimization process that minimizes the cost of
the full CCUS chain (CO2 capture, pipeline transport, and storage)
is constructed. An integrated onshore and offshore transport pipe-
line network covering national roads and natural gas pipelines is
initially generated. This network enables the identification of
CCUS-ready emission sources and storage sites based on the acces-
sibility of the pipeline network (< 20 km). Further, considering var-
ious constraints such as the storage potential, injection capacity,
pipeline flow conservation, pipeline capacity, EOR benefits, 45Q
tax credits, and carbon market benefits (depending on the scenar-
io), the cost-effective onshore and offshore shared CCUS pipeline
network is obtained. Finally, the abatement potential and costs of
CCUS technology retrofits are assessed by combining economic
indicators of individual plants, such as the LCOC, LCAC, and LACOC.
The regional heterogeneity in the abatement potential and costs in
the cement industry is ultimately identified, and provincial CCUS
early deployment planning is carried out.
2.2. Cement plant-level assessment

The cement plant-level assessment includes the calculation of
CO2 emissions and the suitability of plant retrofitting with CCUS
technology.



Fig. 1. The comprehensive SSM-Cement framework: (a) cement plant suitability screening module, (b) storage site assessment module, (c) source–sink matching
optimization model module, (d) economic assessment module.
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2.2.1. Calculation of CO2 emissions
This dataset covers 1132 operational cement plants and an

annual clinker output of 1.51 billion tons, respectively representing
around 97% and 98% of the national totals [37,38]. The specific tar-
get is direct CO2 emissions arising from the cement production
process, including mineral thermal decomposition and fuel com-
bustion [33]. Indirect emissions caused by electricity consumption
are not included as they cannot be captured within the same plant.
Given the possible geographical differences in the Chinese cement
industry, the geographic coordinates, clinker production capacity,
launch year, operating days, calorific value, and carbon content of
each plant are taken into account. These details are used to empha-
size the variation between provinces. The clinker emission factors
are also adjusted according to the scale of clinker production at
each plant. Furthermore, the technique outlined by the
Intergovernmental Panel on Climate Change (IPCC) is employed
to calculate the amount of CO2 captured for each cement unit
[39], as expressed in Eq. (1):

Ei;t ¼ PCi;t � RDi;tðEFclin þ EFfuelÞ ð1Þ
where Ei,t represents the annual CO2 emissions from cement plant i
in year t (t CO2�a�1); PCi,t represents the clinker output capability of
cement plant i in year t (t clinker�d�1); RDi,t represents the annual
operating days of cement plant i in year t (d), which differs for each
province; EFclin represents the emission factors of the clinker pro-
duction process, which are respectively 522.02 and 517.41
350
kg CO2�(t clinker)�1 for the production capacities of 2000–4000
and � 4000 t clinker�d�1 [33,39,40]; and EFfuel represents the emis-
sion factor of the fuels required (kg CO2�(t clinker)�1) [33,41,42],
which is calculated by Eq. (2):

EFfuel ¼ ðUce=TcÞ � NCVc � CCc � Oc � ð44=12Þ ð2Þ
where Uce represents the coal-equivalent consumption per unit of
clinker produced (t cement�(t clinker)�1); Tc represents the conver-
sion coefficient of raw coal, 0.7143; NCVc represents the low heat
value of raw coal, 17.78–26.67 MJ�kg�1, which differs for each pro-
vince [33,43]; CCc represents the carbon content of raw coal, 25.64–
28.10 kg�GJ�1, which also differs for each province [33]; and Oc rep-
resents the oxidation rate, 0.98 [33].

The annual CO2 capture from the CCUS retrofitting of the
cement plant can be calculated as Eq. (3):

Acapi;t ¼ Ei;t � CR ð3Þ

where Acapi,t represents the annual CO2 captured from cement plant
i in year t (t CO2�a�1); and CR represents the CO2 capture rate, 0.9.

2.2.2. Screening of cement plant suitability
The clinker capacity (> 2500 t clinker�d�1) is adopted as the first

screening criterion because cement clinker production lines below
2500 t clinker�d�1 were phased out by the end of 2021 [44]
according to the Building Materials Industry Phase Out of Outdated
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Production Capacity Guidance Catalogue co-developed by the China
Building Materials Federation. The remaining lifetime (> 15 years)
is used as the second screening criterion to ensure that the candi-
date plants have at least 15 years of operation time after CCUS ret-
rofitting. By applying these criteria, the initial 1132 cement plants
are narrowed down to 919 candidates eligible for the CCUS source–
sink matching process.

2.3. Source–sink matching optimization model for cement plants

As shown in Fig. 1, the core of the comprehensive assessment
framework is the source–sink matching optimization model for the
cement industry. Its crucial processes and basic assumptions are
subsequently described, and more detailed information about the
modeling process can be found in the publication by Fan et al. [36].

2.3.1. Basic assumptions

(1) The operational state and energy consumption of each facil-

ity are assumed to maintain their current levels after CCUS deploy-
ment begins in 2030. Committed CO2 emissions over the residual
lifetime are determined under the assumption that existing cement
plants have an operating life of 40 years.
(2) Due to the current immaturity of pre-combustion capture

and oxygen-enriched combustion capture technologies [45], post-
combustion technology is considered to be CO2 capture technol-
ogy. Widely used amine-based absorbers are assumed to be the
carbon capture method utilized in the cement industry [46].
(3) Captured CO2 is transported via pipelines to the storage site;

this is considered to be the least-cost transportation mode when
large-scale CCUS technology is deployed [47]. The CO2 transport
pipeline network is assumed to follow existing national roads
and gas pipeline routes in China, thus avoiding geographical con-
straints, land acquisition, and road rights costs. The emission
sources and storage sites are assumed to be integrated into the
candidate pipeline network based on spatial proximity (< 20 km).
(4) EOR and saline aquifers are respectively considered to be the

main approaches for CO2 utilization and storage, and these facili-
ties are distributed in onshore and offshore basins in China. CO2

is utilized to EOR and increase oil production while reducing the
full-chain costs of CCUS projects [48]. To effectively accommodate
the relatively high-volume CO2 flow in the trunk pipeline, the CO2

storage sites are assumed to have a resolution grid of
40 km � 40 km. Considering that CO2 will diffuse in the geological
structure after injection, 50 injection wells are assumed to be
allowed within each grid [36], although many more wells can be
dug in engineering practice.
(5) The pipeline network matching mode allows multiple emis-

sion sources to be connected to a shared network and potentially
matched to several storage sites simultaneously, with the storage
potential and injection capacity rate as constraints [49].
2.3.2. Objective functions and constraints
The source–sink matching model is designed to optimize the

integration of emission sources with onshore and offshore storage
sites, with the objective of minimizing the overall cost of the com-
plete CCUS chain. Its objective function is expressed by Eq. (4):

Cost ¼ P
i
ðCAP cai þ OM caiÞ � Si

þ P
ðn;mÞ;d

ðCAP trd þ OM trdÞ � Distðn;mÞ � Pðn;mÞ;d

þ P
ðwell;jÞ

ððCAP stðwell;jÞ þ OM stðwell;jÞÞ

� Kj � Astoj � Doil � Roil � Poil � LjÞ

ð4Þ
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where Cost is the total cost of CCUS full-chain technology for
onshore and offshore storage from 2030 to 2060 (USD); CAP_cai is
the capital cost of CO2 capture facilities for cement plant i (USD);
OM_cai is the cumulative operation and maintenance (O&M) cost
of CO2 capture facilities for cement plant i (USD); and Si is a binary
variable that indicates whether cement plant i is being matched by
corresponding storage sites (i.e., if cement plant i is matched with a
storage site, then Si = 1; otherwise, Si = 0). Moreover, CAP_trd is the
capital cost of CO2 transport pipelines (USD); OM_trd is the cumula-
tive O&M cost of CO2 transport pipelines (USD); Dist(n,m) is the geo-
graphic path length of an arc from node n to m; and P(n,m),d is a
binary variable that indicates whether the pipeline with a pipe
diameter of d should be constructed in the final pipeline network.
CAP_st(well,j) is the capital cost of the CO2 storage chain (USD), and
OM_st(well,j) is the cumulative O&M cost of the CO2 storage chain
(USD), subscript ‘‘well” represent the actual number of wells
drilled; Kj is a binary variable that indicates whether storage site j
is being matched; Astoj is the cumulative sequestration amount
for storage site j (t); Doil is the replacement ratio of CO2 to oil, which
is taken as 4:1 based on an actual engineering project in China’s
Shengli Oilfield; Roil is the replacement ratio of barrels and tons,
which is taken as 7.3 barrels (bbl)�(t oil)�1; Poil is the price of oil;
and Lj is a binary variable that indicates whether storage site j is
an oil field site.

The cumulative sequestration amount for storage site j must be
below its storage potential, as expressed in Eq. (5), and the annual
sequestration amount for storage site j must be below its CO2

injection rate capacity, as expressed in Eq. (6).

Astoj � Tstoj;8j 2 J ð5Þ

Astoj=Period � Injj � 50;8j 2 J ð6Þ
where Tstoj is the storage potential of storage site j, J is the database
of overall storage sites, Period denotes the total number of years in
the period of CCUS operation, and Injj is the CO2 injection rate
capacity of storage site j.

The CO2 flow in the pipeline achieves conservation for any
Arc(n, m), as expressed in Eq. (7), and the actual CO2 flow of
Arc(n, m) must be below the maximum flow limit for a pipe with
diameter d, as expressed in Eq. (8).

Aston � Kn ¼ Acapn � Sn þ
P
ðn;mÞ

amountArcðn;mÞ � Period

� P
ðm;nÞ

amountArcðm;nÞ � Period;8n 2 N;m 2 N ð7Þ

amountArcðn;mÞ �
X

d

Pðn;mÞ;d � Limitd ð8Þ

where amountArc(n,m) is the annual flow amount of CO2 transported
by the arc from node n to m corresponding to the pipeline; N is the
database of overall nodes; and Limitd is the maximum flow for a
pipe with diameter d.

2.4. Economic indicators calculation

A comprehensive economic and technical assessment of the
full-chain CCUS retrofits in each cement plant is performed based
on the results derived from the source–sink matching optimization
model. It should be noted that in the model, the results of the CO2

transportation cost and CO2 storage cost (EOR revenue) are respec-
tively determined by each constructed pipeline and activated stor-
age site, and do not directly correspond to a specific CCUS-ready
plant. A specific cost allocation mechanism proposed by Fan et al.
[36] is applied. All possible CCUS-ready plants passing within a sin-
gle pipeline or storage site are identified, and the allocation
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weights for transportation and storage costs are then calculated
based on the respective cumulative CO2 captured by the CCUS-
ready plants. Finally, all allocated transportation and storage costs
are accumulated to represent the cost for each plant. This method
yields the plant-level CO2 transportation costs, CO2 storage cost,
and EOR revenue, which are used to determine the adopted eco-
nomic indicators.

Levelized costs are considered vital indicators for examining the
economic efficiency and competition of technologies [50]. The
levelized cost of electricity (LCOE) is generally defined as the cost
per unit of generated electricity [51–53]. Similarly, the LCOC is
defined to quantify the cost per unit of cement production [54],
as expressed in Eq. (9). Further, the LACOC and LCAC are calculated
to demonstrate the additional economic costs associated with the
CCUS retrofit. LACOC primarily reflects the additional cost per unit
of cement production after the plant is retrofitted with CCUS tech-
nology, as expressed in Eq. (10). LCAC primarily reflects the net
cost of abating one ton of CO2 emissions for a cement plant retro-
fitted with CCUS technology, as expressed in Eq. (11).

LCOCi ¼
CAP pli þ CAP cci þ

P
tðOM pli;t þ OM cci;t � EORi;tÞ � ð1þ rÞ�t

P
tAcemi;t � ð1þ rÞ�t

ð9Þ
LACOCi ¼ CAP cci þ
P

tðOM cci;t � EORi;tÞ � ð1þ rÞ�t

P
tAcemi;t � ð1þ rÞ�t ð10Þ
LCACi ¼ LACOCi

EF pli � EF cci
¼ LCOCi � LCOC pli

EF pli � EF cci
ð11Þ

where LCOCi represents the LCOC of cement plant i retrofitted with
CCUS technology (USD�(t cement)�1); CAP_pli and OM_pli,t respec-
tively represent the construction capital cost and annual O&M cost
of cement plant i (USD), as expressed in Eqs. (12) and (13); LACOCi

represents the LACOC of cement plant i retrofitted with CCUS tech-
nology (USD�(t cement)�1); CAP_cci and OM_cci,t respectively repre-
sent the capital cost and annual O&M cost of cement plant i
retrofitted with CCUS technology, as expressed in Eqs. (14) and
(15); EORi,t is the annual EOR revenue (there is no such benefit for
saline aquifers); Acemi,t is the output of cement plant i in year t;
LCACi is the LCAC of cement plant i retrofitted with CCUS technol-
ogy (USD�(t CO2)�1); EF_pli and EF_cci are the CO2 emission factor
for the absence and presence of CCUS retrofitting in cement plant
i, LCOC_pli represents the LCOC of cement plant i before retrofitting
with CCUS technology, and r is the discount rate.

CAP pli ¼ UC pl� Acemi ð12Þ
OM pli;t ¼ UO pl� Acemi;t ð13Þ
CAP cci ¼ UC ca� Acemi þ CAP tri þ CAP sti ð14Þ
OM cci;t ¼ UO ca� Acemi;t þ OM tri;t þ OM sti;t ð15Þ
where UC_pl and UO_pl respectively represent the unit construc-
tion capital cost and annual O&M cost of cement plant i
(USD�(t cement)�1); UC_ca and UO_ca respectively represent the
unit capital cost and annual O&M cost of cement plant i retrofitted
with CCUS technology (USD�(t cement)�1); CAP_tri and OM_tri,t
respectively represent the capital cost and annual O&M cost of
CO2 transport pipelines (USD); and CAP_sti and OM_sti,t respec-
tively represent the unit capital cost and annual O&M cost of the
CO2 storage chain (USD).
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2.5. Scenario setting

Currently, there are no substantial incentives for CCUS retrofit-
ting in cement plants aside from EOR benefits. In this study, two
incentive policy schemes are investigated: carbon pricing and the
45Q tax credit (Table 1). Given that the cement industry is recog-
nized as a major emitter and has the potential to participate in
China’s future carbon trading market, carbon pricing is considered
a relevant policy incentive. Additionally, United States legislation
(the Inflation Reduction Act) has expanded the 45Q tax credit to
provide significant incentives for CCUS, with rates of up to
85 USD�(t CO2)�1 for permanent storage and 60 USD�(t CO2)�1 for
EOR or other industrial utilization in 2022. This serves as a valuable
reference for CCUS incentives in China. When incorporating carbon
pricing or the 45Q tax credit into the CCUS retrofitting of China’s
cement industry, the objective function of the source–sink match-
ing optimization model is represented by Eqs. (16) and (17).

Cost 45Q ¼ P
i
ðCAP cai þ OM caiÞ � Si

þ P
ðn;mÞ;d

ðCAP trd þ OM trdÞ � Distðn;mÞ � Pðn;mÞ;d

þ P
ðwell;jÞ

ððCAP stðwell;jÞ þ OM stðwell;jÞÞ

� Kj � Astoj � Doil � Roil � Poil � LjÞ
þP

j
Astoj � Pseq � Kj

ð16Þ

Cost car ¼ P
i
ðCAP cai þ OM caiÞ � Si

þ P
ðn;mÞ;d

ðCAP trd þ OM trdÞ � Distðn;mÞ � Pðn;mÞ;d

þ P
ðwell;jÞ

ðCAP stðwell;jÞ þ OM stðwell;jÞÞ

� Kj � Astoj � Doil � Roil � Poil � LjÞ
þP

i
Acapi � Pc � Si

ð17Þ

where Cost_45Q and Cost_car are respectively the total cost of
CCUS full-chain technology for onshore and offshore storage from
2030 to 2060 in scenarios S2_subsidy policy (SP) and S3_carbon
policy (CP), unit are USD; Pseq is the CO2 sequestration allowance
under the latest 45Q tax credit, while DSA and EOR sequestration
types differ; and Pc is the national CO2 price in 2030 as predicted
in the Net Zero Emissions (NZE) by 2050 Scenario by the World
Energy Outlook 2022, with changes in the future.

2.6. Data sources

In this study, the cement plant data were mainly obtained from
the cement-clinker enterprise lists publicly released by the provin-
cial Ministry of Industrialization and Information in 2021. Specific
details include each plant’s location, operational year, clinker pro-
duction capacity, equipment models, and other essential informa-
tion. The annual operating days were collected from policy
documents regarding cement kiln shutdowns and production
restrictions for each province. The CO2 storage sites in onshore
DSA, onshore EOR, offshore DSA, and offshore EOR considered in
this study were sourced from the previous literature [36,55–57].
The United States Department of Energy (US DOE) method was
applied for storage potential calculations [58], and the injection
rate capacity was determined using Darcy’s law [59]. Gross thick-
ness and saline aquifer porosity data were collected from Geologi-
cal Surveys in China, and recoverable volume, depth, and American
Petroleum Institute (API) values were obtained from the Petroleum
Basin Atlas of China and IHS Markit [60,61]. The USD to CNY conver-
sion rate was defined as 6.8974 based on the average in 2021 [62].
The carbon price of 90 USD in 2030 was derived from the NZE by



Table 1
The scenario definitions.

Scenario Description EOR revenue 45Q tax credit Carbon market

S1_NP Includes gains from EOR
p

— —
S2_SP Includes gains from EOR and the 45Q tax subsidy

p p
—

S3_CP Includes gains from EOR and carbon market trading
p

—
p

NP: no policy; SP: subsidy policy; CP: carbon policy;
p
: yes; —: no.
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2050 Scenario by the World Energy Outlook 2022 [63]. The capital
costs and annual O&M costs of offshore pipeline transport were
both assumed to be 1.55 times higher than onshore costs [64,65].
Similarly, the capital costs and O&M costs for both offshore EOR
and DSA storage were assumed to be three times higher than
onshore costs [47,66]. The main parameters used in the analysis
are listed in Table 2 [26,49,52,63,67–72].
3. Results and analysis

3.1. Spatial distribution of candidate cement plants and CO2 storage
sites

In China, there is significant regional variation in both cement
plant-scale carbon emissions and geological storage capacity,
which impacts the overall pattern of CCUS source–sink matching
outcomes. Out of the total 1132 existing cement plants, 213 will
fail to meet the CCUS retrofit criteria due to having a clinker pro-
duction capacity below 2500 t clinker�d�1 and an insufficient
remaining operational time (< 15 years) for CCUS deployment.
The remaining 919 candidate plants are widely distributed across
different regions; they are mostly concentrated in the central, east-
ern, and southern regions, and are more dispersed in the northeast
and western regions (Fig. 2(a)). Between 2030 and 2060, plant-
scale cumulative CO2 emissions in China’s cement sector will vary
from 11.9 to 283.4 Mt. The top five high-emission sources are
Guangdong (2.35 Gt), Henan (2.09 Gt), Sichuan (2.08 Gt), Anhui
(2.03 Gt), and Guangxi (1.78 Gt). The economically developed
Yangtze River Delta and Pearl River Delta regions have a high
demand for cement, and large-capacity facilities are predomi-
nantly located in Anhui, Guangdong, and Jiangsu Provinces, which
respectively have average clinker production capacities of 5000,
4798, and 4942 t clinker�d�1. In contrast, cement plants in the
western and northeastern regions are considerably smaller, with
average clinker production capacities ranging from 2500 to
4200 t clinker�d�1 at the provincial level and cumulative CO2 emis-
sions ranging from 11.9 to 70.3 Mt between 2030 and 2060.
Table 2
The summary of the cost parameters for CCUS technology retrofitting.

Parameter Value Data
source

Discount rate 5% [52]
Oil price (USD�bbl�1) 35 [63]
Capture rate 90% [49]
UC_pl (USD�(t cement)�1) 15.6 [67]
UO_pl (USD�(t cement)�1) 31.7 [67]
UC_ca (USD�(t cement)�1) 67.1 [26,68]
UO_ca (USD�(t cement)�1) 36.4 [26,68]
CAP_trd (�103 USD�km�1) 31–13 002 (4–102 inch;

onshore)
[69,70]

OM_trd (�103 USD�km�1) 3–1 300 (4–102 inch; onshore) [71]
CAP_st(well,j) (�103 USD�well�1) 1 455 (onshore EOR) [72]

1 746 (onshore DSA)
OM_st(well,j) (�103 USD�well�1) 444 (onshore EOR) [72]

532 (onshore DSA)

1 inch = 2.54 cm.
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In China, there are 1063 onshore DSA sites, 535 offshore DSA
sites, 257 onshore EOR sites, and 114 offshore EOR sites that are
potentially linked to candidate cement plants. These sites have
respective average CO2 sequestration capacities of 940, 1672, 20,
and 31 Mt, and respective average injection rate capacities of 5,
14, 13, and 15 Mt�a�1. Onshore and offshore DSA sites have average
CO2 sequestration capacities that are 24.1 and 34.4 times higher
than those of onshore and offshore EOR sites, respectively. Among
the onshore basins, the Tarim Basin, Songliao Basin, and Subei
Basin have the largest storage capacities of 282, 168, and 78 Gt,
respectively. Among the offshore basins, the East China Sea Basin
has the largest storage capacity of 356 Gt (Fig. 2(b)).

The CCUS screening procedure for China’s candidate cement
plants is illustrated in Fig. 2(c). In 2020, the overall CO2 emissions
from China’s cement sector amounted to approximately 1.37 Gt
CO2, and 89% of these emissions are covered by the database. After
screening the plants based on their infrastructure scale and life-
time, 919 candidates suitable for CCUS retrofitting were identified;
these plants have estimated CO2 emissions of 1.02 Gt�a�1, account-
ing for about 74% of the total. Subsequently, 316 plants were
excluded due to their inaccessibility to the CO2 onshore and off-
shore pipeline network (within a 20 km radius). Considering a
90% capture rate, the final number of CCUS-ready cement plants
is 603, with a maximum CO2 emission of 0.60 Gt�a�1. CCUS imple-
mentation in these plants would result in a peak reduction of 43.8%
relative to the total CO2 emissions in 2020. These CCUS-ready
plants are widely distributed throughout Shandong (40.0 Mt),
Henan (39.8 Mt), Anhui (36.5 Mt), Guangdong (36.0 Mt), and
Guangxi (35.8 Mt) in China.

As shown in Fig. 2(d), China’s new and large-scale facilities are
projected to emit at high levels exceeding 1.18 Gt�a�1 from 2025 to
2040, accounting for 64% of the cumulative CO2 emissions of 7.6 Gt
over the period 2025–2060. After 2040, however, annual CO2 emis-
sions are expected to decline significantly from 1.01 Gt�a�1 in 2045
to 0.51 Gt�a�1 in 2050. This decline can be attributed to more
cement plants reaching the end of their projected lifetime. The
results suggest that early and widespread CCUS deployment could
effectively mitigate massive CO2 emissions from China’s existing
cement infrastructure, leading to substantial savings on future car-
bon budgets.
3.2. Spatial layout of source–sink links between CCUS-ready cement
plants and CO2 storage sites

Considering the feasibility of creating onshore and offshore
transportation routes, the source–sink matching patterns reveal
cost-effective links between CCUS-ready cement plants and four
categories of CO2 storage sites. A typical source–sink matching lay-
out is proposed to explore the maximum feasible abatement
potential while balancing the overall CO2 abatement cost and
EOR revenue. This layout supports a cumulative 15.8 Gt of onshore
storage (85%) and 2.7 Gt of offshore storage (15%) from 2030 to
2060. The onshore pipeline network is densely distributed in
northern, central, southern, southwestern, and northeastern China,
whereas the offshore pipeline network is more densely distributed
in northern, eastern, and southern coastal areas.



Fig. 2. The regional distributions of the cumulative amounts of CO2 emissions and storage capacity, and the CCUS screening procedure: (a) the cumulative CO2 emissions in
China; (b) the total CO2 storage capacity in regions and offshore basins; (c) the CCUS screening procedure. The black bar denotes the CO2 emissions of existing cement plants
in 2020; the dark blue bar denotes the CO2 emissions of the collected Chinese cement plants; the purple bar denotes the CO2 emissions from plants larger than 2500 t
clinker�d�1 and that meet the minimum requirements of residual life; the red bar denotes the CO2 emissions from plants with pipeline network accessibility within 20km; the
blue and green bars denote the CO2 capture from remaining CCUS-ready plants. (d) The annual CO2 emission trends of China’s cement plants from 2025 to 2060.
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Fig. 3(a) presents a detailed analysis of interprovincial and
land–sea CO2 flows for the period from 2030 to 2060. The five
major CO2 flows during this period exceed 500 Mt, as follows:
Guangxi–Beibu Gulf Basin (683 Mt), Jiangsu–Anhui (637 Mt),
Guizhou–Beibu Gulf Basin (622 Mt), Shandong–Jiangsu (529 Mt),
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and Sichuan–Hubei (527 Mt). Notably, the implementation of this
CCUS layout necessitates approximately 61 500 km of pipeline
infrastructure, among which onshore pipelines constitute the
majority, measuring 59 500 km (96.8%), while offshore pipelines
account for 3.2% (1975 km). This distribution underscores the



Fig. 3. The CCUS source–sink matching results: (a) the CO2 flows at the provincial or land–sea level; (b) the CO2 pipeline size allocation situation.
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significant reliance on terrestrial infrastructure to facilitate the
effective transport of captured CO2. As presented in Fig. 3(b), the
total length of pipelines with diameters 4–30 inches (1 inch =
2.54 cm; annual flows between 1317 tons and 21.4 Mt) is
54 200 km, representing a significant proportion (6%–22%) and
accounting for approximately 88% of the total pipeline length.
These pipelines serve as feeder lines that connect decentralized
cement plants and enhance the potential for emission reduction.
In contrast, the share of large-diameter pipelines is relatively
small, with both 62 and 70 inch pipelines comprising only 1% of
the total. These larger pipelines function as backbone lines, and
transport substantial CO2 streams from various regions to desig-
nated storage sites. Fig. 4(a) presents the cumulative CO2 capture
across different provinces, highlighting the top five regions,
namely Shandong (1.24 Gt), Henan (1.23 Gt), Anhui (1.13 Gt),
Guangdong (1.12 Gt), and Guangxi (1.11 Gt), which account for
32% of the total abatement potential. Thus, the large-scale deploy-
ment of CCUS technology in China’s cement industry requires the
consideration of the specific circumstances of various locations, as
well as a variation in the construction of CO2 capture, transport,
and storage facilities.

To achieve a total CO2 emission reduction of 18.5 Gt, 603
CCUS-ready cement plants across 27 provinces are successfully
linked with 180 storage sites. Among the sequestration types,
189 cement plants are linked with 50 onshore DSA sites
(13.5 Gt) mostly in the Bohai Bay Basin (onshore area), Nanxiang
Basin, and Subei Basin, whereas 275 cement plants are linked
with 111 onshore EOR sites (2.3 Gt) mostly in the Ordos Basin,
Songliao Basin, and Bohai Bay Basin. Benefiting from favorable
geological storage conditions in saline aquifers or oilfields, Anhui,
Henan, and Tianjin have the highest cumulative onshore DSA stor-
age (4.02, 3.45, and 2.28 Gt CO2, respectively), while Xinjiang,
Shandong, and Liaoning have the highest cumulative onshore
EOR storage (0.48, 0.43, and 0.28 Gt CO2, respectively; Fig. 4(b)).
Three cement plants are linked with five offshore DSA sites
(2.1 Gt) mainly located in the Beibu Gulf Basin and Bohai Bay
Basin (corresponding to 2.05 and 0.01 Gt CO2, respectively), while
97 plants are linked with 14 offshore EOR sites (0.6 Gt) mainly
located in the Bohai Bay Basin, Pearl River Mouth Basin, and East
China Sea Basin (corresponding to 0.35, 0.28, and 0.02 Gt CO2,
respectively); thus, the cost of offshore storage in Guangxi and
Guangdong can be significantly decreased through EOR (Fig.
4(b)). EOR-related onshore and offshore storage (2.9 Gt) accounts
for only 16% of the total CO2 storage due to the relatively limited
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sequestration capacity of oil fields. The spatial heterogeneity of
offshore storage sites clearly influences CCUS source–sink links
in the eastern coastal regions. Cement plants are preferentially
connected with nearby offshore storage sites to reduce overall
CO2 transportation costs and occasionally benefit from offshore
EOR. Onshore storage requires a longer average transportation
distance (91 km) than offshore storage (31 km) considering the
corresponding routes. The majority of CO2 abatement shares
(68% onshore, 79% offshore) occur within a transportation dis-
tance of 0–100 km, followed by 20% onshore and 17% offshore
within a transportation distance of 100–200 km. This indicates
that sharing pipeline network facilities can contribute to signifi-
cant economies of scale over short distances.

3.3. Economic cost of the CCUS retrofitting of Chinese cement plants

The economic cost analysis for the LCOC, LACOC, and LCAC
demonstrates a generally increasing trend across the three scenar-
ios (Fig. 5), indicating the relationships between CO2 emissions,
abatement costs, and EOR abatement rates for CCUS-ready plants.
The EOR abatement rate is defined as the proportion of CO2 cumu-
latively sequestered to corresponding EOR storage sites relative to
total CO2 capture for each cement plant from 2030 to 2060. A
cement plant can be classified as EOR-dominant if its EOR share
exceeds 0.5; otherwise, it is DSA-dominant.

As shown in Fig. 5(a), EOR-dominant plants that benefit from
fuel revenues tend to fall within the low-cost range of LCOC
(�51 to 71 USD�(t cement)�1), whereas DSA-dominant plants are
in the high-cost range of LCOC (�5 to 96 USD�(t cement)�1). When
various incentive policies are introduced, more cement plants may
seek suitable DSA storage sites with sufficient sequestration capac-
ity even if they are farther away, thus decreasing the LCOC by up to
270% while targeting an equivalent CO2 emission reduction objec-
tive. In the S1_no policy (NP) scenario, the overall LCOC range is
31–96 USD�(t cement)�1, with a high EOR abatement rate of plants
observed in the range of 31–71 USD�(t cement)�1 and a low EOR
abatement rate of plants in the range of 64–96 USD�(t cement)�1.
The absence of EOR benefits causes a sharp increase in the LCOC
curve. DSA-dominant plants become more common as the cumula-
tive CO2 abatement exceeds 2.7 Gt. In the S2_SP scenario, the over-
all LCOC range is from �51 to 73 USD�(t cement) �1, including �51
to 46 USD�(t cement)�1 for EOR-dominant plants and �13 to
73 USD�(t cement)�1 for DSA-dominant plants. With increased
sequestration subsidies to DSA sites, the LCOC gap between



Fig. 4. The potential for CCUS source–sink matching in provinces and offshore basins: (a) the cumulative CO2 capture in provinces; (b) the cumulative CO2 sequestration in
provinces and offshore basins comprising DSA and EOR storage.
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EOR- and DSA-dominant plants steadily narrows or even disap-
pears as the CO2 storage potential increases. The S3_CP scenario
exhibits a similar cost distribution as the S1_NP scenario, but the
introduction of carbon pricing results in a lower overall LCOC of
�44 to 17 USD�(t cement)�1. As shown in Fig. 5(b), various scenar-
ios result in cumulative CO2 storage ranging from 3.85 to 18.50 Gt
(21%–100%), with China’s cement market price around 80
USD�(t cement)�1 in 2021 [73]. The S2_SP and S3_CP scenarios,
with an LCOC below 80 USD�(t cement)�1, account for the majority
(100%) of CO2 storage. The S1_NP scenario, with a cumulative CO2

storage of 12.8 Gt, primarily falls within the range of 60–80
USD�(t cement)�1. The S2_SP scenario is mainly in the range of 20–
40USD�(t cement)�1, while the S3_CP scenario exhibits amajor share
(83%) in the range of 0–20 USD�(t cement)�1. This indicates that
incentive policies generally contribute to CCUS cost reduction, with
carbon pricing policies demonstrating greater abatement effects.

As shown in Figs. 5(c) and (e), the LACOC, LCAC, and LCOC
curves have similar fluctuation patterns. In the S1_NP scenario,
the LACOC estimations indicate additional costs or revenues rang-
ing from �2 to 63 USD�(t cement)�1. Specifically, 486 cement
plants display a cumulative CO2 emission reduction of 15.4 Gt
(83%) from 2030 to 2060 with the LACOC primarily in the range
of 60–70 USD�(t cement)�1 (Fig. 5(d)). Similarly, based on the LCAC
estimations in the S1_NP scenario, CCUS retrofitting results in car-
bon avoidance costs ranging from �5 to 140 USD�(t CO2)�1. In this
scenario, 497 cement plants achieve a cumulative CO2 emission
reduction of 15.4 Gt (83%) from 2030 to 2060 with the LCAC
primarily in the range of 80 to 120 USD�(t CO2)�1 (Fig. 5(f)). The
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introduction of the 45Q tax credit and carbon market-related
incentives leads to a significant decrease in the LACOC and LCAC.
Compared to the S1_NP scenario, the average LACOCs under the
S2_SP and S3_CP scenarios decrease by 36 and 71 USD�(t cement)�1,
respectively, while the average LCACs under the S2_SP and S3_CP
scenarios decrease by 78 and 153 USD�(t CO2)�1, respectively. As
a result, under the three CCUS retrofit scenarios, 2, 165, and 603
cement plants with an LACOC and LCAC of less than 0 should be
prioritized, as they have cumulative CO2 emission reductions of
0.1, 4.6, and 18.5 Gt from 2030 to 2060, respectively. The LACOC
and LCAC of CCUS-ready plants predominantly fall within the
range of 0–40 USD�(t cement)�1 and �120 to 20 USD�(t CO2)�1,
respectively. This indicates that significant incentive effects are
generated when the relevant subsidy policy exceeds the threshold.

3.4. Spatial heterogeneity of the CCUS retrofitting of cement plants in
different provinces

Resource endowment and geological conditions may contribute
to provincial-level spatial heterogeneity in onshore and offshore
storage and the associated abatement costs, which can be explored
under various CCUS retrofit scenarios. The LCAC exhibits a distinct
spatial pattern, increasing sharply from 0–66 USD�(t CO2)�1 in
northwestern China to 94–112 USD�(t CO2)�1 in southwestern
China, indicating a ‘‘north-low and south-high” distribution
(Figs. 6(a) and (b)). Specifically, onshore storage provides a cumu-
lative CO2 emission reduction of 15.8 Gt at an average LCAC of
90 USD�(t CO2)�1, while offshore storage enables cement plants,



Fig. 5. (a, b) LCOC, (c, d) LACOC, and (e, f) LCAC versus cumulative carbon reduction after retrofitting CCUS-ready plants with CCUS projects under three different incentive
scenarios.
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mainly in coastal areas, to achieve an emission reduction of up to
2.7 Gt at an average LCAC of 91 USD�(t CO2)�1. This similarity in
costs between onshore and offshore storage is due to the potential
EOR benefits and the limited transport distances involved when
linking offshore storage sites with onshore cement plants.

The northeastern and northwestern regions demonstrate rela-
tive cost-effectiveness, with the average LCACs in Ningxia, Xinjiang,
and Qinghai even lower than the national median, despite their
average CO2 storage amounts being only 23 Mt. Cement plants in
these regions, where coal and oil reserves are abundant, typically
have access to low-cost fuels, thus reducing the cost of CCUS pro-
jects via CO2 utilization technologies such as EOR. Similarly, east-
ern, northern, and central China have moderate LCACs of 84, 86,
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and 92 USD�(t CO2)�1, respectively, with the LCAC ranges mainly
covering 70–105 USD�(t CO2)�1. As DSA sites provide more seques-
tration capacity in addition to accessible oil fields, the average
provincial CO2 storage for these regions increases to cumulative
levels of 5.0, 1.9, and 2.9 Gt, respectively. This is especially pro-
nounced for CO2 sequestration in the Subei Basin, Nanxiang Basin,
and Southern North China Basin in central and eastern China.
Shandong, Zhejiang, and Hunan Provinces have significant offshore
sequestration potential and can link their coastal cement plants to
DSA and EOR sites in the Bohai Bay Basin, East China Sea Basin,
Beibu Gulf Basin, and Pearl River Mouth Basin. Shandong has an
acceptable LCAC of 42 USD�(t CO2)�1 (below the national average),
while the other regions have relatively higher costs ranging from



Fig. 6. The spatial heterogeneity of CCUS-retrofitted cement plants in different provinces under three scenarios: (a) the relationship between cumulative CO2 onshore storage
and various LCAC ranges in China under the S1_NP scenario; (b) the relationship between cumulative CO2 offshore storage and various LCAC ranges in China under the S1_NP
scenario; (c) the relationship between cumulative CO2 onshore and offshore storage and averaged LCAC ranges in China under the S2_SP scenario; (d) the relationship
between cumulative CO2 onshore and offshore storage and averaged LCAC ranges in China under the S3_CP scenario.
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62 to 103 USD�(t CO2)�1. These provinces can leverage diverse aux-
iliary cementitious materials, such as abundant clay, sandstone,
iron ore, and coal gangue in the Loess Plateau (northwestern and
central China) and more slag resources in eastern China, to reduce
process-related emissions. In contrast, southwestern and southern
China have relatively high LCACs of 101 and 112 USD�(t CO2)�1,
respectively. Their average provincial CO2 storage amounts are
respectively limited to 0.58 and 0.69 Gt due to severe injection rate
capacity constraints in the Sichuan Basin. However, the incorpora-
tion of offshore storage could provide CCUS retrofitting opportuni-
ties and increase their storage amounts to 0.75 and 0.99 Gt,
respectively. For example, nearly 90% of cement plants in
Guangdong, Guangxi, and Guizhou could be linked with offshore
storage sites in the Beibu Gulf Basin, Qiongdongnan Basin, and Pearl
River Mouth Basin. Although these three regions have relatively
high LCACs of 80, 99, and 111 USD�(t CO2)�1, respectively, due to
related offshore CO2 transportation and sequestration, significant
emission reductions respectively amounting to 0.27, 0.57, and
0.51 Gt could be achieved by local large-scale cement plants.
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The implementation of related incentives would lead to signif-
icant cost reductions for CCUS-retrofitted cement plants. When
the 45Q tax credit is introduced, the average provincial LCACs will
decrease to �34 to 55 USD�(t CO2)�1 for onshore sequestration and
�20 to 46 USD�(t CO2)�1 for offshore sequestration (Fig. 6(c)).
Cement plants in Shandong, Henan, Anhui, Sichuan, and Hunan
Provinces emerge as particularly cost-competitive relative to the
S1_NP scenario. These provinces offer favorable opportunities for
CO2 emission reduction due to their proximity to the Bohai Bay
Basin, Nanxiang, Sichuan, and southern North China Basins, where
the cumulative CO2 emission reduction from 2030 to 2060 ranges
from 1.01 to 1.24 Gt due to significant increases in CO2 sequestra-
tion capacity. However, Guangxi, Guizhou, and Anhui could benefit
from offshore CCUS deployment. These regions have the potential
to achieve cumulative offshore CO2 sequestration ranging from
0.69 to 1.11 Gt, corresponding to average LCACs of �20 to
46 USD�(t CO2)�1.

When the carbon pricing policy is introduced, nearly all of
China’s candidate cement plants will be able to retrofit with CCUS
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projects at relatively low costs. The average provincial LCACs for
onshore sequestration will fall to between �104 and �45
USD�(t CO2)�1 with a range of �115 to �46 USD�(t CO2)�1 for off-
shore sequestration (Fig. 6(d)). This indicates that the carbon pric-
ing policy has a significant impact on the abatement costs of
CCUS retrofitting. For onshore sequestration, cement plants located
in Shandong, Henan, and Anhui Provinces show noteworthy poten-
tial for early CCUS demonstration projects with low abatement
costs and high emission reductions reaching 1.10, 1.23, and
1.13 Gt, respectively. Regarding offshore sequestration, cement
plants in Guangxi (average �61 USD�(t CO2)�1, cumulative seques-
tration 1.00 Gt), Guangdong (�58 USD�(t CO2)�1, 0.72 Gt), and
Yunnan (�46 USD�(t CO2)�1, 0.63 Gt) linked with the nearby Beibu
Gulf Basin also have viable CCUS retrofitting opportunities. These
regions represent economically feasible plant-specific CCUS solu-
tions for large-scale coastal emissions sources, with an average cost
of 60 USD�(t CO2)�1 and a cumulative emission reduction of 0.60 Gt.

3.5. Sensitivity analysis

The impacts of various discount rates on the economic costs of
CCUS-retrofitted cement plants are explored. The S1_NP scenario
serves as the baseline for comparison, with 8% and 10% applied
to assess the abatement costs across plants within the CCUS chain.
The results show that the CCUS system cost would increase as the
Fig. 7. The LCACs under various discount rate and spatial resolutions of storage sites:
resolutions of 40 km � 40 km and 20 km � 20 km; (c) the annual storage amount and
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discount rate increases (Fig. 7(a)). Plants connected to DSA storage
sites experience a greater cost impact compared to those linked to
EOR storage sites. For example, in the S1_NP scenario, the average
LCAC of the CCUS system is 88 USD�(t CO2)�1, with about
104 Mt�a�1 of CO2 sequestered to oil fields. When the discount
rates are adjusted to 8% and 10%, the LCAC respectively increases
to 104 and 110 USD�(t CO2)�1, while the CO2 sequestered in oil
fields respectively falls to 71 and 56 Mt�a�1. These changes are pri-
marily attributed to the lower proportion of CO2 utilized for EOR,
which cannot sufficiently offset the increasing costs of capture,
transportation, and storage.

A sensitivity analysis was conducted on the spatial resolution of
storage sites. In the S1_NP scenario, reducing the grid size of each
site from40km�40kmto20km�20km,withonly onewell drilled
per grid,would increase theCCUS systemcostwith the average LCAC
reaching 142 USD�(t CO2)�1 (Fig. 7(b)). Regarding the storage types,
the number of storage sites (20 km � 20 km) matched to cement
plants was found to increase to different degrees, yet the annual
CO2 storage decreases (Fig. 7(c)). It is noteworthy that due to addi-
tional EOR revenue, cement plants matched to oil fields incur lower
costs (137USD�(t CO2)�1) compared to thosematched to saline aqui-
fers (152 USD�(t CO2)�1), despite higher CO2 transportation costs
from oil fields (11 USD�(t CO2)�1).

In addition, the number of matches to EOR storage sites consis-
tently exceeds that of DSA storage sites (38 onshore and 3 off-
(a) the discount rate value of 5%, 8%, and 10%; (b) the storage sites with spatial
the number of storage sites for different storage types.
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shore), yet the annual CO2 storage only represents a fraction of CO2

stored in saline aquifers (13% onshore and 8% offshore).
4. Conclusions and policy recommendations

4.1. Conclusions

This study developed SSM-Cement, a comprehensive onshore
and offshore source–sink matching optimization assessment
framework for CCUS in the cement industry. The framework con-
sists of a cement plant suitability screening module, a potential
storage site assessment module, a source–sink matching optimiza-
tion module, and an economic assessment module. Given prerequi-
sites for constructing an actual CO2 onshore and offshore
transportation route, 603 CCUS-ready cement plants capable of
sequestrating 18.5 Gt CO2 from 2030 to 2060 were identified. A
typical spatial layout was established for China’s cement sector,
which exhibits a wide range of source–sink links between CCUS-
ready cement plants and four categories of CO2 storage sites. The
links were determined by balancing factors including the CO2

abatement potential, abatement cost, and EOR revenue.
Plant-level CCUS retrofitting costs were investigated using

several economic indicators, namely the LCOC, LACOC, and LCAC.
In the S1_NP scenario, EOR-dominant plants that benefit from fuel
revenues were found to generally have lower costs regardless of
the economic indicator used. DSA-dominant plants, conversely,
tend to have higher costs. In the S2_SP scenario, with increased
sequestration subsidies to DSA sites, the gap in the LCOC between
EOR- and DSA-dominant plants was found to gradually narrow or
even disappear with the increase of the storage potential. This sug-
gests that higher subsidies will cause DSA-dominant plants to
become more economically viable in terms of CCUS retrofitting
costs. It is important to prioritize CCUS deployment in scenarios
that offer significant EOR benefits, as this can effectively lower
the overall costs of CCUS retrofitting. This is particularly evident
in the S3_CP scenario, in which practically all economic parameters
were found to be negative, indicating a favorable economic envi-
ronment for CCUS deployment.

Cement plants with low CCUS retrofitting costs were identified
to facilitate a large-scale CCUS deployment strategy tailored to
China’s cement sector. The spatial pattern of regional LCAC
revealed a ‘‘north-low and south-high” trend, with costs ranging
from 0–66 USD�(t CO2)�1 in northwestern China to 94–112 USD�
(t CO2)�1 in southwestern China. In northeastern China, onshore
oil fields are the preferred storage option for CCUS projects. In
central and eastern China, DSAs offer additional sequestration
Fig. 8. Relationship between cumulative CO2 onshore and offshore storage and
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capacity along with accessible oil fields. The Subei Basin, Nanxi-
ang Basin, and southern North China Basin in these regions were
found to exhibit particularly significant potential for CO2 seques-
tration. Despite slightly increasing (but still reasonable) costs,
southern China, including Yunnan, Guizhou, Guangdong, and
Guangxi, shows tremendous opportunities for CO2 sequestration.
These regions can benefit from linking offshore DSA and EOR stor-
age sites in the Beibu Gulf Basin, Qiongdongnan Basin, and Pearl
River Mouth Basin to allow for an economically viable CCUS
solution.
4.2. Policy recommendations

The findings of this work highlight the importance of adopting
an integrated, bottom-up approach at the plant level and develop-
ing China’s zero-emissions cement market to promote CCUS
deployment in the Chinese cement industry. It is crucial to direct
adequate investments toward the CCUS retrofitting of cement
plants, and to encourage the development of zero-emission cement
products to achieve this. Cooperation between the government and
local cement companies should be facilitated and funding should
be allocated to support CCUS-ready plants in the early phases of
implementation. Additionally, the adoption of mandatory CO2

emission reduction policies can further drive the deployment of
CCUS in the cement industry.

To support the carbon neutrality target, early CCUS project
demonstrations should prioritize onshore storage for cement plants
in Shandong, Ningxia, Jiangsu, Inner Mongolia, and Hebei, and off-
shore storage should be prioritized for cement plants in Jiangsu
and Shandong Provinces (Fig. 8). These regions benefit from spatial
proximity to storage sites, thus minimizing transportation costs.
Additionally, for cement plants in Qinghai, Xinjiang, Ningxia, Liaon-
ing, and Gansu, the LCAC ranges from 43–62 USD�(t CO2)�1. By
implementing governmental subsidy mechanisms (Figs. 9(a) and
(b)), negative-cost opportunities can be readily identified.
Furthermore, leveraging the benefits of the carbonmarket can facil-
itate cost-effective CCUS adoption in provinces such as Shandong,
Henan, Anhui, Guangdong, Guangxi, and Yunnan (Figs. 9(c) and (d)).

It is important to acknowledge that CCUS technology alone,
despite its significant abatement potential of up to 43%, will not
be sufficient to achieve net-zero emissions for China’s cement sec-
tor. Therefore, it is necessary to implement additional strategies
such as the early retirement of non-retrofittable plants or incre-
mental technological advancements (e.g., clinker substitution,
material efficiency, and biomass fuel substitution). By combining
these approaches, the industry can achieve synergistic CO2
averaged LCAC ranges in Chinese provinces: (a) lower limit; (b) up limit.



Fig. 9. The potential for CCUS source–sink matching in regions and offshore basins: (a) the cumulative CO2 capture in provinces in S2_SP scenario; (b) the cumulative CO2

sequestration in regions and offshore basins comprising DSA and EOR storage in S2_SP scenario; (c) the cumulative CO2 capture in regions in S3_CP scenario; (d) the
cumulative CO2 sequestration in regions and offshore basins comprising DSA and EOR storage in S3_CP scenario.
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emission reduction. Additionally, the diverse spatial distribution of
source–sink links presents challenges and stringent requirements
for effective CCUS hub planning in the Chinese cement industry.
The proper planning and coordination of a shared CCUS infrastruc-
ture are critical in the initial phases to ensure the optimal
utilization of resources and the efficient deployment of CCUS
technologies.
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