
Contents lists available at ScienceDirect 

Petroleum 

journal homepage: http://www.keaipublishing.com/en/journals/petroleum 

Effects of synthesized nanoparticles and Henna-Tragacanth solutions on oil/ 
water interfacial tension: Nanofluids stability considerations 
Pouya Tavakolia, Seyed Reza Shadizadeha,∗, Farzan Hayatib, Moslem Fattahib 

a Department of Petroleum Engineering, Abadan Faculty of Petroleum Engineering, Petroleum University of Technology (PUT), Abadan, Iran 
b Department of Chemical Engineering, Abadan Faculty of Petroleum Engineering, Petroleum University of Technology (PUT), Abadan, Iran  

A R T I C L E  I N F O   

Keywords: 
Tragacanth extract 
Henna extract 
Nanoparticles 
Sol-gel method 
Graphene 
Interfacial tension 

A B S T R A C T   

Rising global energy demand has encouraged engineers to create and design new methods to improve oil re
covery from reservoirs. In this study, feasibility of using Henna extract as a natural surfactant and synthesized 
nanoparticles (Titanium dioxide (TiO2), Silicon dioxide (SiO2), Graphene and composite of TiO2-Graphene) for 
reduction of oil-water interfacial tension has been experimentally investigated. Nanoparticles were synthesized 
via sol-gel method and XRD, FESEM, EDAX and FTIR tests were conducted to confirm the authenticity of this 
synthesizing materials. Nano-surfactants were stabled with a natural water-based suspending surfactant called 
Tragacanth extract, which could be introduced as a practical substitute for industrial nanoparticles' stabilizers in 
oil industry. After CMC determination of Henna extract surfactant, the optimal concentration of Tragacanth 
extract surfactant, with the purpose of nano-surfactants’ stabilization, was determined through particle size and 
zeta potential tests. Results of interfacial tension (IFT) measurements showed that the increase of Henna extract 
concentration from 0 wt% to 10 wt% reduced IFT between kerosene and water from 37.23 to 15.24 mN/m. 
Furthermore, adding 1 wt% of synthesized TiO2 nanoparticle to the Henna extract surfactant at its CMC value 
reduced IFT from 18.43 to 14.57 mN/m. As an impact of this significant reduction in IFT value, oil recovery 
factor could be improved drastically during EOR operations. Results proved that TiO2 nano-surfactant was as 
effective as industrial surfactants, which put human's and environment's health at risk and impose heavy eco
nomic strain on governments.   

1. Introduction 

Despite the advent of renewable energies in recent years, global 
demand for fossil fuels and hydrocarbons has not decreased and is 
rising momentarily. Due to a significant decline in the exploration of 
new hydrocarbon reservoirs, engineers have always been looking for 
new methods to improve oil recovery from current oil reservoirs. 
Arranging these methods should not only increase the oil recovery 
factor but also should be economically feasible, environmentally 
friendly, and capable of performing on a field scale. There are some 
chemical enhanced oil recovery (EOR) approaches which utilized to 
ameliorate oil recovery from reservoirs. Surfactant flooding is one the 
most practical chemical EOR methods which increase the oil production 
through reduction of interfacial tension between injected water and 
residual oil, altering the rock surface wettability and emulsions for
mation [1]. Determination of critical micelle concentration (CMC) for 
each surfactant in surfactant flooding processes is of great importance, 

since formation of surfactants’ micelles in solutions at concentrations 
above the CMC value will improve their performance in reservoir [2]. 
CMC measurement methods include surface tension determination, 
UV–Vis spectroscopy, electrical conductivity, luminescence spectro
scopy and turbidity which shows break at CMC value after it stays 
steadily with a further rise in surfactant concentration in the base fluid 
[3–5]. 

Despite the significant impact of industrial surfactants on improving 
oil recovery, using them faces many barriers such as availability, en
vironmental damages, high costs and surfactant lost due to adsorption 
on the reservoir rock. For this reason, application of natural-based or 
biodegradable surfactants in petroleum upstream has become one of the 
interesting topics for many researchers in recent years [1,6–16]. Henna 
extract is a natural dye that has shown many applications in drilling 
fluids as a bio-based additive in recent studies. For the first time, the 
extract of Henna was used to inhibit corrosion of steel in HCl acid and 
aluminum in NaOH [6]. Subsequently, the effect of Henna extract on 
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corrosion inhibition of some metals such as zinc, nickel, aluminum, and 
iron in acidic and alkaline solutions has been investigated in few studies 
[7–9]. Other uses of Henna extract in the upstream oil industry could be 
mentioned as improving the cement resistance against HCl in oil well 
acidizing treatments, decreasing the sodium bentonite swelling in 
aqueous solution, and deflocculating as well as swelling inhibition of 
clay particles [10–12]. Despite the limited research performed on the 
application of Henna extract in the drilling area, applicability of this 
surfactant in EOR and its impact on the interfacial tension reduction has 
not been studied so far. 

The use of natural surfactants in EOR was introduced through 
adding the bio-surfactant extracted from Zizyphus Spina Christi tree 
leaves, called Saponin, to distilled water. Interfacial tension measure
ments showed that Saponin as a nonionic surfactant could reduce the 
IFT between kerosene and water from 48 to 9 dyn/cm [1]. Deymeh 
et al. looked into the viability of implementing Seidlitzia Rosmarinus, a 
novel natural cationic surfactant, as an agent for chemical enhanced 
petroleum recovery by measuring interfacial tension between oil and 
surfactant solution. Kerosene-water interfacial tension was decreased 
from 32 to 9 mN/m after addition of Seidlitzia Rosmarinus surfactant to 
water [13]. The effect of new plant surfactant which was extracted from 
Mulberry tree leaves on interfacial tension reduction, wettability al
teration and oil recovery for sandstone and carbonate rocks were in
vestigated experimentally by Ravi et al. their results of IFT measure
ments revealed that interfacial tension between water and kerosene 
lowered from 42 to 20 dyn/cm after using Mulberry extract [14]. 
Moreover, Shadizadeh and Kharrat introduced new plant surfactant 
(extract of Matricaria chamomilla) as an oil-water-interfacial-tension- 
reduction agent, which decreased IFT value from 30.63 to 12.57 mN/m 
[15]. 

Nowadays, nanotechnology has been able to address many of the 
unresolved challenges in different fields such as medicine, food, agri
culture, and also industry and provide more efficient and cost-effective 
solutions. Recently, the use of nanoscale materials has found a special 
place in the industry, which has not been the exception for the up
stream oil industry. The unique feature of nanoparticles is a high sur
face-to-volume ratio, which means the presence of more atoms on the 
surface of the particles, leading to enhancement in surface energy [17]. 
Some studies have acknowledged the application of nanoparticles in 
improving oil recovery through a reduction in oil-water interfacial 
tension [16,18–20]. Emadi et al. using natural nano surfactant com
posed of nano silica and Cedar extraction surfactant to investigate oil- 
water interfacial tension changes and oil recovery factor in sandstone 
core. IFT of the aqueous phase and kerosene reduced from 35 to 
11.9 mN/m after increasing Cedar extraction concentration from 0 to 
10 wt %. However, increasing the concentration of nano silica had 
negligible effect on IFT reduction [16]. Hosseini et al. investigated the 
effect of silicon oxide and aluminum (III) oxide nanoparticles on en
hancing oil recovery through evaluating wettability alteration and in
terfacial tension. They used brine with 35,000 ppm NaCl salinity as a 
base fluid for nanofluids preparation. Their results showed that the 
increase of both nanofluids concentration from 100 ppm to 10,000 ppm, 
causes IFT reduction between oil and nanofluids. However, this IFT 
reduction was relatively low [19]. The results of research by Hen
draningrat and Torsaeter revealed that metal oxide nanofluids could 
improve oil recovery by rock wettability alteration and Interfacial 
tension reduction. They used Polyvinylpyrrolidone (PVP) as a nano
particles-stabilizer agent with 1 wt% concentration. They found that 
Al2O3 and SiO2 nanoparticles with 0.05 wt% concentration could re
duce oil-water interfacial tension from 19.2 to 12.8 and 17.5 mN/m, 
respectively [20]. 

Despite the significant impact of nanofluids on oil recovery im
provement, stabilizing these fluids is one of the most critical challenges 
facing the oil industry. The tendency of nanofluids to instability in the 
long-term results in precipitation and agglomeration of nanoparticles 
on the rock surface which has consequences such as impairment in 
permeability and porosity of reservoir rock, heterogeneous distribution 
of particles in various sections of reservoir and loss of nano-suspension 
unique properties [21]. Harsh reservoir states, high salinity and high 
temperature, is one of the most highlighted factors of nanofluids in
stability [22]. Also, since the volume of water injection in the EOR 
processes is very high, river or sea water with a salinity of more than 
30,000 ppm is used as a base fluid for injecting chemicals into oil re
servoirs, which causes intensifying the instability of injected nanofluids 
[23]. Research has shown that the presence of ions in a nanofluid leads 
to a reduction in the nanoparticles hydrodynamic diameter and thus 
limits the ability of them to repel each other [24]. Zeta potential of 
particles is a criterion for determining the stability or instability of a 
colloidal system. Zeta potential defined as the measured point between 
two distinct particles and the strength of electrostatic repulsion/at
traction between them. The larger the zeta potential, (whether negative 
or positive) indicates stronger electrostatic repulsion between nano
particles and, as a result, more solution stability [24]. Therefore, na
noparticle dispersions’ stability could be improved by changing zeta 
potential, hydrodynamic diameter, and charge density of their particles 
[24]. These changes can be applied on nanoparticles through modifying 
their surface, using non-ionic surfactants or polymers and employing 
ionic surfactants [25–31]. Since the stability of nanoparticles is a 
function of their size, type and concentration in the suspension [21], 
determining the optimum values of mentioned variables, as well as 
appropriate stabilization method, are critical and essential factors in 
order to maximize the effects of nanofluids in EOR process. Therefore, 
by minimizing the reduction of reservoir rock porosity and perme
ability, stabilized nanoparticles could be able to recover the most por
tion of the remained oil in the underground. 

Dehghan Monfared et al. studied the effect of silica nanoparticles’ 
concentration and ionic strength on the stability of nanofluids by im
plementing two different methods including visual observation and 
optical absorbance analysis utilizing an ultraviolet–visible (UV–Vis) 
spectrophotometer. Based on their results, the stability of nanofluids 
decreased with increasing the concentration of nanoparticles and salt 
due to the reduction of repulsive electrostatic interaction and energy 
barrier [32]. Sarmad Al-Anssari and et al. investigated the effect of pH, 
salinity and nano-silica concentration on zeta potential values. Their 
experiments showed that the absolute value of zeta potential increased 
with decreasing the nano-silica concentration and salinity, and in
creasing the pH [33]. Hendraningrat and Torsaeter evaluated the sta
bility of the brine (NaCl 3 wt%) containing 0.05 wt% of Al2O3, TiO2 and 
SiO2 after adding PVP stabilizer using three different methods including 
direct visual, nanosight and surface conductivity measurement. The 
results showed that all three untreated nanofluids started to deposit in 
less than an hour and completely deposited after 3 h. However, after 
adding 1 wt % of PVP to TiO2 and Al2O3 nanofluids, their stability 
improved to 48 and 96 h, respectively [20]. Songolzadeh and Mogha
dasi studied the impact of SDS and CTAB ionic surfactants on the sta
bility of γ-Al2O3 and SiO2 nanoparticles by measuring the UV adsorp
tion and the zeta potential of nanofluids. Based on their results, SDS 
could stabilize greatly exceedingly SiO2 nanofluids by supercharging 
their silica nanoparticles and enhancing electrical repulsion between 
them. On the other hands, CTAB did not have a noticeable impact on 
alumina nanoparticles stability [31]. 

Despite extensive studies on the implementation of new 
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technologies in EOR, few types of research have been conducted on the 
utilization of nanoparticle/natural-surfactant systems as a novel che
mical material. Since chemical and physical characteristics are diverse 
in nanoscale, evaluation of the performance of nanoparticle/natural- 
surfactant solution has great importance. Although the loss of surfac
tant during chemical flooding is one of the major concerns of oil re
covery processes, there is a great deal of literature showing that the use 
of nanoparticles and surfactants simultaneously has much greater im
pact on increasing the oil recovery factor than when each of them is 
utilized separately. Suleimanov et al. reported that oil recovery factor 
increased up to 35% when nanoparticles and surfactants were used 
simultaneously. While in systems containing only surfactants, the oil 
recovery factor reached to 17% at best condition [34]. In another lit
erature, the results of core flooding test revealed that natural surfactant 
was able to produce only 53% of OOIP. However, with the addition of 
nanoparticles to the surfactant, the oil recovery factor increased up to 
74% [16]. Therefore, the combination of nanoparticles and natural 
surfactants will be able to recover most of the trapped oil in reservoir, 
which, even if large portions of the surfactant is lost, will still be eco
nomically feasible and operationally efficient. 

In this study, the effects of graphene, titanium dioxide (TiO2), and 
silicon dioxide (SiO2) nanoparticles and also nano-composite of TiO2/ 
Graphene and Henna extract surfactant on oil-water interfacial tension 
reduction were investigated experimentally. The aforementioned na
noparticles have synthesized by sol-gel techniques. A natural water- 
based suspending surfactant (Tragacanth extract) was used to stabilize 
the nano-surfactants. CMC of Henna extract surfactant was determined 
by conductivity, turbidity and interfacial tension experiments. In order 
to stabilize nano-surfactants containing different weights percent and 
types of nanoparticles, the optimum concentration of Tragacanth sur
factant was determined for each of them using particle size and zeta 
potential measurements. Finally, stabilized nano-surfactants were used 
for investigating their effect on IFT through interfacial tension mea
surements. 

2. Experimental methodology 

Materials, equipment and experimental procedures were presented 
through this section. In the first step, the natural water-based surfac
tants were introduced. Then, the process of nanoparticles synthesis was 
described using the sol-gel method. Following this, the stabilization 
steps of nano-surfactants was explained and evaluated by zeta potential 
and particle size measurements. Finally, interfacial tension experiments 
were explained in details. It should be noted that brine (distilled water 
containing 100 g/L NaCl) was used in all experiments as an aqueous 
phase in order to bring the test conditions closer to the actual condi
tions of EOR process and carbonate reservoirs. Besides, kerosene was 
used as an oil phase in interfacial tension measurements. 

2.1. Henna extract and CMC determination 

Lawsonia inermis L, which is widely referred to “Henna” is a small 
tree or shrub found in abundance in Iran, Algeria, Pakistan, Yemen, 
India, Afghanistan and Egypt [35]. Chaudhary et al. have reported that 
Henna leaves contain glucose, mucilage, lawsone, fats, gallic acid, resin 
and traces of alkaloid [36]. The Henna extract surfactant that was used 
in this study obtained from Henna tree leaves and extracted and pre
pared by Ebnemasouyeh corporation, Tehran, Iran. Gallic acid (3,4,5- 
trihydroxybenzoic acid, C7H6O5), lawsone (2-hydroxy-1,4 napthaqui
none, C10H6O3), tannic acid and dextrose (α- D –Glucose. C6H12O6) are 
the principal components of Henna extract [9]. Henna is commonly 

used for various purposes, such as treatment, drug, tattoo and hair dye.  
Table 1 shows the major properties of Henna extract, which were re
ported by Ebnemasouyeh Corporation, Tehran, Iran. 

Songolzadeh and Moghadasi showed that at concentrations of sur
factant higher than CMC, due to a phenomenon called osmotic deple
tion, the nanofluids will become unstable [31]. Additionally, in con
centrations less than CMC, the efficacy of surfactants is strongly 
reduced due to lack of micelles formation in the solution. Therefore, 
accurate CMC determination of Henna extract surfactant in order to 
maximize its performance has great importance. In this study, con
ductivity, turbidity and interfacial tension experiments were carried out 
to conduct CMC measurements. 

In order to measure the conductivity, turbidity, and interfacial 
tension, a Jenway 4510 conductivity meter, Aqua Lytic AL250T-IR 
turbidimeter and Fars EOR technology VIT6000 pendant drop appa
ratus were employed, respectively. Concentrations of the Henna sur
factant solutions were selected in the range of 0–10 wt %. Fig. 1 shows 
the conductivity, turbidity, and interfacial tension versus Henna con
centration under 24 °C and 1 atm. As it can be seen in Fig. 1, the value 
of 5 wt % was considered as CMC. 

2.2. Tragacanth extract 

Tragacanth is a dried gum exuded from the branches and stems of 
Astragalus Asiatic species [37]. The quality measurement of gum Tra
gacanth is considered by its ability to modification aqueous media 
rheology even at low concentrations. It has been used as a suspending 
agent, emulsifier, stabilizer and thickener in pharmaceutical, cosmetic 
and food industries [38]. Gum Tragacanth is an anionic, branched and 
heterogeneous carbohydrate that consists of two main fractions: bas
sorin (insoluble but water-swellable) and tragacanthin (water-soluble) 
[39]. In this study, the extract of Tragacanth was used as a natural 
water-based suspending surfactant in order to stabilize the nano
particles dispersed in the base fluid. This surfactant was purchased from 
Ebnemaouyeh Corporation, Tehran, Iran. Major properties of Traga
canth extract are represented in Table 1, which was reported by Eb
nemasouyeh Corporation, Tehran, Iran. 

2.3. Nanoparticles synthesis 

2.3.1. Materials 
Graphene nanosheets was purchased from US Research nano-ma

terials (USA). Titanium (iv) butoxide (TBu, 99.9%) and tetra-ethyl- 
ortho-silica (TEOS, 99.9%) was purchased from Merck, Germany, and 
utilized as the precursor of TiO2 and SiO2, respectively. Other chemicals 
were purchased from Merck Company, Germany. All other materials 
were in the analytical grade and utilized without further purification. 

2.3.2. TiO2 synthesis 
The TiO2 synthesized using sol-gel-method. In brief, 5 mL of TBu 

was added to 20 mL of absolute-Ethanol (mixture A) and sonicated for 
30 min. A solution of absolute-ethanol: deionized-water: Nitric-acid 
(5 mL:40 mL:1.5 mL) was added to solution mixture dropwise while 
through mixing on the magnetic stirrer. After 60 min of mixing, the 
achieved homogeneous solution was heated at 80 °C for 30 min in a hot 
water bath to evaporate the excess ethanol. Then, the hot solution was 
allowed to cool down to form the gel. Next, the achieved gel aged for 
24 h. Then, the gel was dried at 100 °C for 8 h. At the end, the fine 
powder of fine dried-gel was calcined at 400 °C for 4 h to achieve the 
anatase phase of TiO2 [40]. 
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2.3.3. SiO2 synthesis 
The SiO2 nanoparticles was synthesized by the sol-gel method. In 

brief, 1.6 mL of TEOS added to 60 mL of absolute-ethanol. Then, 9 mL of 
ammonia solution added to the previous solution and stirred while the 
gel was formed. Then, the achieved gel was dried in the oven at 60 °C 
for 12 h. Then, the aggregated dry gel was grounded and annealed for 
2 h at 450 °C to achieve SiO2 [41,42]. 

2.3.4. TiO2/graphene synthesis 
A facile hydrothermal method was used for the synthesis of TiO2/ 

graphene nanocomposite. A specific amount of graphene (1 wt % of 
TiO2) was dissolved in mixture of 20 mL of deionized water and 40 mL 
of absolute ethanol and sonicated for 1 h. Then, 1 gr of TiO2 added to 
the prepared mixture and sonicated for an extra 1 h. The achieved 
suspension was transferred to a 100 mL Teflon-lined sealed 

Table 1 
Properties of Henna and Tragacanth extract.     

Product name Henna extract Tragacanth extract  

Used part Leaves Gums of plant 
Color Light to dark brown Light to dark yellow 
Odor Specific odor Specific odor 
Dried residue (w/w%) 3.6 0.9 
Solubility in water Soluble Soluble 
Solubility in alcohol Soluble Soluble 
pH 4.9 5.8 
Density (gr/mL) 1.01 1.02 
Viscosity (cP) 4.27 790.8 
Conductivity (μS/m) 1398 278 
Clarity Clear liquid Clear liquid 
Description Fine powder Gel 
Identification Plant drug analysis Plant drug analysis 
Application Hair dye, body paint tattoo, dye, special shampoo, anti- 

corrosion 
Suspending agent, emulsifier, stabilizer and thickener in pharmaceutical, cosmetic and food 
industries 

Fig. 1. (a) Conductivity, (b) turbidity and (c) interfacial tension variations with Henna solution concentration.  
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hydrothermal autoclave and heated at 120 °C for 3 h to prepare the 
nano-composite of TiO2/Graphene. Finally, the attained composite was 
filtered and washed with ethanol and dried at room temperature. 

2.3.5. XRD 
XRD is a well-known and powerful method for structural analysis of 

nanocomposites. Fig. 2 displayed the XRD patterns of TiO2, TiO2/Gra
phene, Graphene and SiO2. As can be seen in Fig. 2a and 2 b, the 
characteristic peaks at 2θ = 25.31, 37.99, 47.51, 54.10, 54.92, 63.04, 
69.03 and 70.38 corresponded to (1 0 1), (0 0 4), (2 0 0), (1 0 5), (2 1 
1), (2 0 4), (1 1 6), and (2 2 0) planes, respectively. These peaks re
present the anatase phase of TiO2 according to JCPDS (21–1272). These 
characterization peaks were repeated in the TiO2/Graphene XRD pat
tern; however, there was not any peak which related to the Graphene 
content of composite. Graphene has a characteristic peak at 25.1, but it 
was not clear because of overlap with (1 0 1) plane of TiO2 at 25.3. 
Besides, it could be related to the low intensity of graphene peak be
cause of the low amount of graphene content in the final composite. As 
can be seen in Fig. 2 c, the characteristic peaks at 2θ = 21.03, 36.58, 
39.51, 40.33, 42.47, and 45.78 correspond to (1 0 0), (1 1 0), (1 0 2), (1 
1 1), (2 0 0) and (2 0 1) plane, respectively. These peaks related to SiO2 

based on JCPDS (85–0335). 

2.3.6. FESEM and EDAX 
Fig. 3a-f shows the FESEM micrograph and EDAX profile of each 

micrograph. In Fig. 3a and 3 c, the TiO2 and SiO2 nanocomposites 
appeared with uniform sphere-shaped morphology. In this regard, si
milar morphologies have been obtained in the literature. Fig. 3 b il
lustrate the FESEM micrograph of graphene containing nano-compo
site. The flat-plane-like morphology of graphene has been presented in 
this figure. Moreover, in the EDAX profile of specimens, the char
acteristic peaks of Ti, Si, O and C was observed. Based on the obtained 
results listed in Table 2, the theoretical weights percent composition of 
elements are with good agreement with experimental weight percent 
composition of each synthesized sample that demonstrates the good 
purity of samples. 

2.3.7. FTIR 
Fig. 4a-c indicates the FTIR spectra of nano-particles. For TiO2 and 

TiO2/Graphene FTIR patterns, a wide band located within the range of 
630–845 cm−1 is observed, which corresponds to Ti–O–Ti stretching 
vibration of the interconnected octahedral [TiO6]. This indicates the 
presence of titania. Furthermore, the broad peaks at 1628 and 
3445 cm−1 are attributed to –OH and H–O–H vibration bonds, re
spectively, suggesting the presence of hydroxyl groups and moisture 
adsorbed on the nano-particles surface. The peaks which located at 469, 

801, 949, 1101 and 1637 cm−1 are related to Si–O bending vibration, 
Si–O stretching vibration, Si–OH bending vibration, Si–O–Si asym
metric stretching vibration and Si–OH bending vibration on the surface 
of SiO2 nanoparticles. Besides, the peak located at 3431 cm−1 related to 
H–O–H vibration bond [43]. As can be seen in the FTIR diagram of 
TiO2/Graphene, bonds located at 3445, 2725, 1723, 1628, 1395, 1246, 
1099 cm−1 are related to H–O–H stretching, COOH vibrations, C]O 
vibrations, O–H vibrations, C–OH stretching vibrations, C–O stretching 
vibration, and C–OH stretching vibration, respectively. The formation 
of the mentioned carbon-containing bonds in TiO2/Graphene pattern 
revealed the existence of graphene in the TiO2/Graphene nanocompo
site. 

2.4. Preparation and stabilization of nano-surfactants 

In order to investigate the effect of nanoparticles’ type and con
centration on IFT reduction, solutions containing the nanoparticles of 
TiO2, SiO2 and nano-composite of TiO2 and Graphene with the 0.05, 
0.1, 0.5 and 1 wt%, and Henna extract (at CMC value) were prepared. 
Since the mass to volume ratio of graphene nanoparticles are re
markably lower than other nanoparticles and economic considerations, 
only the 0.05 and 0.1 wt% of this nanoparticle were utilized through 
this study. 

For stabilizing these solutions, 15, 20, 25, 30, 35, 40 and 45 wt% of 
Tragacanth extract surfactant were added to them. Since magnetic 
stirring was not sufficient to homogenize these solutions, Hielscher 
UIP500hd ultrasonic apparatus was used for 10 min with 80% ampli
tude to prepare uniform and homogenous colloidal suspensions. In 
order to determine the optimum concentration of Tragacanth extract 
surfactant and to ensure that nano-surfactant properties did not altered 
during the experiments, the stability of the prepared nano-surfactants 
was evaluated by three methods: (1) visual observation, (2) zeta po
tential analysis and (3) particle size analysis of nano-surfactants. In 
visual observation method, the nano-surfactants phase behavior was 
monitored every 15 min in the first 2 h and every 1 h over 24 h by 
taking photos of the test glasses. In the second and third method, zeta 
potential and particle size of each nano-surfactants were measured at 
the first moment and 24 h later by using Malvern nano-ZS zetasizer 
apparatus. This apparatus measures particle size from less than a nan
ometer to several microns utilizing dynamic light scattering, and zeta 
potential utilizing electrophoretic light scattering through radiation of 
helium-neon laser light and special analysis software. The scattering 
angle was adjusted to 90° and the temperature was set to 24 °C. The 
data were reported as the zeta potential and Z-average. It should be 
noted that particle size and zeta potential cells were completely stable 
and had not been shaken during 24 h. Finally, for each of the four na
noparticles (TiO2, SiO2, Graphene, and TiO2/Graphene) with 0.05, 0.1, 
0.5, and 1 wt %, the most optimum weight percent of Tragacanth ex
tract surfactant was selected (in terms of nano-surfactants stability and 
their particle size). 

In order to accurately determine the optimum concentration of 
Tragacanth extract surfactant to maintain the stability of each nano- 
surfactant during 24 h, a total of 392 zeta potential and particle size 
tests were conducted at the first moment and 24 h later. Variable factors 
in performing these tests were the type and weight percent of nano
particles and weight percent of Tragacanth extract surfactant. For ex
ample, results of zeta potential and particle size tests at the first mo
ment and 24 h later for graphene with 0.1 wt % and different weight 
percent of Tragacanth extract surfactant were shown in Figs. 5 and 6, 
respectively. Results of the other measurements for different types and 
concentrations of nanoparticles were not represented due to a large 

Fig. 2. XRD pattern of a) TiO2, b) TiO2/Graphene, c) Graphene, and d) SiO2.  

P. Tavakoli, et al.   Petroleum 6 (2020) 293–303

297



number of charts. 
As can be seen, nano-surfactants with 30, 35 and 40 wt% of 

Tragacanth extract surfactant have a good stability and acceptable 
particle size. However, it seems that the optimum concentration of this 
surfactant for Graphene nano-surfactant preparation is 30 wt %. 
Regardless of economic considerations, 30 wt% of this surfactant, even 
after 24 h, was more stable than the 35 and 40 wt% and also the particle 
size had not increased significantly. Therefore, this nano-surfactant 
with a less than 270 nm particle size, has the ability to move through 
the carbonate rock pores and microfractures, without significant effect 
on rock permeability. 

By applying a completely similar aforementioned method, the op
timum concentration of Tragacanth extract surfactant for preparation 
and stabilization of other nano-surfactants with their chemical prop
erties was obtained and summarized in Table 3. These optimal con
centrations were able to overcome the effect of solutions high salinity 

(100,000 ppm NaCl) for at least 24 h and prevented nanoparticles from 
precipitation and agglomeration. It should be noted that the use of 
natural surfactants almost costs forty times cheaper than other in
dustrialized surfactants; thus, utilizing these surfactants even at higher 
concentrations could be economical. 

Temperature has a significant impact on the stability of nanofluids 
and there is a direct relationship between the temperature of carrier 
fluid and agglomeration rate and reactivity of the nanoparticles [44]. 
Increasing the temperature results in agglomeration of particles and 
instability of nanofluids, due to decrease in zeta potential. However, 
based on the results, the performance of nanofluids in EOR processes 
has ameliorated in higher temperatures [45]. This can be due to the 
reduction of interfacial and surface tensions at high temperature re
sulting from reduced intermolecular reactions in the liquid, and the 
decrease in oil viscosity resulting from intensification of Brownian 
motion [46]. 

Fig. 3. FESEM micrograph of a) TiO2, b) TiO2/Graphene, and c) SiO2 and EDAX pattern of d) TiO2, e) TiO2/Graphene and f) SiO2.  
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2.5. Interfacial tension measurement 

In this study, Fars EOR technology VIT6000 pendant drop apparatus 
were employed to measuring interfacial tension between solutions and 
kerosene through taking photos with a high-resolution camera and 
evaluating them by image processing software. This apparatus calcu
lates fluid-fluid interfacial tension with the pendant drop method based 
on drop shape and fluids properties, which described by Drelich et al. 
[47]. To apply this method, finding out the densities of different solu
tions is crucial, and they measured by KEM DA-640 density meter and 
presented in Table 3. The results of IFT measurements are reported 
through digitizing the pictures of the suspended droplet by image 
processing software. The schematic of VIT6000 pendant drop apparatus 
is shown in Fig. 7. It is worth mentioning that all of IFT measurements 
were conducted at the ambient pressure (14.7 psi) and temperature 
(22 °C). 

Since the accuracy of output results of pendant drop apparatus is 
intensely dependent on the cleanness of its components, after each test, 
the device was washed with toluene and acetone and dried completely 
using the air pump. Moreover, in interfacial tension experiments, ker
osene was used as a surrounding phase instead of crude oil due to 
cleanness, and the darkness of the nano-surfactants, which made it 
impossible to accurately take a photo and analysis it. 

3. Results and discussion 

In this section, the viability of Henna extract and nanoparticles 
(nano-surfactants) as the eco-friendly agents for interfacial tension re
duction was investigated experimentally. 

3.1. Oil-Henna extract interfacial tension (without nanoparticles) 

As shown in Fig. 1 c, Henna extract reduced oil/water interfacial 
tension from 37.23 mN/m to 15.24 mN/m by increasing concentration 
from 0 wt% to 10 wt%. The droplet profiles for different concentrations 
of Henna extract inside the kerosene at the moment of falling are pre
sented in Fig. 8. It can be seen that interfacial tension changes a little in 
concentrations more than CMC value, which proves that the micelles 
are entirely formed at CMC point. 

3.2. Oil-nanosurfactant interfacial tension 

Adding various concentrations of nanoparticles to Henna extract 
surfactant at its CMC value had a marginal effect on oil/water inter
facial tension. However, this slight reduction in interfacial tension 
could produce a significant amount of trapped oil in tight fractures.  
Fig. 9 compares the performance of different concentrations of nano
particles (nano-surfactants number 1 to 14 of Table 3) on oil/water 
interfacial tension. What stands out from the graph is that TiO2 nano
particle had the best performance in comparison to the other three 
nanoparticles in interfacial tension reduction. It is worth mentioning 
that graphene nanoparticle had the negligible effect on interfacial 
tension reduction and when it combined with TiO2 and formed TiO2/ 
Graphene nanocomposite, had a better effect on its performance to IFT 
reduction. 

Table 2 
Comparison of theoretical wt.% composition of elements and experimental wt. 
% composition of each synthesized sample.      

Sample Element Calculated weight 
percent (wt.%) for 
synthesis process 

Obtained weight 
percent (wt.%) from 
EDAX  

TiO2 Ti 59.9 58.29 
O 40.1 41.71 

TiO2/Graphene Ti 59.3 59.63 
O 39.66 39.31 
C 1.04 1.06 

SiO2 Si 46.74 46.89 
O 53.26 53.11    

Fig. 4. FTIR spectra of a) TiO2, b) TiO2/Graphene and c) SiO2.  

Fig. 5. Zeta potential values for 0.1 wt% of graphene nanoparticle versus dif
ferent weight percent of Tragacanth extract surfactant in primary condition and 
after 24 h. 

Fig. 6. Particle size values for 0.1 wt% of graphene versus different weight 
percent of Tragacanth extract surfactant in primary condition and after 24 h. 
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3.3. Comparison of Henna interfacial tension reduction with different 
surfactants 

In recent studies, various plant surfactants were used for chemical 
flooding [13–16,44]. These surfactants are environmentally friendly in 
comparison with industrial surfactants. In order to investigate the effect 
of each plant surfactants on IFT reduction, the results of interfacial 
tension measurements are illustrated in Fig. 10. As seen, the effect of 
Henna extract on IFT reduction is similar to other plant surfactants. All 
of them are in the range of 15 mN/m to 20 mN/m at their CMC point 
except Seidlitzia Rosmarinus which its IFT is 9.5 mN/m at 8 wt % (CMC 
point). However, the addition of 1 wt % of TiO2 nanoparticle to the 
Henna extract surfactant resulted in a decrease in IFT number to less 
than 15 mN/m. 

3.4. Mechanism of IFT reduction 

For the trapped oil droplets to move through the pore throat, de
formation is required. This deformation is facilitated by the reduction of 
oil/water interfacial tension. Since interfacial tension is a thermo
dynamic characteristic, the IFT between nano-surfactant and crude oil 
starts to alter from the early moments of combination. In fact, move
ment of chemical ingredients available in the nano-surfactant toward 
the oil/surfactant interface as well as the mass transfer from oil to the 
nano-surfactant could be the main reasons for this alteration [46]. 

Asphaltene adsorption on the surface of the Henna extract surfac
tant's micelles and nanoparticles could be the principle mechanism for 
the IFT reduction by nano-surfactants. Rezvani et al. measured the 
absorbance spectroscopy for nanocomposits and its components in the 

Table 3 
Properties of nano-surfactants materials used in this study.           

Nano- 
surfactant 
No. 

Type of NP Weight percent 
of NP (wt.%) 

Amount of water 
and Henna (wt.%) 
(at CMC) 

Optimum amount of 
Tragacanth extract surfactant 
(wt.%) 

Conductivity (μS/ 
cm) 

pH Density (gr/ 
mL) 

Viscosity (cP)  

1 TiO2 0.05 80 20 302 4.60 1.0103 3.67 
2 0.1 75 25 273 4.73 1.0119 3.54 
3 0.5 65 35 254 4.84 1.0175 5.52 
4 1 60 40 220 5.01 1.0246 7.29 

5 Graphene 0.05 75 25 298 4.26 1.0115 4.42 
6 0.1 70 30 288 4.68 1.0139 4.70 

7 SiO2 0.05 85 15 341 4.52 1.0095 2.82 
8 0.1 80 20 325 4.59 1.0111 3.53 
9 0.5 70 30 314 4.59 1.0158 5.12 
10 1 65 35 296 4.82 1.0040 6.03 

11 TiO2/ 
Graphene 

0.05 80 20 350 4.57 1.0094 2.86 
12 0.1 75 25 304 4.60 1.0121 3.49 
13 0.5 60 40 276 4.64 1.0213 6.06 
14 1 60 40 245 4.67 1.0259 7.91    

Fig. 7. The schematic of VIT6000 pendant drop apparatus used for interfacial tension measurements.  
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base fluids and revealed that the responsible mechanism for the re
duction of oil/water interfacial tension was asphaltene adsorption on 
the nanoparticles' surface [46]. Therefore, this mechanism reduces the 
viscosity of oil, decreases the deposition of asphaltene and pore throat 
blockage, and facilitates the easier movement of oil droplets through 
the pore throat of porous media, which ultimately leads to an increase 
in oil recovery [46,49]. 

4. Conclusions 

Since global energy demand is rising rapidly and current EOR 
techniques are able to improve oil recovery factor up to 60% in the best 
state, engineers have always been searching for new methods to 

increase production of trapped oil in reservoirs. These methods should 
not only increase the oil recovery factor but also should be economic
ally feasible, environmentally friendly, and capable of performing on a 
field scale. Combination of natural surfactants and nanoparticles as the 
injection fluid can largely meet these expectations. Implementation of 
nanofluid flooding for EOR processes faces many challenges and lim
itations such as stability of nanoparticles in solution, interaction of 
nanofluids with formation rocks and fluids at the reservoir, lack of 
specialized equipment for the preparation and injection of nanofluids, 
and application in harsh reservoir condition. However, by providing 
practical solutions to the mentioned challenges, significant improve
ments can be made in enhancing oil recovery from reservoirs using 
nanofluids. Our experiments proved that natural nano-surfactants 
might be good substitute for industrial surfactants and polymers. The 
main conclusions of this study are as follows: 

1. Interfacial tension measurements revealed that adding Henna ex
tract to the water, results in a reduction in interfacial tension value 
between oil and water from 37 mN/m to 15.24 mN/m.  

2. TiO2, SiO2 and nano-composite of TiO2 and Graphene nanoparticles 
were synthesized with sol-gel method in PUT chemistry laboratory 
which results of XRD, FESEM, EDAX and FTIR tests confirmed the 
authenticity of these synthesizing method.  

3. For the first time, a natural water-based suspending surfactant called 
Tragacanth extract was used to stabilize different nanofluids for 
24 h. The optimum weight percent of this surfactant was determined 
through particle size and zeta potential tests. 

4. Interfacial tension measurements showed that addition of nano
particles to Henna extract at its CMC value (nano-surfactant) has the 
slight impact on interfacial tension value between oil and nano- 

Fig. 8. Pendant drop schematic of different Henna extract solutions in Kerosene as oil phase.  

Fig. 9. IFT variation with nanoparticles concentration variations. The error bars 
represents the standard deviation of three different interfacial tension mea
surements conducted for each nano-surfactant. 
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surfactants, and in the best case adding 1 wt % of TiO2 nanoparticle 
to Henna extract reduced interfacial tension from 18.43 mN/m to 
14.57 mN/m.  

5. Graphene nanoparticles alone had negligible effect on reducing oil/ 
water interfacial tension and negatively affected the performance of 
TiO2 nanoparticles (pure TiO2 nanoparticles) when combined with 
them and formed TiO2/Graphene nanocomposites. Therefore, gra
phene nanoparticles are not functionally effective and economically 
feasible for EOR purposes. 

6. TiO2 nano-surfactant was the second-best natural surfactant in re
ducing oil/water interfacial tension amongst the other ones, and its 
performance was as influential as industrial surfactants. 
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