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Controlling machining deformations resulting from unbalanced stress fields inside structural compo-
nents is a significant challenge in the manufacturing industry. Prediction of machining deformation fields 
is fundamental for deformation control and requires numerous iterations to optimize the machining pro-
cess. Conventional prediction methods such as numerical analysis are tailored to a fixed geometry, mak-
ing them time-consuming and inefficient for components with various geometries. In this study, a 
general data-driven model is proposed for predicting machining deformation fields in components with 
varying geometries and stress fields. This model is based on a geometry-oriented neural operator that 
incorporates global geometry information into the function space, modeling the relationship between 
the input function (stress fields) and the output function (deformation fields). Global geometric informa-
tion is extracted using a graph neural network applied to a geometric graph and embedded into the input
and output function space through an encoder-query framework. The proposed model achieved low root-
mean-squared errors ranging from 0.001 to 0.016 mm, with maximum prediction errors between 0.003
and 0.047 mm across different types of components, including beams and frames. The main contribution
of this research is the significant advancement in the application of neural operators to the development
of general models for predicting machining deformation. The underlying principles of the proposed
model provide an important reference for wider applications related to the control of machining defor-
mation in the context of digital and intelligent manufacturing.

© 2025 THE AUTHORS. Published by Elsevier LTD on behalf of Chinese Academy of Engineering and 
Higher Education Press Limited Company. Thi s is an open access article under the CC BY-NC-ND license

(http://creativecommons.org/licenses/by-nc-nd/4.0/). 
1. Introductio n

Machining deformation of components during manufacturing is 
a primary problem in quality control, particularly for machining 
large-scale structural components, such as those used in aircraft 
and high-value equipment. These components, which are charac-
terized by complex geometries and large dimensions, are highly
susceptible to deformation after machining operations, which can
significantly affect the assembly precision, fatigue life, and overall
performance [1]. Deformation during machining not only compro-
mises quality but also incurs substantial costs, making it a long-
standing challenge. To address this challenge, deformation-
prediction models have been increasingly integrated into process 
planning to minimize trial-and-error procedures, scrap, and pro-
duction costs [2]. However, controlling machining deformation 
requires extensive iterative optimization, often involving multiple 
time-consuming deformation predictions to refine the control pro-
cess. Thus, accurate and rapid deformation prediction is essential
for effective deformation control [3]. The primary cause of machin-
ing deformation is the disturbance of the residual stress field
within the material [4] that occurs during the material removal 
process. This disturbance can lead to an overall component defor-
mation (global type) and deformation in specific areas or features 
of the component (local type). Therefore, developing efficient and
accurate methods for deformation field prediction is crucial for
controlling both global and local deformation types, which remains
highly challenging owing to complex and varying component
geometries and stress fields.
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The prediction of deformation fields involves solving for the 
deformation field caused by the respective unbalanced stress fields 
within a component, which is achieved by solving partial differen-
tial equations (PDEs). Existing methods for deformation-field pre-
diction can be broadly categorized into conventional numerical 
computation and data-driven methods. Numerical computation 
methods, such as the finite element method (FEM), discretize com-
plex geometries into finite elements to solve complex solution
functions, that is, deformation fields. This method enables the sim-
ulation of complex geometries with various initial and boundary
conditions, making it suitable for large-scale components. Numer-
ous studies [5–7] have established the critical role of residual 
stress in predicting the deformation of aerospace components. 
However, in real-life manufacturing, the component geometry 
changes continuously during machining, requiring frequent recal-
culations; thus, the computational efficiency is significantly low.
To address this problem, some studies have focused on accommo-
dating geometric changes caused by the continuous machining
process through strategies such as birth–death elements, mesh
redefinition [8] and adaptatio n [9], which enhance both computa-
tional efficiency and prediction accuracy. However, for large and 
complex components, many elements require significant data
memory, computational power, and processing time [10]. In addi-
tion, prediction models based on numerical methods are typically 
specialized models, in which any changes in the geometry or stress
field of a component require a complete recalculation, further
reducing the efficiency of deformation field prediction.

Recently, data-driven methods have been widely applied for 
solving PDEs. Among these, the physics-informed neural network 
(PINN) method approximates solution functions using neural net-
works and functions as a mesh-free method [11]. PINNs are well-
suited for problems with clear physical laws that fall short in terms 
of accuracy and efficiency when applied to predicting deformation 
fields within components of complex geometry. Additionally,
PINNs require retraining of the neural network whenever there
are changes in the geometry or parameter [12], which constrains 
the effectiveness of the deformation prediction when dealing with 
complex and varying conditions. Furthermore, the methods based 
on deep learning, which demonstrate strong fitting capabilities and
possess a certain level of generalization after training, are suitable
for constructing deformation-prediction models. Liu et al. [13] 
developed a deformation prediction model based on a neural net-
work trained using data from an FEM that captured the relation-
ship between machining parameters and distortions. Rodriguez-
Sanchez et al. [14] combined artificial neural networks with FEM 
to model deformation and provided a reliable indication of local-
ized distortion patterns. However, these models are typically
defined based on a single geometry. For varying geometries, Zhao
et al. [15] employed height maps to represent the geometry and 
neural networks to map the relationship between a geometry-
process tensor and the resulting deformation. To address more
complex geometries, Zhao et al. [16] further proposed diffeomor-
phic mapping methods to map geometric surfaces onto a common 
input domain as geometric images, and proposed a neural network 
framework for predicting subsequent machining deformation 
using monitored deformation forces. Although these methods can 
predict the deformation fields for different geometries, they can
only establish mappings between discrete numerical domains, lim-
iting their ability to predict deformation at specific selected points
rather than predicting the complete representation of a deforma-
tion field.

Recently, neural operators have emerged as a promising 
research focus for solving PDEs [17]. Neural operators utilize neu-
ral networks to learn function-to-function mapping from the 
parameter functions of PDEs to their solution functions, making
them well-suited for modeling the relationships between stress
98
and deformation fields within components. By leveraging neural 
operators, the computation of PDEs can be accelerated by several 
orders of magnitude compared to conventional numerical meth-
ods. This advancement has shown significant importance in struc-
tural design and process optimization. Notable neural operators
include the Deep Operator Network (DeepONet) [18] and the 
Fourier Neural Operator (FNO) [19], with many further advance-
ments in this field [20–23]. However, these methods are still pri-
marily defined with respect to fixed geometric domains, and thus 
require retraining when the component geometry changes. This 
limitation poses a significant challenge for predicting deforma-
tions in components with varying geometries during machining, 
because the need for multiple operator models may lead to sub-
stantial time and data processing costs, thereby reducing the effi-
ciency and practicality of predicting the deformation of complex 
structural components. This leads to our central research ques-
tion: whether a single neural operator framework can generalize
across geometries and stress fields without retraining, enabling
efficient and accurate deformation field prediction for a wide
variety of structural components. In terms of neural operators
for varying geometry domains, there are fundamental difficulties
in representing the geometry domain. Few studies have been con-
ducted using techniques such as parameterized geometry repre-
sentations [24], level set functions [25], geometric gating 
mechanisms [26], and mapping onto a latent domain [27]  or  a
common reference domain [28,29]. However, these methods have 
limitations in predicting the deformation fields of complex struc-
tural components. They can only handle simple geometries, two-
dimensional (2D) geometries, and geometries of similar shapes,
and lack theoretical guarantees.

In summary, both numerical and data-driven methods for solv-
ing PDEs are based on specialized models defined with respect to 
specific conditions, including fixed geometries and parameters, 
such as the FEM and PINNs. Additionally, models are defined with 
respect to fixed geometries but varying parameter functions, as 
seen in some neural operators. However, there is an urgent need 
for general models capable of rapidly solving deformation fields 
within components with varying geometric domains and stress 
fields. In this study, we propose a general model, referred to as 
the geometry-oriented neural operator (GONO), for predicting 
deformation fields within components with varying geometries
and stress fields. This model is not only applicable to varying stress
fields, but also adaptable to changing geometric domains. The pro-
posed method was experimentally validated using various compo-
nents, including frames and beams of different sizes and
structures. The root mean squared errors of the prediction were
within 0.016 mm, with the maximum absolute errors within
0.05 mm. The prediction process was three orders of magnitude
faster than conventional numerical methods, satisfying the strict
requirements for guiding the process optimization of deformation
control.
2. Proposed GONO for predictin g machining deformation fields

In this section, we define the problem setting for predicting 
machining deformation fields and introduce the proposed GONO
framework.

2.1. Problem formulation

Let domain represent the geometry of a component,
where varies across different parts and denotes the set of real 
numbers. These geometries may include complex features such as
pockets, ribs, and varying thicknesses. Domain is denoted by
with geometry paramete r where is a part-level parameter

D R3 
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and denotes the parameter set with the s-dimensional 
parameter space used to parameterize domain

The deformation and stress fields over can be considered as 
functions defined on D and respectively, where x denotes 
the spatial coordinate in the domain D. The obj ective is to predict
thedeformationfield using the stressfield Given this setup, 
let denotes a partial differential operator that describes the rela-
tionship between the stress field and resulting deformation field.

L  u  f in D s
u b

1

where and denotes a boundary con-
dition defined on We assume that S, B, and are the Banach 
spaces with a given norm. We define the mapping from the stress 
fields to the deformation field as

u S B F U 2

This formulation allows the prediction of deformation fields 
across varying geometries and stress conditions, offering a flexible
and efficient solution to the problem of machining deformation
field prediction.

2.2. Framework of GONO

The proposed GONO framework leverages a combination of 
graph neural network (GNN) and neural operator architectures to
effectively embed geometry information and model the operator

as shown in Fig. 1. The extraction of geometric information is 
crucial for predicting the deformation field. In this method, com-
plex and varying geometries are represented using geometric 
graphs and are processed using a GNN to extract global low-
dimensional geometric information. This encoded information is
integrated into an encoder-query structure to construct an opera-
tor capable of predicting the deformation fields.

2.2.1. Geometry information embedding based on geometry graph and
GNNs

Components are typically represented as solid objects, making 
it crucial to efficiently capture and express their geometric charac-
teristics. To achieve this, the surface of the component, denoted as

is extracted, represented by a geometric graph, and mapped 
into a latent space, where the geometry is compactly represented
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Fig. 1. Framework of GONO: the model predicts machining deformation for componen
component as a geometry graph and, together with the encoder module, encodes stres
predicts the deformation field at query points.
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by a set of latent variables as illustrated in Fig. 2(a). These latent 
variables provide a concise and efficient representation of the 
geometry, allowing the model to effectively handle a wide variety
of geometric configurations.

First, the surface is represented as a mesh, which is a geomet-
ric graph with a set of nodes edges and their corre-
sponding features. The features of each node represent the 
geometric attributes of the corresponding points on the surface,
specifically their coordinates The edges in the 
graph represent the connectivity between these nodes without
additional feature attributes.

To extract meaningful global geometric information of the com-
ponents from the geometry graph a GNN is employed that prop-
agates messages of node attributes across the edges, effectively
capturing the relationships between different parts of the geome-

try. Let represent the feature vector of node in layer The fea-
ture update process in the GNN can be described as follows.

m l 1 
v 

v V v 
/ h lv h l

v evv 3

where is the message received by node in layer is 
the feature of the neighboring node and is the edge feature 
between nodes and Function is a typical neural network. 
After the message passing, the node features are updated using an
update function which incorporates the aggreg ated messages:

h l 1 
v w h l v m l 1

v 4

where denotes another neural network. This update rule allows 
each node to iteratively refine its feature representation by incorpo-
rating information from its neighbors. After several layers of feature 
aggreg ation and updating, a global pooling operation, such as max
pooling, is applied across all nodes in the graph to extract a global
geometric embedding

g MaxPool h L 
v v V 5

where denotes the total number of GNN layers and MaxPool is a 
pooling operator that takes the element-wise maximum over the 
node embeddings. This operation effectively condenses the geomet-
ric information of the component into a compact latent representa-
tion This operation effectively summarizes the geometric 
information of the entire surface into a set of latent variables

g, 
g 
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ts with varying geometries and stress fields. The geometry module represents the 
s and geometric information into a common latent space. The query module then
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Fig. 2. Details of the GONO architecture: (a) Geometry information embedding module first represents the component’s geometry as a geometry graph and embeds geometry
as geometry information (b) Neural operator architecture is used for mapping the stress field to the deformation field. The stress field is sampled at specific points
and encoded along with geometric information to obtain latent variables The latent variables of all points are then aggregated to form a global latent
representation of the input field. This representation is subsequently used to predict the deformation field at query points

g. xi yi z i
g ki . (ki kn) 

kf kf xq yq z q .
which capture the essential global geometric characterist ics of the
component.

2.2.2. Neural operator architecture
This section describes the architecture of the neural operator. 

Here, both the input and output functions are discretized into a 
series of points, which leverages the fact that in practical applica-
tions, both the input and output functions are often sampled at dis-
crete locations.

The input function such as, the stress field, is sampled at
discrete points , where represents the spatial 
coordinates within the domain resulting in a set of values

with residual stress
= for Similarly, the output function representi ng

the deformation field is also sampled at a set of discrete points
within the domain, represented by

In this study, an operator is constructed as an approximation
out of two maps:

u O P 6

where the first map, denoted as projects the input function onto a 
finite-dimensional manifold, encapsulating the global features of
the stress fields. The second map approximates the operator 
and constructs the output function, which corresponds to the defor-
mation fields. ‘‘ ” represents a composition of mappings in the neu-
ral operator framework, which indicates that operates on the 
output of forming a two-step mapping from input to output
functions.

The first map is obtained by applying an encoder neural net-
work module to the set of input data points. Specifically, for each
point the neural network maps the input value along with 
the corresponding spatial coordinates and geometric informa-
tion to a latent variable as follows: 

ki P  xi f  x  i g 7

The latent variables are aggregated to form a
global representation of the input function.

kf Aggregate k1 k2 kn 8

where the aggregation function is a sum, mean, or max pooling 
operation. Here, a mean function is applied. This global representa-
tion captures the essential information of the input function

f x , n 
(x1 x2 xn ) x D 

D, 
f  x1 f  x2 f  x  n r1 r2 rn

ri f  xi i 1 n. 
u x , 

d1 d2 dm .
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O 
P, 

P 

xi, f xi 
xi 

ki 

k1 k2 k n
kf 

kf 
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across the entire domain, which can be deemed a common space
for all fields defined on various geometries.

The second map is realized through a query neural network 
module, which approximat es the operator by constructing the out-
put function For each output point the map uses the glo-
bal input representation and the coordinates of the query point

together with the geometric information to predict the corre-
sponding deformation value

u  xj O  xj kf g 9

The loss function used for training the neural operator is based
on the relative loss, which measures the difference between the 
predicted and true deformation fields. Given a set of training 
samples, each with a true deformation field and predicted 
deformation field the overall loss function is defined as
follows:

Loss 
N 

t 1 

ut 
pred ut 

true 2

ut
true 2

10

where denotes the norm, and 
represents the predicted and ground 

true deformation field values for the training sample at query
points , respective ly.

In summary, the neural operator architecture is composed of
two primary maps: the first map transforms the discretized input 
function into a global latent representation, whereas the second
map approximates the deformation field as a function of the glo-
bal latent variable and spatial coordinates, as shown in Fig. 2(b). 
This architecture enables the efficient and scalable prediction of 
deformation fields by leveraging the ability of neural networks to
handle high-dimensional and complex functions across varying
geometric configurations.

O 

u x . O xj, 
kf 

g, xj, 
u xj : 

L2 

N 
ui 
true 

ui 
pred ,

L2 2 ut 
pred ut 

pred x1 ut
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ut 
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true xm

t 
(x1 xm )
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O 
3. Experiment and results

3.1. Dataset implementation details

Experiments were conducted on two typical structural compo-
nents commonly used in aircraft manufacturing: rectangular
frames and C-shaped beams. Both components were manufactured
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by removing the pocket feature materials using machining pro-
cesses. The components materials were subjected to various stress
fields with different distributions and magnitudes, primarily con-
sidering in-plane stress fields, and 

For the geometry generation process, rectangular frames with 
varying lengths, widths, and thicknesses were designed with dif-
ferent numbers , positions, and depths of pocket features on the
top plane of the components, as shown in Fig. 3(a). The C-shaped 
beams were designed with varying radius, widths, thicknesses, 
and covering angles. The pockets on the C-shaped beams were dis-
tributed along the length of the beam, as shown in Fig. 3(b). The 
parameters of geometric and stress field variables for rectangular
frames and C-shaped beams are shown in Table 1. 

The stress fields inside both the rectangular frames and C-
shaped beams were based on the typical residual stress distribu-
tion observed in aluminum alloy components, characterized by 
an ‘‘M−shaped” profile along the depth direction. The M−shaped 
distribution was controlled using a varying polynomial function. 
The magnitude of the stress field varied within ± 100 MPa. This dis-
tribution and variation in the geometry and stress fields provided a
comprehensive dataset for evaluating the performance of the pro-
posed neural operator across different types of structural compo-
nents under varying stress conditions.

To generate the required data, finite element simulations were 
conducted on the generated geometries to obtain datasets of the 
deformation forces and displacements. The components were con-
strained using three locating pads, as shown in Fig. 3. These locat-
ing pads were added to the central region of each component to 
provide fixed boundary conditions and ensure a consistent refer-
ence for the deformation fields. Each pad measured 
30 mm × 30 mm, and the distances between the two pads varied
randomly within the range of 80–120 mm. This was the only
boundary condition that allowed the resulting deformation fields
to serve as a baseline for easy comparison.

rx ry. 
Fig. 3. Details of the generation process for the components deformation dataset. (a) 
number, position, and depth of pockets, as well as the length, width, and height of the fr
the number, position, and depth of pockets, along with the radius, width, thickness, and

Table 1 
Levels of geometric and stress field variables for rectangular frames and C-shaped beams.

Component 
type 

Length 
(mm) 

Radius 
(mm) 

Width 
(mm) 

Thicknes
(T) (mm)

Rectangular frame 200–600 NA 60–180 20–40
C-shaped beam NA 200–600 40–80 20–40

NA: not available.
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The mesh size used for the simulations was set to 1 mm to cap-
ture the effects of the stress field. This fine mesh enables a more 
detailed representation of the stress distribution and its impact
on the deformation of the components. A total of 700 components
were simulated, encompassing various combinations of stress
fields, geometries, and the resulting deformation fields.

3.2. Model training and results

In this section, we present the results of the experiments con-
ducted to evaluate the performance of the proposed GONO frame-
work in predicting machining deformation fields. The results were 
analyzed based on several criteria, including the prediction accu-
racy, computational efficiency, and application across parts with
series-machined geometry. A comparative analysis with conven-
tional numerical methods is provided to demonstrate the advan-
tages of the proposed approach.

3.2.1. Machining deformation prediction in sequence machine process
The model was trained on a dataset consisting of both the frame 

and C-shaped beam components. Training was performed at a 
learning rate of 0.0001, batch size of 8 and 1500 training epochs 
using an NVIDIA A100 GPU (NVIDIA Corporation, USA). Typical 
frame and beam structures were selected to validate the ability 
of the trained model to predict deformat ion during the sequence
machining process of structural components. A layer-by-layer
removal method was simulated, in which the material was
removed in nine processes, each removing 2 mm of material from
the top. The trained model was then used to predict the deforma-
tion fields of the components at different stages of the process.

The results for the frameparts are shown in Fig. 4,whichpresents 
the geometries, label deformations, predicted deformations, and 
deformation predicted error for Process 1 and Process 9.
The observed differences between the predicted and actual
The rectangular frame generation process, where geometric variables include the 
ame. (b) The C-shaped beam generation process, where geometric variables include
covering angle of the beam.

s Beam angle 
( °)

Number of
pockets

Pocket 
depth (mm)

Stress field 
range (MPa)

NA 3–10 2–(T − 2) ±100 
40–80 6–10 2–(T − 2) ±100 
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Fig. 4. Deformation prediction results for a frame part during different machining processes. (a) Process 1: the initial machining process, showing the labeled deformation, 
predicted deformation, and predicted error distribution. (b) Process 9: the final machining process after multiple material removal steps, with corresponding labeled
deformation, predicted deformation, and predicted error.
deformation fields are minimal and within a narrow range, demon-
strating that the model achieves a high level of prediction accuracy.

The results for the C-shaped beam parts are shown in Fig. 5, 
where the geometry of the beam after the removal of each layer, 
the predicted deformation field, and deformation difference are 
displayed for Process 1 and Process 9. Similar to the results
observed for the frame parts, the model predictions demonstrated
a high level of accuracy across all processes. Supplement S1 in 
Appendix A provides additional details of the prediction results
in the sequence machine process.
Fig. 5. Deformation prediction results for a C-shaped beam part during different mac
deformation, predicted deformation, and predicted error distribution. (b) Process 9: the
predicted error distribution.
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Based on the obtained deformation fields, the surface deforma-
tions at (Z is coordinate along the thickness direction) for the 
frame and beam components were extracted, as shown in Fig. 6. 
The predicted deformation fields (Figs. 6(b) and (d)) closely 
matched the labeled deformation fields (Figs. 6(a) and (c)) for both 
the frame and beam components. This indicates that the proposed
model effectively captured the overall deformation patterns.

Further analysis was conducted by selecting six points along the 
length of both the frame and C-shaped beam components and
tracking their deformation throughout the machining process, as

Z 0  
hining processes. (a) Process 1: the initial machining stage, showing the labeled 
final machining stage showing the labeled deformation, predicted deformation, and
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Fig. 6. Surface deformation at for the frame and C-shaped beam components. (a) Labeled deformation of the rectangular frame at (b) Predicted deformation of 
the rectangular frame at (c) Labeled deformation of the C-shaped beam at (d) Predicted deformation of the C-shaped beam at

Z 0 Z 0. 
Z 0. Z 0.Z 0. 
shown in Figs. 7 and 8. The predicted deformation (red line) closely 
followed the labeled deformation (blue dashed line) at both 
selected points across all machining steps. The results proved that 
the model could capture local deformation patterns even in com-
ponents with more complex shapes, further confirming its applica-
bility across diverse machining scenarios.

3.2.2. Machining deformation prediction in different types of
components

To further validate the ability of the model to predict deforma-
tion fields under different stress fields and geometries, tests were
conducted on separate datasets for 10 frames and 10 beam parts.
Fig. 7. Deformation variations from (a–f) Point 
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The prediction results are shown in Figs. 9 and 10. Fig. 9 illustrates 
the deformation predictions for two different frame components 
with significantly different geometries and stress fields. The results 
showed that the model demonstrated high accuracy in predicting 
deformation across these diverse conditions. For both frame parts,
the predicted deformation fields closely matched the labeled
deformations. This indicates that the model effectively captures
the deformation behavior even under varying geometric configura-
tions and stress conditions.

Fig. 10 shows the results for two different C-shaped beam parts 
that exhibit distinct geometric and stress characteristics similar to
the frame parts. The predictions for the C-shaped beam part 1 and
1 to Point 6 along the length of the frame.
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Fig. 8. Deformation variations from (a–f) Point 1 to Point 6 along the length of the C-shape beam.

Fig. 9. Predicted deformation results for two different frame parts under varying stress fields and geometries. (a) Frame part 1: comparison of labeled deformation, predicted
deformation, and predicted error. (b) Frame part 2: comparison of labeled deformation, predicted deformation, and predicted error.
part 2 show that the model maintained a high level of accuracy 
across all scenarios. This further confirms the robustness of the
model in dealing with different geometries and stress distributions
for different component types.

Fig. 11 provides data for a more comprehensive evaluation of 
the model performance by showing the error distributions for all
parts of the test datasets. Figs. 11(a) and (c) compare the labeled 
and predicted deformat ion values for 10 different parts in the
104
frame and C-shaped beam test datasets, respectively. We randomly 
sampled 2000 points from each part’s deformation field. The dia-
grams reveal a strong correlation between the predicted and 
labeled values, as most points are aligned close to the zero-error
line. Moreover, all the points are concentrated within the
±0.05 mm error range, indicating that the model’s predictions
met the accuracy requirements for practical machining
applications.
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Fig. 10. Predicted deformation results for two different C-shaped beam parts under varying stress fields and geometries. (a) C-shape beam part 1: comparison of labeled
deformation, predicted deformation, and predicted error. (b) C-shape beam part 2: comparison of labeled deformation, predicted deformation, and predicted error.

Fig. 11. Comparison of predicted versus label deformations and error distributions along the length direction for frame and C-shaped beam parts test sets. (a) Comparison of 
predicted and labeled deformation for frame parts along the length direction. (b) Error distribution of predicted deformation for frame parts. (c) Comparison of predicted and
labeled deformation for C-shape beam parts along the length direction. (d) Error distribution of predicted deformation for C-shape beam parts.

105
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Further analysis of the prediction errors for all the parts is pre-
sented in Figs. 11(b) and (d). The error distribution plots for the 
frame and C-shaped beam components indicate that the prediction 
errors are generally centered around zero. However, there were 
some variations in the error spread, with a slight divergence 
observed in certain parts. This variability may be due to the warp-
ing deformation characteristics of these structures, where defor-
mation tends to be more pronounced at specific locations, such 
as at the ends. Despite these minor divergences, the majority of
the predictions remain well within ±0.05 mm. The violin plots
show that the errors were relatively evenly distributed across the
different parts, proving the robustness of the model in maintaining
accurate predictions across diverse geometries and conditions. This
further proves the ability of the model to be effectively generalized
under different machining scenarios.

To validate the effectiveness of the proposed GONO model and 
assess the impact of global geometric information embedding 
(GIE), we conducted a comparative analysis against GONO (with-
out GIE) and the general neural operator transformer (GNOT)
[26]. The comparison metrics included the root mean square error 
(RMSE) and mean absolute error (MAE) for both the frame and
C-shaped beam parts, as shown in Fig. 12. 

Compared to GONO without GIE, the GONO model with GIE 
exhibited more stable predictions, as indicated by the smoother 
RMSE and MAE variations across the different structural parts.
The introduction of global geometric information enhances the
model’s ability to capture overall geometric constraints and
Fig. 12. Comparison of RMSE and MAE for different methods on frame and C-shaped 
respectively, whereas (c, d) present the corresponding RMSE and MAE results for C-shap
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improves generalization. Furthermore, the comparison results with 
GNOT indicated that GNOT exhibited higher error variability, with 
some structural components exhibiting significantly larger predic-
tion deviations. In contrast, GONO with GIE maintained a more 
stable and narrower error range. This proves that the GIE mecha-
nism effectively integrates the geometric constraints into the 
model, thereby enhancing its ability to generalize across different 
structural components. Additionally, the GONO model with GIE 
achieved lower RMSE and MAE values than GNOT for most of the 
frame and C-shaped beam parts, demonstrating better prediction
accuracy. For the proposed GONO model, the RMSE values for both
the frame and C-shaped beam parts remained consistently low,
ranging from 0.001 to 0.016 mm, with maximum prediction errors
between 0.003 and 0.047 mm. These error margins were well
within the acceptable limits for most practical machining applica-
tions, proving the ability of the model to provide accurate deforma-
tion predictions. More prediction results for other types of
components are provided in Supplement S2 in Appendix A.

3.2.3. Optimization of machining position for deformation control
using GONO prediction model

To further evaluate the applicability of the proposed model in 
machining process optimization, it was used to minimize 
machining-induced deformation by optimizing the machining 
position. The residual-stress distribution within a workpiece varies 
depending on its position relative to the raw material, which 
directly affects the final deformation. Deformation can be
beam parts. (a, b) show the RMSE and MAE comparison for different frame parts,
ed beam parts, respectively.
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effectively controlled by selecting an optimal machining position. 
As an example, a 600 mm × 120 mm × 24 mm component with 
an initial blank thickness of 40 mm was analyzed. The machining 
position varied along the depth direction in 1 mm increments,
resulting in 17 possible positions, each requiring a deformation
prediction. The proposed model completed 17 predictions in
3.69 s, whereas the FEM required 31 min for the same task.

The deformation prediction results for different machining
positions are shown in Fig. 13. The results show that when the 
machining position is set at a depth of 9 mm, the predicted defor-
mation remains within the −0.020 to 0.012 mm range, demonstrat-
ing effective deformation control. A comparison with FEM proved
that the proposed GONO model provided accurate and computa-
tionally efficient deformation predictions, enabling real-time
machining process optimization.

3.2.4. Computational efficiency and sampling robustness
To further demonstrate the practicality of the proposed model, 

a comparison with the finite element simulation results was con-
ducted in terms of computational time (Fig. 14). In terms of com-
putational efficiency, the proposed model dramatically reduces 
the computational time by three orders of magnitude compared 
with the FEM. The FEM simulation times ranged from 46 to 92 s,
whereas the prediction times for the proposed model were
Fig. 13. Comparison of predicted and FEM deformation results for different 
machining positions, showing the variation of maximum deformation with 
machining depth and indicating that the optimal machining position at 9 mm
depth minimized deformation within −0.020 to 0.012 mm.

Fig. 14. Comparison of computational time of FEM and proposed method. (a) Computat
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between 0.012 and 0.094 s. This indicates that the proposed model 
exhibits a significantly lower computation time while maintaining 
a high prediction accuracy compared to the FEM. This significant 
reduction in computational time proves the suitability of the
model for real-time or near-real-time applications in machining
processes, where rapid and accurate deformation predictions are
essential.

Additionally, the proposed model demonstrated the capability 
of accurately predicting the deformation fields across varying sam-
pling densities, as shown in Fig. 15. Figs. 15(a) and (b) illustrate the 
RMSE for the frame and beam test sets at different sampling levels
ranging from to points. The results indicated that 
the model maintained a consistent prediction accuracy across sam-
pling densities. This consistency proved that the model exhibited 
discretization invariance. This adaptability ensures that the model
can be effectively applied in various practical applications under
different sampling conditions.

21 10 3 26 10 3
4. Discussion 

The proposed GONO demonstrates strong generalization across 
varying geometries and stress fields without the need for retrain-
ing. In the experiments, GONO achieved high accuracy and compu-
tational efficiency in predicting the deformation fields of the tested 
structural components, including rectangular frames and C-shaped 
beams, which have the potential to be extended to other structures 
when additional datasets are available. The model consistently 
demonstrated a low RMSE and minimal MAE across various 
geometries and stress fields, effectively generalizing to different 
scenarios. The robustness of the model to varying sampling densi-
ties further proved its discretization invariance, allowing it to
adapt to different input and output resolutions in practical set-
tings. Compared with conventional FEM methods, GONO achieves
similar prediction accuracy with computation speeds up to three
orders of magnitude faster. In contrast to PINNs and existing neural
operators, which are typically restricted to fixed domains or
require retraining, GONO integrates global geometric information,
enabling efficient and flexible deformation field prediction for
diverse structural components.

Despite its effectiveness, minor prediction errors were observed 
at component ends due to localized warping. These limitations 
suggest potential for further improvement by incorporating local
refinement or physics-informed constraints. Overall, GONO shows
promise for real-time deformation prediction in intelligent
manufacturing.
ional time for frame parts. (b) Computational time for frame parts C-shaped beam.
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Fig. 15. RMSE of the predicted deformation fields across different sampling densities for (a) frame parts and (b) beam parts.
5. Conclusions and further work

In this study, a general model (GONO) for predicting deforma-
tion fields in components with varying geometries and stress fields 
was developed and tested. Unlike conventional methods, which 
often require retraining or development of new models when the 
geometry or stress fields change, GONO is flexible and adaptable 
across a wide range of scenarios where fast prediction and 
decision-making are required. Future research should extend this 
foundational model to include broader scenarios. First, the frame-
work can be adapted to more complex structural components,
including curved surfaces and structures. Second, the model can
be expanded to handle dynamic stress fields that evolve during
machining, enabling it to replace the FEM for simulating machining
sequences and process-dependent stress variations. Furthermore,
integrating physics-informed constraints into the neural operator
framework can enhance the model interpretability, prediction
accuracy, and generalization ability across diverse machining
conditions.
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