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The steel industry, characterized by its substantial energy consumption, is grappling with rising energy 
costs and the imperative to decarbonize. However, the scheduling of a steel plant is challenged by the 
complexity and interdependency of its processes with various uncertainties. This study introduces a deep 
reinforcement learning (DRL) methodology specifically designed to optimize scheduling in the presence 
of the exogenous uncertainties brought by electricity prices and on-site renewable generation. The 
scheduling problem is formulated as a partially observable Markov decision process (POMDP), which 
enables decision-making despite the state not being fully observable. The attention mechanism is utilized 
to abstract a representation of a window of observations upon which decisions are conditioned. The con-
trol space is defined by domain knowledge-informed heuristic rules, and evolutionary search is utilized
for the purpose of policy optimization. The case study considers an electric arc furnace (EAF)-based steel
plant with various problem sizes and processing times for steelmaking tasks. The performance of the pro-
posed method is compared with a traditional mixed integer linear programming (MILP) approach and the
policy gradient method, proximal policy optimization (PPO). The proposed method is evaluated under
uncertainty conditions arising from market prices and on-site renewable energy sources. Case study
results reveal that the proposed DRL strategy effectively integrates uncertainties into real-time
decision-making, achieving a desirable performance level with minimal online computational cost.

© 2026 THE AUTHORS. Published by Elsevier LTD on behalf of Chinese Academy of Engineering and 
Higher Education Press Limited Company. Thi s is an open access article under the CC BY-NC-ND license

(http://creativecommons.org/licenses/by-nc-nd/4.0/). 
1. Introductio n

1.1. Steel industry decarbon ization and control

Steel is a building block of the modern world and an indispens-
able element for the energy transition. It accounts for 8% of global
energy demand, which is projected to surge by over a third in the
period to 2050 [1]. The steel industry contributes 7% to the energy 
sector’s CO2 emissions. According to an International Energy 
Agency (IEA) 2020 report, these emissions must decrease by at
least 50% by 2050 to align with global energy and climate objec-
tives [1]. However, the industry’s strong reliance on fossil fuels 
poses immense challenges to this. The steelmaking production 
method of the electric arc furnace (EAF), which utilizes scrap metal,
eliminates the need for carbon-intensive ironmaking, resulting in
lower production-based emissions. Nevertheless, it is an 
electricity-intensive process that incurs high electricity costs. For-
tunately, EAF are batch operations, with potential electricity cost
savings available through utilizing the associated process flexibil-
ity [2]. With the advancement of intelligent energy management, 
demand response (DR) is acknowledged as an effective way to 
encourage lower electricity consumption during periods of high
electricity prices or when the grid reliability is at risk [3]. This 
capability is particularly important for integrating renewable 
energy sources (RESs), as DR facilitates load balancing by adjusting 
demand to match the variable supply from renewables, thus
enhancing grid stability and optimizing the use of clean energy.

In the realm of industrial energy management for DR, control 
strategies for production scheduling typically employ rule-based 
controllers (RBCs) or model predictive control (MPC). RBC is under-
pinned by hard-coded rules that generate controls based on histor-
ical or plant data. However, they exhibit limited performance, 
relying solely on expert experience, proving inadequate in 
adapting to evolving objectives, and come with no certificate of
t, Engi-
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mathematical optimality. Furthermore, these controllers neglect 
the incorporation of forecasts on electricity prices or available
onsite RESs [4]. 

By contrast, MPC has significantly contributed to the energy 
management in DR programs [5]. By exploiting approximate sys-
tems models, MPC has the ability to optimize specific control objec-
tives while adhering to environm ental and operational constraints
[6]. Models are typically subject to uncertain parameters, and it is 
difficult to account for these uncertainties in a state-feedback fash-
ion due to the time scale required to solve the underlying model. As 
a result, when applied in a receding horizon framework, nominal 
descriptions of uncertai n parameters are typically used instead or
a precomputed offline solution is used instead.

The decision problems descriptive of steelmaking processes is 
typically formulated as mixed-integer programming (MIP), which 
has several drawbacks. First, they typically provide some approxi-
mation to the complexity of the steelmaking process, particularly
when energy balances are accounted for, as these involve nonlinear
equations that add additional challenge to solution methods. In
Ref. [7], the authors propose a metaheuristic approach to preserve 
all the features of the industrial process. The authors chose particle 
swarm optimization (PSO) for its ability to handle nonlinear prob-
lems with high computational efficiency. Although metaheuristic 
algorithm can incorporate nonlinear dependencies without com-
promising computational feasibility, their main disadvantage is
that they do not guarantee finding the global optimum and may
struggle with effectively representing complex constraints in
scheduling problems [8]. Second, a significant challenge faced by 
scheduling steel plants is the uncertainties that need to be consid-
ered, such as those in electricity prices and available renewable 
energy over time. Scheduling problems in steel plants are often 
large, making MIP methods challenging to deploy online. Stochas-
tic and robust MIP methods can be used to explicitly treat these 
uncertainties, but both have limitations. Stochastic MIP describe
uncertainty through probability distributions but to ensure a finite
dimensional constraint system typically rely on sample approxi-
mations. This means the underlying constraint system observes a
combinatorial explosion in the size of the model and renders exact
solution intractable online and even offline in some cases [9]. 
Meanwhile robust optimization describes uncertain variables as 
taking a set of values, and is generally conservative when applied 
within receding horizon frameworks. Despite these challenges,
the existing literature on energy-aware scheduling for steelmaking
demonstrates the use of MPC for minimizing electricity costs
[10,11], providing ancillary services [12], peak load management
[13,14], and prespecified energy curve tracking [15]. 

1.2. Opportunity for reinforcement learning (RL)

Faced with the issues of RBC and MPC, RL can be leveraged for 
DR from steel plants. RL is an advanced control technique for solv-
ing sequential decision-making problems under uncertainty [16] 
and has received substantial research attention in various DR pro-
grams [17]. The major aim of RL is to identify function approxima-
tions of the optimal control policy through simulation of the plant 
model. In doing so, one shifts the computational work for identify-
ing a state-feedback policy offline and minimizes approximations 
to the propagation of model uncertainty through the Monte Carlo 
(MC) method. Once identified, the policy function identifies online 
scheduling decisions conditional to available state observations
(which may be partial in nature). These decisions are identified
in a short time frame via a function evaluation, which has compu-
tational benefit over solving a MIP problem online, as required by
MPC. Policy function approximation is often provided by incorpo-
rating deep learning techniques, giving rise to deep RL (DRL) and
the use of artificial neural networks (ANNs) [18]. 
2

In Ref . [19], a model-free DRL algorithm was developed for 
smart facilities energy management using a practical experimental 
setup. The system’s diversified facilities are classified into three 
types—critical, deferrable, and regulatable—based on priority and 
characteristics. The energy management problem is formulated 
as a Markov decision process (MDP), as the next time-slot energy 
consumption depends only on the current consumption, electricity 
price, and control signal, satisfying the Markov property. Long 
short-term memory (LSTM) units are adopted to extract discrimi-
native features from past 24 h electricity price sequences, which 
are invariant to control signals but influence facility dynamics. 
These features, combined with measured energy and time-
related information, are fed into fully connected multilayer percep-
trons (MLPs), forming a deep Q-network to approximate the opti-
mal policy. The proposed DRL approach achieves 41.05 GBP, only 
1.31% above the theoretical optimum of 40.52 GBP, which assumes 
perfect knowledge of future uncertainties. While this problem is 
modelled as an MDP with an LSTM primarily used to capture past 
prices, representing a partially observable MDP (POMDP) using 
LSTM can be challenging, as they rely on a compressed hidden state
that can lose long-range information and struggle to weigh all past
observations effectively which is the case for large-scale industrial
scheduling problem. The authors in Ref. [20] proposed a multia-
gent DRL-based DR scheme for industrial energy management, 
wherein the manufacturing system was initially formulated as a 
partially observable Markov game, and then a multiagent deep 
deterministic policy gradient (DDPG) algorithm was adopted to 
obtain the optimal schedule for different facilities. However, the 
study does not show how to explicitly address process constraints, 
and while it considers partial observability, it does not leverage 
mechanisms to extract informative features from historical obser-
vations. The reliance on a policy-gradient method like DDPG makes 
the approach susceptible to convergence to poor local optima, par-
ticularly in high-dimensional scheduling problems. Additionally, 
its exploratio n is limited, so it can struggle with sparse rewards,
complex landscapes, and highly stochastic environments. Ref.
[21] proposes a scheduling method based on DRL to tackle the 
multi-objective steelmaking-continuous casting (SCC) scheduling 
problem under time-of-use (TOU) electricity tariffs. The method 
aims to minimize both total sojourn time and electricity cost by 
modeling the problem as an MDP. Action selection is guided by a 
branching dueling double deep Q-network (BD3QN) where the 
action space is defined as the heuristic rules. While the authors 
benchmark the approach against other algorithms, there is no 
direct comparison with mixed integer linear programming (MILP) 
formulations, leaving its performance relative to traditional opti-
mization unclear. To enforce process constraints such as continu-
ous casting (CC) sequences with setup and waiting times, a 
backward scheduling strategy is used, which pre-arranges charges 
and reverses start times. In this strategy, the casting end time 
determined by the BD3QN algorithm is taken as the anchor, and 
earlier stage timings are recursively computed by subtracting pro-
cessing, waiting, and transportation times at each step. Charges are 
first allocated to machines, their feasible end times are derived 
from the next stage’s start time, and their start times are then 
obtained by back-calculating from these end times. By propagating
timings backward, the strategy ensures that each stage finishes
exactly in time for the next, thereby satisfying CC, setup, and wait-
ing constraints without infeasibility. In Ref. [22], an actor-critic 
DRL method was applied to optimize energy management in steel 
powder manufacturing, yielding a notable 24.12% reduction in 
total energy costs compared to the absence of DR implementation. 
The study employs an MDP formulation, which assumes full state 
observability and may fail to capture the partially observable and 
history-dependent dynamics inherent in complex industrial
scheduling. It relies on an actor-critic DRL algorithm, which can
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be prone to convergence to poor local optima in high-dimensional 
policy spaces and may struggle with exploration. Additionally, the 
study does not demonstrate how process constraints are handled,
which are critical for practical industrial applications.

The advantages of applying DRL to address DR challenges have 
already been demonstrated by the studies referenced above, as 
well as by many other extensive publications. However, current 
studies have certain limitations: ① There is a significant lack of 
studies on using DRL for scheduling the whole EAF-based steel-
making process for DR; ② despite the above studies, existing
research offers limited insight into how DRL methods account for
specific process constraints; ③ most of the studies use gradient-
based policy learning methods, but stochastic search methods,
such as evolutionary algorithms, are overlooked; ④ there is a lack
of formalism for partial observability and how it is handled
algorithmically.

1.3. Contributions of this work

In this work, we propose a novel DRL scheduling framework for 
the DR of a steelmaking plant equipped with onsite RES in the elec-
tricity spot market. Our approach aims to minimize the electricity 
cost while accountin g for critical production constraints (PCs) and
is validated by performing ablation experiments with varying
problem sizes and processing time data for a steel plant. The main
contributions of this work are as follows.

(1) We formulate steel plant scheduling as a POMDP with state-
specific restrictions on control sets, where the true system state is 
the full constructed production schedule (i.e., the entire decision 
history), which evolves over time, as well as forecasts of exogenous 
uncertain variables such as electricity prices and on-site renewable
generation. We assume only a fixed finite-dimensional representa-
tion of this state is available, making the system partially observ-
able. Unlike standard MDPs, which assume full state knowledge,
this formulation enables tractable policy learning in a complex,
scheduling environment.

(2) We propose a DRL algorithm via evolutionary search to 
ensure local and global search of the policy space, mitigating the
tendency of policy-gradient methods to converge to poor local
optima in such complex policy spaces.

(3) We integrate an attention mechanism into the policy net-
work to selectively extract informative features from histories of 
partial observations, thereby improving the policy’s ability to act
effectively under partial observability.

(4) We define the control space through domain-inspired 
heuristic rules, with the aim of significantly reducing the search 
complexity. The approach is benchmarked against directly identi-
fying task-unit assignment decisions to evaluate the performance
of the scheduling policy in terms of its accuracy, computational
cost, and robustness.

2. Problem formulat ion

The steelmaking process considered comprises four consecutive 
production stages: EAF, argon oxygen decarburization (AOD), ladle 
furnace (LF), and CC. The primary raw material is constituted by 
80%–90% of recycled scrap alongside virgin materials in the form 
of various ferroalloys and is initially melted within the EAFs. Sub-
sequently impurities present in the molten steel, such as carbon 
elements, are extracted, and additional alloys are introduced
through the AOD units. The molten metal undergoes refinement
and further enhancement of quality within the LFs before being
transported to CC. The CC serves to solidify the refined molten
metal into slabs of varying shapes. These resulting slabs are distin-
guished by their grade, width, and thickness. Each specific grade is
3

defined by distinct chemical composition, processing duration, 
temperature parameters, and energy consumption across the vari-
ous production stages. The initial three production stages function 
in a batch mode, wherein equipment (e.g., furnaces) processes a 
specific quantity of metal per instance, and this metal quantity 
remains consistent throughout the various stages. Each such metal 
quantity is referred to as a heat. Notably, since EAFs operate in a
batch mode and a significant portion of electric energy is con-
sumed during the melting stage, the timing of these batches to
be produced can be adjusted by responding to time-varying prices
and on-site RESs for providing operational flexibility. For simplic-
ity, the casting stage is not considered in this work.

Fig. 1 provides description of RL for scheduling price-based DR 
within a steel plant. In the manufacturing execution systems 
(MES), the digital twin or systems model of the steel plant is con-
structed to mirror the real production process. This digital twin is
continuously updated with three main data streams: electricity
prices from the smart meter, forecasts of onsite renewable gener-
ation, and real-time operation parameters from distributed control
systems (DCS).

During the offline training stage, the DRL agent interacts with 
the detailed systems model in a closed-loop manner and is trained 
to obtain a near-optimal policy. In the deployment stage, the 
trained DRL policy is transferred online to the real steel plant (i.e.
on the detailed systems model in MES). Here, the MES executes
the learned scheduling policy in real-time, generating control sig-
nals (start/stop times of equipment) and sending them to the
DCS layer.

2.1. MILP formulation

The production scheduling of steelmaking can be formulated as 
a MILP problem. The discrete-time formulation is considered here,
where the optimization aims to minimize the electricity cost while
satisfying critical PCs.

The resource-task network (RTN) modeling framework is able 
to represent complex chemical processes systematically [14]. 
Using RTN, the steelmaking process is represented by resources 
and tasks through a network structure. The resources include the 
process-related entities like production units, intermediate and
final products, as well as electricity consumption (EL). The set of
resources considered in the model is shown in Eq. (1). 

R EAFs AODs LFs EAb 
h EA

a 
h AL

b 
h AL ah Hh h H EL

1

where EAFs, AODs, and LFs represent production units in three 
stages; represents the set of intermediate prod-
ucts differentiated by before and after transfer to the next process 
(with the superscript b and a, respectively). EA are between stages

EAF and AOD; AL are between stages AOD and LF; denotes the 
intermediate product of heat which just finishes the processing at 
the EAF and is waiting to be transferred to the next process AOD,
while denotes the same intermediate product after it is trans-
ferred to the AOD to be further processed. represents the final 
product of heat and represents a set of all the heats to be pro-
duced. The tasks represent the operations performed across the 
three stages, as well as the transfer tasks between the stages. The
set of tasks is shown in Eq. (2). 

N EAFh AODh LFh EAh AL h h H 2

where and represents the processing tasks across 
three stages, respectively; and represents the two transfer 
tasks between the corresponding two stages.
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Fig. 1. Intuition of RL for DR in a steel plant. EL: electricity consumption.
The discrete time representation is considered here, consisting 
of T slots with a specific length (min) across 24 h. The interaction 
between tasks and resources is associated with an interaction
parameter for each task It represents how much of
resource (REL is the set of all resources, excluding resource 
EL) is consumed or generated by task at the relative time slot
after the start of the task More detail about the illustration of 
the parameters can be found in Ref. [14]. 

Using the RTN method, we present the MILP model of the 
scheduling of a steelmaking plant. The model aims to minimize
the electricity cost by considering critical steelmaking constraints.
The objective is represented in Eq. (3). Here, it is assumed that sur-
plus onsite RES power cannot be sold back to the power grid to
earn additional revenue.

min 
t 0 T 

kEL t max 0 EL t Eres t 3

where is the electricity price at is the total energy con-
sumption of all three stages from to  in MW min, and
is the electric energy generated from onsite RESs in MW min at

The critical steelmaking constraints are listed below:
Resource balance constraints. The resource balance con-

straints manage the resource evolution over the time horizon. It
is represented in Eq. (4). 

Rr t Rr t 1 i N 

si 
h 0 

lr i h Ii t h t T r REL 4

d 

lr i h i N. 
r REL 

i h 
i 

kEL t t, EL t 

t t 1  Eres t 

t. 
4

in which the value of resource at the time slot is equal to
adjusted by the quantity produced or consumed by all tasks;
represents the interaction quantity between resource and 

task at the th time slot since the start of the task is the 
binary variable indicating whether task starts at time slot

is the length of task (in time slots). The resource balance con-
straints for the electricity resource are formulated as

EL t i N 

si 
h 0 

lEL i h Ii t h t T 5

where is the total energy consumption of the entire plant dur-
ing time slot in MW min.

Task execution constraints. These constraints state that each 
heat should be processed only once within the scheduling horizon,
as shown in Eq. (6). Similarly, the intermediate products should be 
transferred only once between the stages as defined by Eq. (7). 

t T 
Iioh t 

1 h H o E A L 6

t T 
Iitrh t 

1 h H tr EA AL 7

where is the binary variable indicating whether the arbitrary 
processing task of heat h in stage AOD starts at time slot t and

is the binary variable indicating whether the transfer task of

heat between stages EAF and AOD starts at time slot E, A, and 
L are the stages EAF, AOD, and LF, respectively;.

Transfer time constraints. Intermediate products before trans-
fer are set to 0 because the transfer task is forced to be executed
immediately. It is defined by Eq. (8).

t Rr t r 
Rr t 1

lr i h r 
i i; h Ii t h

i t h; 
i si 

EL t

t 

Iioh t 

Iitrh t 

h t; 
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Table 1 
Scheduling rules in stage 1 (at EAFs).

Scheduling rule Description (prioritize the process of)

1 The heat with the shortest processing time (SPT)
2 The heat with the longest processing time (LPT)
3 The heat with the lowest total energy consumption (LEC)
4 The heat with the highest total energy consumption (HEC)
5 The heat with the shortest remaining machine time (SRM)
6 The heat with the longest remaining machine time (LRM)
7 The heat with nearest due time (NDD)
8 The heat with farthest due time (FDD)
9 Nothing—don’t do anything
Ripb 
h t 

0 h H ip EA AL 8

where is the resource intermediate product (ip) of heat

before transfer at time
In the steel manufacturing process, low temperature can com-

promise the product quality, and hence it is necessary to make sure 
that the cooling effect during transportation does not adversely
affect the processing of each heat in the next stage. It is enforced
by constraints defined in Eq. (9). 

d 
t T 

Ripa 
h t 

wip W ip h H ip EA AL 9

where represent the total number of time slots that the ip 
wait before entering the next processing stage, represent the 
transfer time of the intermediate product, denote the maxi-
mum allowable transfer time.

Product delivery. By the end of the time horizon, the final prod-
ucts must be delivered. It is enforced by Eq. (10). 

RHh T 1 h H 10

In the context of online scheduling, the MILP formulation, espe-
cially when there are uncertainties, presents significant limita-
tions, as presented in Section 1. Therefore, we propose modeling 
this decision-making problem as a POMDP. The first step involves 
representing steel plant scheduling as a stochastic process within 
the POMDP framework. This approach explicitly accounts for 
uncertainties, such as fluctuations in electricity prices and varia-
tions in on-site renewable power, within the process dynamics. 
Next, we leverage RL to derive a function approximation to the 
optimal decision policy function for this environment through off-
line model simulations. Once trained, the policy function can be
deployed online to provide scheduling decisions without the need
for computationally intensive real-time optimization. This allows
adaptive scheduling decisions to be made in a very short time
frame (i.e., on the order of microseconds to milliseconds).

2.2. POMDP formulation

We formulate the price-based DR problem in Section 2.1 as a 
POMDP with a discrete finite time horizon. The steel production 
environment is controlled by a single agent, and the goal for the 
agent is to reduce the electricity cost under DR while satisfying
all the critical PCs. A POMDP within a discrete time horizon (of
length T) is a tuple where is a state space, is 
the action space is the observation space, P is the transition den-
sity function, O is the density function, and is the electricity cost. 
At each discrete time index the state of the plant 
is represented by When control action is executed, 
the state changes according to the transition density function,

Subsequently, the agent receives a noisy obser-
vation according to the density function
and also a cost

An agent acts according to its policy which returns 
the probability of taking action at time and 
and are the observation and action histories, 
respectively. The agent’s goal is to learn a policy that minimizes, 
over trajectories induced by its pol-
icy, where is the discount factor.

J Ex p x 
T 

t 1 
ct 1/t 11

where J is the return and is expected trajectories of state– 
observation–action described according to probability density func-
tion

h Ripb 
h t
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t TRipa 
h t
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X U H P O / , X U 
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xt X . ut U 

Xt 1 P  x  t 1 xt ut .|
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0 c 1 

Ex p x
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5

2.2.1. System states and observations
As discussed in Ref. [23], the state in the case of steel plant 

scheduling at a given time index within the discrete 
finite time horizon may be highly dimensional and may also vary 
in its dimension over the time horizon. Defining a state in a 
scheduling problem that captures all relevant decision-making 
information while maintaining a fixed and finite dimensionality 
is, therefore, a significant challenge. Hence, we formulate the prob-
lem as POMDP, where a sequence of state observations collected
from previous time intervals are considered for taking the next
control. We denote this window of observation history as

with the window constituting those time indices

The constant determines the length of the 
window, which is treated as a hyperparameter.

The mth row vector of the observation matrix, which is denoted
as at a given time index within the discrete finite time horizon
(of length is equivalent to the mth observation within the
window,

om om 1 om N 
T 12

where om,n is the nth element of m th row vector of observation
matrix and is the length of observation vector.

Each element within the observation vector, 
represents information from the steel pro-

duction environment. The columns represent the task 
information for stage 1 (EAF): heat number, processing time, start
and end times, and the unit used (from two parallel units). Simi-
larly, represents the same information for stage 2 (i.e.,
the AOD stage) and represents the information for 
stage 3 (i.e., the LF stage). The final three columns,
represent the exogenous information of electricity price and power
generation from on-site RESs. At time we receive information 
about prices a time step ahead (i.e., the prices at . This struc-
ture allows the observation to describe the future energy market as 
allowed for by market mechanisms, which typically fix the price a
short period ahead of time.

2.2.2. Actions 
In this work, the control decisions are discrete. They represent 

heuristic decision rules at a given time slot. At a given time,

indexed by the agent selects the control action

represents the available heuristic decision rules that can be
adopted for the units in each stage, and 

Eq. (13)). For stage 1 (at EAFs; i.e., rep-
resents nine scheduling rules for stage 1), as listed in Table 1. Here 

indicates the set of integers from 1 to

ut uEAF 
t uAOD 

t uLF 
t 

T 

uj 
t u1 t us t unu t

T
13

For stage 2 (at AODs; i.e., represents 11 scheduling 
rules for stage 2) as listed in Table 2.

xt 
t 0 T 

Xt Rnw N

t t nw t nw 
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Table 2 
Scheduling rules in stages 2 (at AODs).

Scheduling rule Description (prioritize the process of)

1 The heat with SPT
2 The heat with LPT
3 The heat with LEC
4 The heat with HEC
5 The heat with SRM
6 The heat with LRM
7 The most former heat in the transfer area (MFT)
8 The most recent heat in the transfer area (MRT)
9 The heat with NDD
10 The heat with FDD
11 Nothing—don’t do anything
For stage 3 (at LFs; i.e., represents nine scheduling 
rules for stage 3) as listed in Table 3. 

The heuristic rule SPT selects the heat with the shortest pro-
cessing time in that stage, while LPT selects the heat with the long-
est. LEC chooses the heat with the lowest total energy consumption 
over its production time, whereas HEC selects the highest. In stage 
1, SRM calculates the total processing time of the remaining two 
stages and selects the heat with the shortest remaining time. In
stage 2, only stage 3’s processing time is considered, with no such
rules for stage 3. Similarly, LRM selects the heat with the longest
remaining processing time. For NDD and FDD, each heat is assigned
a due time in NDD selects the nearest due time, 
while FDD selects the farthest. MFT and MRT consider heats that 
have completed transfer and are waiting for the next stage, which
is why these rules don’t apply to stage 1. MFT selects the heat with
the earliest transfer end time, whereas MRT selects the most
recent.

2.2.3. Electricity cost
The electricity cost of the plant at time slot is defined as 

below. The aim is to minimize the sum of over the time horizon 
in expectation.

/t kEL t max 0 EL t Eres t 14

us t Z 9uL 
t ,

t 0 1 2 T ;

t /t 
/t 
3. Methodology 

3.1. Constraint handling

The scheduling of the steelmaking process is often recognized 
as one of the most intricate industrial scheduling problems as it 
is a large-scale, multistage, multiproduct batch process encom-
passing parallel equipment and critical production-related con-
straints [24]. In this work, starting times of the tasks are 
moved in time to provide the operational flexibility. The restric-
tion on the control spa ce arises from PCs within the steelmaking
Table 3 
Scheduling rules in stages 3 (at LFs).

Scheduling rule Description (prioritize the process of)

1 The heat with SPT
2 The heat with LPT
3 The heat with LEC
4 The heat with HEC
5 MFT in the transfer area
6 MRT in the transfer area
7 The heat with NDD
8 The heat with FDD
9 Nothing—don’t do anything

6

process, as discussed in Section 2 .1. We hypothesize that the 

constraint set for the time index is ,  wh  ere  
Note that the parallel units within each stage will have a sepa-

rate constraint set. For example, denotes the constraint 
set for sth unit of stage EAF at time slot PCs can generally be 
expressed logically. We assume that these logical operations 
can be expressed as a point to set mapping, ,  whe  re

indicates the power set of set of heats. We will detail each 
constraint individually, explaining the logic employed in our
DRL model.

Consider the constraint in Eq. (4), in our DRL framework, this 
constraint can be interpreted in Boolean terms. Consider an equip-
ment resource (e.g., EAF). If no tasks are using EAF at time the 
constraint evaluates as True, indicating that EAF is available to pro-
cess a new task. If a task is currently using EAF, the constraint eval-
uates as False, preventing scheduling conflicts. This logical
perspective allows the DRL agent to learn feasible actions while
respecting resource capacities.

The total electricity consumption at time is the sum of all tasks
currently being processed as shown in Eq. (5). In the DRL 

framework, for each task the total energy requirement is esti-
mated from its processing time and the equipment’s nominal
power and then distributed over the task’s duration to form 
a time-dependent energy profile. Summing the contributions of
all tasks active at time gives the total electricity consumption 
at that time. Thus, the electricity cost is computed according to 
the actual processing time of each task, following the same
approach as in the MILP formulation while resource blocking
may be rounded to discrete time steps to align with the scheduling
grid.

In the DRL framework, the task execution constraints (Eqs. (6) 
and (7)), are again handled via Boolean terms. Each processing

and transfer task is associated with a Boolean flag indicat-
ing whether it has been completed (True) or is still available
(False). At each discrete time step the agent can only select tasks 
that are still False, forming the set of feasible actions that belong to

the constraint set This ensures that each heat is processed and 
each intermediate transfer is executed exactly once, as in the MILP 
model. By updating the flags after each action, the DRL agent is pre-
vented from selecting tasks that would violate these constraints.

For the transfer constraint in Eq. (8), a transfer task at time 
step can only be scheduled if it is still False (i.e., unprocessed) and 
its preceding processing task has just completed, ensuring that no
intermediate product accumulates before transportation. Similarly,
to satisfy the condition in Eq. (9), a processing task in stage 2 at 
discrete time can only be processed if it is associated with False 
Boolean and its preceding transfer task has not violated and 

limits. 
At time we select heats from the available control sets

through discrete control decisions which represent heuris-
tic decision rules. These heuristic decision rules are defined with

respect to the constraint set and directly assign tasks available

in at time These constraint sets are identified in a state depen-
dent fashion via It is worth noting that the current state of 
the plant is assumed available, but not compatible with the predic-
tion mechanisms of function approximations; hence the use of a
POMDP formulation. If we are able to define and satisfy all con-
straints via then the assignment decision at time will satisfy 
constraints imposed by construction. In the case one is unable to
identify (and satisfy) all constraints via we penalize the viola-
tion of those constraints that cannot be handled and incorporate a
penalty function for the constraint violation,
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For example, in our problem, the constraint detailed by Eq. (10) is 
enforced through this penalty method. We define the expected
penalized return as

Ju Ep 
T 

t 1 
ct 1/p

t 15

where u is the penalty function.
We can then identify a solution policy as follows: 

min
p 

Ju 16

Alternatively to the penalty method, one may leverage the flex-
ibility of evolutionary search to maintain only feasible policies. 
While feasibility cannot be guaranteed theoretically, in practice
these mechanisms ensure constraints are effectively respected.

3.2. Policy function design

We propose to utilize the attention mechanism, which has 
become an integral part of sequence modelling in various tasks
[25]. In this context, the attention mechanism could construct 
a representation of t he most relevant information within the
observation matrix and help agents to learn long-range 
dependencies between observations within the historical win-
dow. The attention in our proposal is the single-head att ention
(SHA) utilized in the transformer model, known as scaled dot-
product attention [25]. The attention mechanism is d escribed
by Eq. (17), 

Attention Q K V SoftMax QK  T

dk

V 17

where Q is a matrix of queries, K is a matrix of keys of dimension
and V is a matrix of values. The matrices Q, K, and V are functions of
the input observation matrix They are stage-specific; for stage 1,
we denote them and each of dimension This allows 
the model to jointly attend to information from different represen-
tation subspaces, which reflect different aspects of steel plant
scheduling characteristics. Fig. 2 represents the attention-based 
policy structure. The observation matrix is partitioned and fed

p 

Xt 

dk, 

Xt . 
QE K E VE Rnw 3 

Xt 
Fig. 2. Attention-based

7

forward through different modules within the policy structure. 
Specifica lly, corresponds to elements with column index

as defined in Section 2.2.1, to and 
to represents electricity price informa-

tion and represents power generation from on-
site RESs

As shown in Fig. 2, ,  a  nd  are passed 
through a QKV layer, followed by an attention operation and 
a subsequent linear transformation. In contrast, the electricity 
price and on-site power generation matrices bypass these oper-
ations . The attention layer produces an output matrix of
dimension for each stage. After the linear transformation, 
the resulting matrices are concatenate d to form a final matrix

of dimension Further details of these operations are 
provided in the Appendix A. The entire policy function design 
for identifying actions (i.e., the heuristic decision rules to be
adopted) is shown in Fig. 3. is processed through a feedfor-
ward neural (FFN) network, and then the resultant matrix is 
passed through distinct linear layers corresponding to each
stage. Note that in Fig. 3, only three linear layers are shown cor-
responding  to  three  stages,  but  there  are  six  because  of  two
parallel units in each stage. The outputs of these linear layers 
provide logits used to define a SoftMax policy, which is used 
to find the decision rule with the highest probability for each 
stage. As a result, each unit within each of the stages requires
output dimensionality equivalent to the number of heuristic
decision rules. Based on the selected decision rule, we then

use the constraint set for scheduling heat at tim e as 
described in Section 3.1.

3.3. Stochastic search policy optimization algorithm

In this work, we adopt an evolutionary strategy, which is a 
class of black box optimization algorithms with heuristic search 
procedures inspired by natural evolution to find a near optimal 
policy. The primary reason for selecting this category of algo-
rithm is its scalability to high dimensions and parallelizability,
which are highly beneficial for our problem. A high-level
description of the algorithm used in this work is provided by
Algorithm 1.

Xt EAF 
6 n 10 1 n 5 Xt AOD 
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n 17 
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Fig. 3. Heuristic decision rules policy function design. fsoftMax: the SoftMax policy.
Algorithm 1. A generalized population-based policy optimization
framework.

Input: Neural network (policy function), parametrized 

by a number of samples to evaluate each neural network,
a general population-based optimization algorithm

number of optimization iterations, population size of 
candidate policy functions, upper, and lower, 
bounds on the search space; population initializatio n
method, a memory buffer,

p h 

h 
nS , fDRL; 

I 
P; hUB, hLB 

f init h P hLB hUB ; B Jp 

I
 Generate initial policy parameters

where H1 f init h P hLB hUB H1 h1 hP ; 

II
 for do i 1 2 I
1 
Construct policy population Pi pi k h h Hi
2 
for do pi k P i,

A 
for sample = do 1 2 nS 
(i)
 Receive observation of initial state o0 

(ii)
 for do t 0 1 2 T 1
(ii.1) 
Generate control tu
j 
(ii.2) 
Receive next observation ot 1 

(ii.3) 
Observe electricity cost /t 1 
(iii) 
Observe the penalized return (Eq. 
(15)) 

Ju 
B 
Calculate sample average approximation
(Eq. (16)) and append to

Ji k 

pi k J i k B 

C
 If  then update the best-known policyJi k J p,

p Jp

3 
Generate new paramete rs Hi 1 fDR L B
III 
Best ranked policy,p 
Fig. 4. Flowchart of the scheduling process within a discrete time-grid.
The first step is to generate a population of parameters for a pol-
icy (neural network). Then, in step II, the following steps are per-
formed iteratively: ① a population of neural networks, are 
constructed from the population of parameters; ② A and B calcu-
late the average return of all the samples obtained after performing
steps (i)–(iii); C is the current best policy is tracked and stored in
memory (if a criterion is satisfied); ③ the population parameters
are then perturbed according to a stochastic search optimization
8

algorithm. After a number of optimization iterations, the best pol-
icy identified is output. The number of optimization iterations is 
defined according to the available computational budget or accord-
ing to a threshold on the rate of improvement. The stochastic
search optimization algorithm, which is used in this work is 
separable natural evolution strategy (SNES). For further informa-
tion on SNES, please see the Appendix A. We also provide flowchart 
of the scheduling process within a discrete time-grid for each sam-
ple. It is shown in Fig. 4. 

f DRL, 
4. Case study

In this section, the description of the test system and associated
cases are presented.

4.1. Case study design

The steel plant comprises three stages, each with two parallel 
devices: two EAFs, two AODs, and two LFs. The casting stage is
not considered in this work. Parameters corresponding to the plant
are drawn from Ref. [26]. The plant is equipped with a local wind 
power system, and the wind power data is from Ref. [27]. The 
hourly electricity prices adopted are based on the NORD POOL
(UK) wholesale electricity prices [28]. They are shown in Fig. 5. 
Details of the nominal power consumption of the units, minimum 
and maximum transfer times, and processing times of heats are
detailed in the Appendix A. The scheduling horizon spanned a 
24 h production cycle divided into 96 time slots, with each being 
15 min. The objective is to minimize the electricity cost of the steel
plant. The problem is modeled as a POMDP with a discrete time
formulation.

Our method employs a heuristic decision policy combined with 
an evolutionary search for policy optimization (ES-HP). The first
part of the results (Section 4.2) evaluates the ES-HP’s performance 
under various conditions, discussed in detail below. The second
part (Section 4.3) presents an ablation study, comparing the contri-
butions of the method with other approaches, such as validating 
attention-based state formulation, comparing the heuristic deci-
sion policy with a direct assignment policy, comparing evolution-

move_f0020
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Fig. 5. Day-ahead wholesale electricity prices and wind power generation.

Table 4 
Case study design.

Problem size Processing time data (PT1) Processing time data (PT2)

P1 CS1 CS3 
P2 CS2 — 
ary search optimization with proximal policy optimization (PPO) 
and the impact of varying hyperparameters, such as the population
size of candidate policy functions.

We would like to validate the method through various case
studies, as detailed in Table 4. We consider two different distinct 
problem instances to assess its scalability and ability to maintain 
a similar optimality gap with larger problems. The first instance 
(P1) involves a smaller problem size, focusing on scheduling 12 
heats per day. The second instance (P2) examines the method’s 
performance with larger problems, handling 24 heats. We also 
evaluate the method using two sets of processing time data for
the heats: the first set (PT1) exhibits more uniform processing
times, while the second set (PT2) shows greater variance. This
analysis aims to assess the performance of ES-HP, given its decision
rules are influenced by the heat’s processing times. The table is,
therefore, characterized by case study 1 (CS1), case study 2 (CS2),
and case study 3 (CS3). In section 4.2, for all the studies, a bench-
mark is provided wherein the optimization problem is formulated 
under a discrete time MILP framework. Firstly, we evaluate the
performance of the method under uncertainty scenarios, as
detailed in Table 5. This is discussed in more detail in section 
4.2.1. Secondly, in section 4.2.2, we evaluate the method using 
two distinct problem instances. P1 corresponds to 8 640 con-
straints, 11 871 integer variables, and 288 continuous variables
in the benchmark MILP formulation. P2 includes 16 800 con-
straints, 23 451 integer variables, and 288 continuous variables.
Thirdly, in section 4.2.3, we evaluate the method using two sets 
of processing time data for the heats: PT1 and PT2. Further details
on problem sizes and processing times are detailed in the Appen-
dix A. Fourthly, in Section 4.2.4, we compare our proposed method 
with other classical approach. In practice, unit scheduling is typi-
cally carried out according to a specific rule, often referred to as
✕ ✕

Table 5 
Uncertainty conditions.

Scenario r = 10%

Electricity price uncertainty Wind power uncertain

S1 
S2 U ✕

S3 ✕ U

S4 U U

r: standard deviation.

9

a state-of-the-art (SOTA) heuristic. To reflect this, we adopt one 
heuristic decision rule (among those employed in ES-HP) at a time
and evaluate its performance against our method and the MILP
benchmark.
4.2. Results 

4.2.1. Performance of the proposed method under uncertainty
scenarios

In this section, we demonstrate the ability of ES-HP to handle 
uncertainty in electricity prices and uncertainty in wind power 
generation. In a scenario without uncertainty (S1), we compare 
the day-ahead production schedule generated by ES-HP and MILP. 
The MILP has full information about steel plant dynamics and uti-
lizes the accurate model to minimize the electricity cost, which 
leads to a mathematically optimal result. In contrast, ES-HP utilizes
its learning capability to explore the action space to maximize the
reward. In the remaining scenarios (S2, S3, and S4) where uncer-
tainty is considered, we assume that the day-ahead forecast elec-
tricity price and wind power are subject to forecast error, which
follows a normal distribution with the mean and the stan-
dard deviation r = 10% and 20%. MILP optimizes the production 
schedule solely based on the day-ahead forecasts. By contrast, 
the ES-HP optimizes the production schedule in a rolling manner; 
that is, in each hour, the production schedule, from the current 
hour to the next hour is updated based on the revealed true elec-
tricity price and wind power of the current hour, and only the
schedule of the current hour is executed. CS1 is considered here.
In learning, the policy was evaluated over = 200 samples = 
1 when there is no uncertainty) , with a population size of

and maximum optimization iterations of The 
performance indicators used to evaluate the respective methods 
include the expected performanc e of the scheduling policy, which
is the net electricity cost, the standard deviation of the
performance and the conditional-value-at-risk [9], 

with b = 0.1 and 0.25 (i.e., represents the expected value of 
the worst-case policy performance observed with probability less 
than or equal to 0.1 and 0.25). MILP is solved by the Gurobi
v9.1.2 solver. The proposed method utilized the PyTorch v1.9.0
Python package, Anaconda v4.10.3, and Evotorch v0.5.1.

Fig. 6 shows the cumulative electricity cost for S1-CS1 under ES-
HP and MILP. The cumulative costs for ES-HP and MILP are 29.14 
and 27.52 kGBP, respectively. It is seen that the optimality gap is 
5.75% in comparison to MILP. The differenc e in the optimality
gap can be attributed to non-smooth mapping between state and
optimal control. To illustrate the results more clearly, the aggre-
gated energy consumption of all equipment is plotted in Fig. 7. 
As it is seen, in the case of ES-HP, the production continues until 
time step 56. But the net power consumption from time step 45 
to 56 is null. This is because the wind generation is higher during
those time slots, which makes as negative. Hence, it
incurs no electricity cost. We also present the production sched-
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Fig. 6. Cumulative electricity cost for S1-CS1 under ES-HP and MILP.

Fig. 7. Aggregated electricity consumption for S1-CS1 under ES-HP and MILP.
ules generated by ES-HP and MILP in Fig. 8, demonstrating that 
they comply with the key PCs.

Next, we turn our attention to the handling of electricity price 
and wind power uncertainty. This corresponds to scenarios S2, 
S3, and S4. MC simulation is used to generate 500 scenarios of 
the true electricity price and wind power throughout the day via
sampling from the normal distribution of the forecast error. As
ES-HP aims to optimize the production schedule in a rolling man-
ner, for the 500 scenarios, the ES-HP will generate 500 different
Fig. 8. (a) production schedule generated by ES-HP a

10
production schedules. Then, the actual net electricity costs of the 
production schedules in each scenario, calculated given the true 
electricity price and wind power values, are calculated for the
schedules generated by both the MILP and ES-HP approaches.
The average net electricity costs of the 500 scenarios are presented
in Table 6 for experiments in S2, S3, and S4.

In both the cases (r = 10% and 20% it is observed that of the 
policies by ES-HP is competitive with the MILP approach. Gener-
ally, the standard deviation of across all the experiments is 
competitive with MILP while in some cases even surpasses it 
(i.e., S4 when r = 10% and S3 when r = 20%). In terms of conditional

value at risk (CvaR) in all the cases, the performance is compet-
itive with MILP. Further, in all of the experiments, constraints are
respected absolutely across all 500 MC simulations by both the
methods.

4.2.2. Impact of problem size
In this section, we turn our attention to validate our method in

case of a larger problem instance. Table 7 presents the results for 
both problem sizes (i.e., S4-CS1 (of P1) and S4-CS2 (of P2)), under
uncertainty level for ES-HP and the MILP benchmark.

The average electricity costs for ES-HP and MILP are 113.05 and 
106.85 kGBP, respectively, for S4-CS2. The performance gap is
5.64%. It is seen that ES-HP outperforms MILP in However, there 
is some discrepancy between the In the case of S4-CS1, we can 
see a performance gap of 6.5%. These results validate that the pro-
posed method remains effective even for larger problem instances,
maintaining a comparable optimality gap.

4.2.3. Impact of processing time data
In this section, we turn our attention to validate our proposed 

method in case of a different set of processing time data. Table 8 
presents the results for instances (i.e., S4-CS1 (of PT1) and S4-
CS3 (of PT2)) under uncertainty level for ES-HP and the
MILP benchmark.

The average electricity cost for ES-HP and MILP are 22.94 and 
20.56 kGBP, respectively, under S4-CS3. Hence, it is validated that 
with a greater variance of processing time data, the proposed
method still works well by operating within a similar optimality

gap in terms of and 

4.2.4. Comparison with SOTA heuristic rules
In this section, we validate the effectiveness of our proposed 

method by comparing its performance with a set of classical
heuristic rules. Table 9 reports the results for instance S1-CS1, 
showing the performance of each heuristic rule, our ES-HP method, 
and the MILP benchmark. For each heuristic rule, we apply a fixed 
scheduling policy without optimization. The rules considered
include: SPT, LPT, LEC, HEC, NDD, and FDD. We compare the elec-
tricity cost (in kGBP) obtained from each approach.

lz , 

lz rz 

lb, 

r 10% 

rz. 
lb. 

r 10% 

lz, rz, lb. 
nd (b) production schedule generated by MILP.
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Table 6 
Results for scenarios considering uncertainty.

Scenario ES-HP (r = 10%) MILP (r = 10%) ES-HP (r = 20%) MILP (r = 20%)

10%, 
kGBP) 

25%, 
kGBP) 

10%, 
kGBP) 

25%, 
kGBP) 

10%, 
kGBP) 

25%, 
kGBP) 

10%, 
kGBP) 

25%, 
kGBP) 

kGBP) kGBP) kGBP) kGBP) kGBP) kGBP) kGBP) kGBP) 

S2 30.12 0.47 33.35 31.85 27.79 0.47 28.57 28.38 30.08 1.10 31.12 30.05 27.77 0.92 29.43 28.99 
S3 29.80 0.85 31.49 31.02 28.33 0.83 29.82 29.41 31.56 1.42 32.42 32.42 29.63 1.49 31.61 31.61 
S4 30.25 0.94 33.36 32.23 28.39 0.96 30.15 29.65 31.72 1.92 34.53 34.53 29.65 1.85 32.01 32.01

Table 7 
Performance of ES-HP and MILP under P1 and P2.

Scenario ES-HP MILP 

kGBP) kGBP) 10%, kGBP) 25%, kGBP) kGBP) kGBP) 10%, kGBP) 25%, kGBP) 

S4-CS1 30.25 0.94 33.36 32.23 28.39 0.96 30.15 29.65 
S4-CS2 113.05 1.24 127.36 121.96 106.85 1.73 109.87 109.10

Table 8 
Performance of ES-HP and MILP under PT1 and PT2.

Scenario ES-HP MILP 

kGBP) kGBP) 10%, kGBP) 25%, kGBP) kGBP) kGBP) 10%, kGBP) 25%, kGBP) 

S4-CS1 30.25 0.94 33.36 32.23 28.39 0.96 30.15 29.65 
S4-CS3 22.94 0.99 24.90 24.39 20.56 0.92 22.21 21.73

Table 9 
Performance of heuristic rules, ES-HP, and MILP under PT1.

Method Electricity cost (kGBP)

Heuristic rule 
SPT 49.31 
LPT 48.10 
LEC 45.34 
HEC 44.67 
NDD 47.01 
FDD 47.06 

ES-HP 29.14 
MILP 27.52 

lz( lz( lz( lz(rz( rz( rz( rz(lb( lb( lb( lb( lb( lb( lb( lb(

lz( lz(rz( rz(
bl ( bl ( bl ( bl (

lz( lz(rz( rz(
bl ( bl ( bl ( bl (
As shown in Table 9, all heuristic rules perform significantly 
worse than both ES-HP and the MILP benchmark, with electricity 
costs ranging from 44.67–49.31 kGBP, compared to 29.14 kGBP 
for ES-HP and 27.52 kGBP for MILP. This case study highlights 
the limitations of relying solely on SOTA heuristics, which lead to
higher operational costs. In contrast, our ES-HP method consis-
tently achieves performance much closer to the MILP benchmark.
This demonstrates that ES-HP outperforms traditional SOTA
heuristics.

4.3. Ablation results

4.3.1. Performance of attention-bas ed representation
In this section, we focus on validating our method both with 

and without the use of the attention mechanism. In the case where 
we don’t use the attention mechanism for the policy function
design, we employ a multi-layer perceptron (MLP) to predict
heuristic decision rules. The observation matrix is flattened into 
a vector before being processed by the MLP. The MLP consists of an 
input layer composed of 68 nodes; hidden layer 1 composed of 8 
feedforward nodes, hidden layer 2 composed of 8 feedforward
nodes, hidden layer 3 composed of 12 feedforward nodes, and hid-
den layer 4 composed of 3 nodes. The rectified linear unit (ReLU)
activation function was applied across all hidden layers except

Xt 
11
the hidden layer 4. The MLP consists of three output linear layers; 
each of those dimensions is equal to the number of heuristic deci-
sion rules as described in Fig. 3, where the predictions are made via 
the policy function in a continuous latent space,
Thereafter, a SoftMax policy is used to find the decision rule with 
the highest probability. Based on the selected decision rule, we

then use the set for scheduling heat. We will consider S4-CS1
with uncertainty level We performed five runs, and the

average and across the five runs are shown in Table 10.
It is observed that, using the attention mechanism , the method

performs better in and This result highlights its advan-
tage, particularly in partially observable environments like this. 
The attention mechanism can help aggregate information across 
time-steps by emphasizing observations or features that con-
tribute most to inferring the true underlying state, thereby improv-
ing decision-making.

4.3.2. Comparison of heuristic decision rules and direct assignment
decisions

In this section, we turn our attention to demonstrate the case 
when we identify discrete assignment policy (DAP) instead of iden-
tifying the heuristic decision rules as the output. DAP directly rep-
resents identifying the tasks as output, which can be directly
assigned to the units. For assigning direct decisions, predictions
are made via the policy function in a continuous latent
space The predictions are further normalized in the 
range of heats. The set is then used to implement an action-
masking scheme [29], which enables a SoftMax policy to satisfy 
PCs by construction. Briefly, this ensures that invalid controls have 
zero probability of selection under the SoftMax policy. We will
consider the S4-CS1 with uncertainty level We performed 
five runs, and the average and across the five runs for ES-
HP and ES-DAP are shown in Table 11.

As it is seen from the results, ES-DAP outperforms ES-HP in

terms of and However, the computational time cost in 
policy identification is more in the case of ES-DAP. We validated
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Table 10 
Performance of ES-HP with and without using attention mechanism.

Module kGBP) kGBP) kGBP) 

10% 25% 

Using attention 32.21 0.22 37.26 36.23 
Without using attention 33.99 0.30 39.34 38.56

Table 11 
Comparison of heuristic decision rules and direct assignment decisions.

Method kGBP) kGBP) kGBP) 

10% 25% 

ES-HP 29.11 0.94 33.36 32.23 
ES-DAP 29.09 0.91 31.61 31.17

Fig. 9. Number of function evaluations to reach optimal policy for S1-CS1 under ES-
HP and ES-DAP.

 

lz( rz(
bl (

lz( rz(
bl (
it by comparing the number of function evaluations to reach the 
optimal policy for ES-HP and ES-DAP for S1-CS1. The training pro-
gress plot for the five runs for both the policies is shown in Fig. 9. 

As seen from Fig. 9, ES-HP tends to make faster progress than 
ES-DAP. On average, ES-HP requires 55 800 function evaluations 
(calculated by multiplying iterations at which the optimal policy 
is observed by population size, e.g., for the first run: 15 × 1500 = 
22 500, then averaging over five runs) to reach optimal policy, 
whereas ES-DAP requires 94 200 evaluations. However, ES-HP
occasionally tends to converge at a slightly higher electricity cost
than ES-DAP. This is because of the bias in the policy construction
and POMDP formulation. Thereafter, we validated our method on a
larger problem size (i.e., S1-CS2), with the results plotted in Fig. 10. 
Fig. 10. Number of function evaluations to reach optimal policy for S1-CS2 under
ES-HP and ES-DAP.
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In this case, ES-HP requires 69 300 function evaluations, 
whereas ES-DAP requires 103 500 function evaluations. It is seen 
that with a larger problem size, the ES-HP not only tends to make 
faster progress than ES-DAP but also converges at better values
(i.e., lower electricity cost). This validates our approach being more
computational efficient. Also, when we mis-specify the uncertainty
(i.e., we trained ES-DAP and ES-HP on S3-CS1 with uncertainty
level , but we validated its performance on S4-CS1, below
are the results as shown in Table 12 as average across five runs. It 
can be observed that in such cases, ES-HP tends to be more robust.

4.3.3. Comparison of evolutionary search and PPO
In this section, we turn our attention to demonstrate the case 

where we utilize the policy gradient method instead of stochastic 
search. We utilize PPO. It alternates between sampling data
through interaction with the environment and optimizing a surro-
gate objective function using stochastic gradient ascent [30].  We
consider S4-CS1 with uncertainty level Table 13 presents 
the results for the ES-HP and PPO-HP as averages across five runs.

ES-HP performs significantly better in terms of and in 
comparison to PPO-HP. This can be attributed to the use of noisy 
directions for policy improvement, whose evaluation is known to
be expensive and sometimes unreliable in policy gradient
approaches. The hyperparameters of PPO are given in Appendix A. 

4.3.4. Impact of different hyperparameter settings of population size of
candidate policy functions

In this section, we investigate the effect of varying the popula-
tion size of candidate policy functions on the performance of our 
proposed method. All other parameters of SNES were kept at 
literature-reported values. After the policy network hyperparame-
ters were optimized iteratively, here we focus specifically on how
changes in population size influences the performance. We con-
sider scenario S1-CS1 and report the results in terms of electricity
cost (kGBP).

As observed, population sizes of 1000, 1500, and 1800 produce 
the lowest electricity costs, indicating that moderate to large pop-
ulation sizes are most effective. Very small population sizes (e.g.,

r 10%)

r 10%. 

lz, rz, lb 
Table 12 
Comparison of ES-HP and ES-DAP under misspecification of uncertainty.

Method kGBP) kGBP) kGBP) 

10% 25% 

ES-HP 31.46 0.92 34.22 33.10 
ES-DAP 33.90 0.94 35.54 34.12 

Table 13 
Comparison of ES-HP and PPO-HP.

Method kGBP) kGBP) kGBP) 

10% 25% 

ES-HP 30.25 0.94 33.36 32.23 
PPO-HP 46.97 0.69 47.54 47.30 
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Table 14 
Impact of population size.

Population size Electricity cost (kGBP)

300 31.90 
500 31.56 
1000 29.14 
1500 29.14 
1800 29.14 
300 or 500) lead to higher costs, likely due to reduced diversity in 
candidate policies. These results suggest that the method is robust
to a range of reasonably large population sizes, while very small
populations may degrade performance (Table 14). 

5. Conclusion s

In this work, we developed a DRL-based control framework for 
DR in an EAF-based steel plant. We presented the method that 
employs a heuristic decision policy combined with an ES-HP to 
address the production scheduling of a steel plant, which includes 
typical steelmaking PCs. The applicability and efficiency of the 
method were demonstrated with different case studies under 
deterministic and uncertain environments while benchmarking 
against a discrete-time MILP formulation. The results demonstrate 
that the method is able to handle constraints and exogenous 
uncertainties effectively. Even while increasing the problem size, 
the method can efficiently handle the complexity and does not 
compromise the optimality gap. Also, when using greater variance 
in processing time data, HP retains similar performance. We then 
presented the ablation study wherein we observed that the 
attention-based state formulation has an advantage over using 
an MLP. Further, we compared the performance of ES-HP with 
DAP. Although ES-DAP tends to have a better performance in terms 
of average, ES-HP identifies optimal policy in fewer function eval-
uations than ES-DAP. Also, under misspecification of uncertainty 
scenarios, ES-HP tends to show more robust behavior than ES-
DAP. Lastly, we compared ES with the policy gradient method, val-
idating the accuracy of ES over gradient-based optimization. The
proposed method can, in principle, be applied to blast furnace-
based plants or any multiproduct, multitask, multistage batch pro-
duction environment, provided the underlying operations can be
modelled as batch processes. Also, the proposed framework is suf-
ficiently general to incorporate bidirectional power exchange with
the bulk grid; hence, scenarios involving electricity export and
associated revenue streams under various market participation or
contractual arrangements can also be optimized. We attempted
to assess the generalizability of the proposed method by increasing
the problem size (i.e., the number of production orders) and vary-
ing processing time data. While performance generally declines as
the problem size grows, numerous factors can influence each
specific instance, making it largely a case-by-case situation. Conse-
quently, we cannot make definitive general statements about per-
formance. Intuitively, however, larger and more uncertain
problems tend to be more challenging. In the future work, we shall
also consider steel plants supporting power systems by providing
some ancillary services such as operating reserves.
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