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摘　 要: 随着城市化进程的加快, 城市深埋输水隧洞工程已成为解决城市供水问题的重要基础设施。
然而, 在工程实践中隧洞下穿水库等复杂地质条件下渗透问题时常发生, 不仅影响工程安全, 也对环

境造成潜在威胁。 以某城市深埋输水隧洞工程为背景, 系统开展了隧洞下穿水库渗流影响分析研究,
相关研究成果可为后续同类工程建设的提供参考。
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Abstract: With
 

the
 

acceleration
 

of
 

urbanization,
 

the
 

urban
 

deep-buried
 

water
 

conveyance
 

tunnel
 

project
 

has
 

become
 

an
 

important
 

infrastructure
 

to
 

solve
 

the
 

problem
 

of
 

urban
 

water
 

supply.
 

However,
 

in
 

engineering
 

practice,
 

seepage
 

problems
 

often
 

occur
 

under
 

complex
 

geological
 

conditions
 

such
 

as
 

reservoirs,
 

which
 

not
 

only
 

affect
 

the
 

safety
 

of
 

the
 

project,
 

but
 

also
 

pose
 

a
 

potential
 

threat
 

to
 

the
 

environment.
 

Based
 

on
 

the
 

background
 

of
 

a
 

deep
 

buried
 

water
 

conveyance
 

tunnel
 

project
 

in
 

a
 

city,
 

the
 

analysis
 

and
 

research
 

on
 

the
 

seepage
 

influence
 

of
 

the
 

tunnel
 

under
 

the
 

reservoir
 

were
 

systematically
 

carried
 

out.
 

The
 

relevant
 

research
 

result
  

can
 

provide
 

reference
 

for
 

the
 

follow-up
 

similar
 

engineering
 

construction.
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1　 工程概况

　 　 随着城市化进程的持续推进, 城市人口急剧增

加, 生产、 生活的用水需求量与水资源时空分布不均

衡问题日益严峻, 长距离城市输水工程已成为解决水

资源供需矛盾、 完善水资源配置的重要举措[1-3] 。 然

而, 长距离城市输水工程由于线路较长, 沿途需在特

定的供水区域(如水库)取水, 向特定的受水区域(如

水厂)供水, 不可避免的穿越水文地质条件复杂、 施

工作业风险较高的区域, 尤其是下穿水库等地表水

体, 可能存在突泥涌水风险[4-6] 。
本文以某城市深埋输水隧洞工程为背景, 通过数
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